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Chapter 7

NATURE AND PURPOSE OF RADIOLOGICAL COUNTERMEASURES

7.1 Explosion Phenomena and Counfermeasures

A countermeasure system is defined here as any combination of actions,
preparations, or use of protective facilities and equipments that reduces or
eliminates the hazards, to humans and to physical resources, arising from the
explosion phenomena of weapons of war. In the following discussion this
definition is restricted to the types of weapons that would be used in a nuclear
war; by implication, therefore, the definition includes actions that could be
taken to maintain the life of survivors and to promote the recovery of societal
functions in the period following the attack phase of the war.

Several explosion phenomena.occur when a nuclear weapon is detonated,
that interact with, and have an effect on, surrounding objects. Countermeasures
designed to intercept and alter the interactions of these explosion phenomena
with surrounding objects, so that the magnitude of the effect of the interactions
is reduced or eliminated, may be termed receptive countermeasures. The
consideration of the use of receptive countermeasures is based on the possibility
that the phenomena may occur.

A simple but fundamental statement about receptive countermeasures is
that both their nature and their composition must be deduced from information
on both the phenomena and the target. The statement is fundamental because it
requires that countermeasures be identified and specified directly from the
identification of the explosion phenomena and from the specification of the effects
of these phenomena on people and human resources.

The major phenomena of nuclear explosion are identified as: (1) initial
nuclear radiation, (2) thermal radiation, (3) blast and shock, and {4} residual
radiation or failout. The first three occur within a short time after the
explosion; their isointensity patterns on a surface are circular about the point
of detonation. The residual radiation or fallout phenomenon (as a hazard)
develops over a period of time after the explosion; the fallout radiation isointensity
patterns have elongated shapes extending a considerable distance downwind from
the point of detonation.

The magnitude of the radiation intensity from fallout would be largest when
the explosion occurs near the surface of the earth; in fact, air detonation fallout
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is usually neglected as an immediate personnel hazard. Secondary effects from
the initial explosion phenomena, such as fires ignited by the thermal radiation,
may last for some time afterward but they would not be a source of concern for
as long a time as the radiological hazard from fallout.

This listing of the four major phenomena of nuclear explosions is not a
new one; all are well recognized. Two major significant points about them
should be emphasized: 1, The physical nature of each of the four phenomena
is different from that of any of the others in one way or another; hence, technical
considerations of protective countermeasures must account for each of the four
separately. 2. The operational use of countermeasures must consider the
intensity pattern of the combined phenomena, including the time-sequence of
each, and the cumulative effect of their interactions with the environment.

The general technical natures of the receptive countermeasures applicable
to each of the explosion phenomena are also fairly well known. The counter-
measures include:

1. Shielding: to reduce the gamma ray intensity and neutron flux of
the initial nuclear radiation;

2. Shielding, fire-prevention techniques, and employment of fire-
control methods: to reduce the effects of exposure of people and
property to both thermal radiation and fire hazards;

3. Shielding and heavy construction: to reduce damage from blast
and shock; and

4, Shielding, decontamination, and exposure-control methods: to
reduce the exposure of people and animals to the nuclear radiation
from fallout.

The countermeasure common to all four explosion phenomena is shielding.

Evacuation and distance are not included here as receptive counter-
measures since they do not specifically operate against any one of the phenomena.
Evacuation is a preventive rather than a protective measure; its successful use
(for mobile objects) generally would require prior information about the location(s)
of the explosion(s). Distance, aside from its identification with evacuation, is
most often associated with the decrease in intensity of nuclear radiation from a
single point source of radioactivity. However, in a fallout area where point
sources are everywhere, distance is not an effective countermeasure except for
the case in which the sources are removed, as in a decontamination process.

In this sense, the term distance may be included as part of the decontamination
countermeasure.
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If a potential response level of humans {or cother objects) to the intensity
of the four phenomena is selected, such as the intensity that could result in a
large fraction of fatalifies, then statements can be made about the relative
order in the size of the affected areas enclosed by each of the phenomena for
the selected response level. For example, the relative sizes of the areas
enclosed by the four phenomena from the detonation of a standard nuclear
weapon in the megaton yield range near the surface of the earth, where the
perimeter of the affected areas is defined by a (potential) response level
equivalent to about 50 percent human fatalities, are, largest to smallest:
(1) fallout, {2) thermal radiation, (3), blast, and (4) initial nuclear radiations.
In this example, the area covered by radiation levels high enough to produce
the stated minimum level of potential response would be nearly 100 times
larger than the area affected by thermal radiation and giving the same effective
response {i.e., about 50 percent deaths).

A single detonation of the same type of nuclear weapon at an optimum
height in the air would give the order of area coverage, largest to smallest:
{1) thermal radiation, (2) blast, and (3) initial nuclear radiations.

If objects other than humans were selected for consideration at a given
potential response level, a different order of area coverage for the four
explosion phenomena could result. For example, the radiation from fallout has
no effect on most physical objects. Some objects are more susceptible to
damage by blast and shock than they are to thermal radiation. For a single
surface detonation in which all four phenomena occur it is clear that, of the
total affected area, the largest fraction would he affected by fallout only. Smaller
portions of that area would be affected by thermal radiation only, by fallout
and thermal radiation, by thermal radiation and bhlast, by fallout, thermal
radiation, and blast, and by all four phenomena simultaneously. If the affected
area for the surface detonation is examined in te1ms of the response of
inanimate objects, it can be reduced to about the area coverage of the three
immediate phenomena.

In general, two characterisiic areas maybeidentified. One is the portion
of the affected area that receives fallout only and would contain undamaged
structures and facilities. The other is the smaller portion of the whole affected
area that receives thermal radiation and blast effects; this would contain
physically damaged facilities and people. The shape of this smaller area,
while determined to a large extent by its physical nature, would be more or
less circular around the point of detonation. The degree of damage within it,
also dependent on its physical nature, would increase as the distance to the
point of the explosion decreases.
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Where the order of development of a countermeasure system follows the
order of the sizes of the areas affected hy the explosion phenomena, the step-
wise procedure would be to:

1. Provide protection against fallout (i.e., radiological countermeasures).

2. Add protection against thermal radiation effects, where needed
(i.e., fire prevention and control countermeasures).

3. Add further protection against blast and shock and initial nuclear
radiations, (i.e., blast shelters).

Accomplishment of the first step would reduce the area affected by fall-
out, the area characterized by undamaged facilities, as well as reducing some
portions of the areas affected by the other phenomena, In other words, a
shelter that provides adequate shielding against the nuclear radiations from
fallout also provides some level of protection against thermal radiation and
blast or shock. Protection against thermal radiation and its effects could be
added, in the second step, in locations where the fire potential of an area is
considered to be high. Blast protection could be provided, in the third step,
where the population density is high or where the location is considered--
perhaps on strategic grounds--to be a prime target in a nuclear war,

For the case of a single nuclear explosion near the earth's surface, two
characteristic areas may be identified. In the one affected only by fallout, no
physical damage occurs directly from the other phenomena of the explosion; in
the other, physical damage does occur. In a nuclear war, in which several or
many nuclear explosions take place over the country, a third characteristic
area can be identified: the "unaffected' area. The term does not mean that the
people in the third area would not be affected by a nuclear war, or that the area
would not receive some fallout. By definition, the unaffected area would be out-
side the affected area and, although the boundary between the two may be defined
in a variety of ways, the general features of the unaffected area would be that it
contains no physically damaged facilities and that it receives less than a stated
level of fallout.

A possible definition of the perimeter of the area that is affected by fallout
would be one given in terms of the radiation level at which the general movement
of people would (or should) be restricted because of exposure to the nuclear
radiations from fallout. Then, because of the decay of the radioactivity in fall-
out, the unaffected area would increase with time after the war and the area
affected by fallout only would decrease. The applications of this definition of
the perimeter, and detailed descriptions of the three areas, are given in
Section 7.2.
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Radiological countermeasures are particularly applicable to the areas
affected by fallout only. Initially, these countermeasures have at least two
important local functions as part of a larger countermeasure system or civil
defense organization: first, to reduce the exposure of people to the nuclear
radiations from fallout: second, to recover the use of the undamaged facilities
in the area as soon as possible. These functions and the methodology for
carrying them out are discussed in some detail in the following chapters.

7.2 The Affected Areas and Counfermeasures

7.2.1 General Classification of Affected Areas

The discussions of the previous section, supported by and derived
from war-gaming studies of nuclear attacks, show that the areas affected by
the explosion phenomena of nuclear weapons (blast and shock, initial radiations,
thermal radiations, and nuclear radiations from fallout) can be separated into
three classes of areas, depending on the severity (or intensity) of each of the
explosion phenomena and on the manner in which each phenomenon interacts
with the environment.

Because of the spatial distribution of targets and wind patterns,
some areas would receive only worldwide (low level) fallout in an attack. These
areas would be otherwise unaffected, at least directly, by the four major weapon
phenomena, and are termed FREE areas. Movement of people and nonhuman
resources in these areas would be unrestricted, and no protective measures
would be required to assure immediate short-term survival of their people and
nonhuman resources.

Other areas of the country would receive sufficient local fallout
deposits to require some level of protection, so as to keep radiation exposures
below a stated level or to prevent fatal exposure levels; these are termed
RADEP (i.e., radioactive deposit) areas. Outdoor movement of people in these
areas would be restricted temporarily because of the nuclear radiation from
fallout. In these areas the major protective and recovery countermeasure
actions include stay in sheltered locations, for various periods of time,_ depend-
ing on the level of the fallout deposit, and decontamination of exposed surfaces
(paved areas, roofs, land areas, etc.).

Areas nearest to the explosion points would receive physical damage
from the blast and thermal radiation phenomena; these are termed DAMAGED
areas. In addition, these areas would receive the fallout from both low air
bursts and land-surface explosions, or at least from the detonations causing
the damage. In these areas, the major protective countermeasure for people
is shelter. The use »f other possible countermeasures is discussed below.
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Identification of the three basic area types, namely the FREE,
RADEP, and DAMAGED areas, is most significant with regard to (1) sorting
out the various countermeasure actions applicable to each, (2) arranging the
priority of the alternate operations that are possible, and (3) specifying the
options available to civil defense authorities in organizing recovery actions.
But first it is important to focus attention on how the three types of areas may
be identified and on how :and when the boundaries between them may be located.

7.2.2 Approximate Methods For Locating 'The Imitial Boundaries of The
Three Major Areas

The boundary line(s) between any two of the three characteristic
areas can be established best by illustrative example. This may be done by
first considering the boundary between the FREE and RADEP areas for the
fallout from @ single land-surface detonation. Ina sense, this boundary can
be established or defined on an operational basis because in the FREE area
operations would at no time be restricted because of radiological hazards and,
in the RADEP area, at least the outside operations would be restricted for
some time because of exposure of people to the gamma radiation from fallout.
The definition of the boundary hetween the two areas on the basis of freedom
to conduct outside operations results in a boundary that moves with timse. The
perimeter of the RADEP area moves inward as the radioactive nuclides in
fallout decay; and the RADEP areas, in general, will disappear altogether, in
about one to twe years after attack, even if no radiclogical countermeasures
are used. The RADEP areas would not be created by detonations at high altitudes.

Unshielded operations in radiation fields may be conducted at any
location or area if the exposure(s) to nuclear radiation of the people carrying
out the operation results in exposure dose(s) that are less than some stated
amount. Since it would be desired that the continued capability of people to do
useful work be maintained over a peried of time, the initial allotments of dose
in early operations must not exceed the threshold for radiation sickness. I
such an allotment of exposure is prescribed for the early exposures, then many
necessary operations camn be conducted over a period of time without subseguent
losses in the surviving work force due to possible radiation effects. Both
bieclogical recovery and radioactive decay would tend to limit the hiological
damage in later exposures.

‘Consideration of these factors leads to a suggested infinity dose
of about 100 roentgens as the potential exposure dose for the initial definition
of the boundary between the RADEP area and the FREE area. Inother words,
in fallout areas where the estimated infinity exposure dose--the outside-of-
shelter exposure dose from time of fallout arrival to about 2 years later--is
less than 100 roentgens, no one needs to stay in shelter, but could if no actions

356



were planned. If the exposure dose is more than this amount, the inhabitants
should stay in sheltered locations for appropriately longer times.

The next question for consideration is how and when someone can
determine whether a given location would be within the RADEP area or not.
‘The answer to this question may be derived from examination of data on
{1} fallout arrival times, (2) the variation of air ionization rates (i.e., dose-
rates) with time, and (3) the decay of fallout radiations with time.

Data for a 5-MT yield land-surface detonation (50 percent fission)
as well as some datafor a15-MT surface detonation (also 50 percent fission)
were used to derive an approximate relationship between the time of fallout
arrival and the maximum ionization rate which, in general, defines the loca-
tion at which the infinity dose is 100 %= 20 roentgens. This is approximately
given by

20
I(max) = . {7.1)

where I {(max) is the maximum observed dose rate and t, is the arrival time

of the fallout in hours. Thus, if fallout starts arriving at 1 hour afier
detonation and the highest observed radiation intensity is 10r/hr before the
intensity starts to decrease, the location is in the FREE area. If the maximum
observed intensity is greater than 20 r/hr, the location is in the RADEP area.

‘When the faliout from more than one detonation is involved, the
smallest t, value should be used along with I (max).if the various detonations
which contribute to the radiation levels are close enough together in location
and time fo result in a more or less continuously rising intensity for several
{4 to 6) hours. If the detonations producing the fallout were spaced over
several days‘ time, account would have to betaken of the doses in previous
exposures and the value of 20 should be decreased in proportion to the levels
already received.

If the weapon {s} had less than 50 percent fission, 1 {max) would be
decreased proportionately for a given value of t,; in this case the rule of
thumb would be a conservative guide. For a single detonation, the rule
appears to hold within the stated reliability for times of arrival from about
20 minutes {i.e., within the DAMAGED area) to about 24 hours. For locations
at which arrival times of more than 24 hours occur, the infinity dose will
never exceed 100 roenigens (given any weapon yield in the range of 5 to 25 MT
with a 50 percent fission yield).

The rule of thumb can be applied only if the observer has a watch
to measure the time between the flash {or sound from the blast wave) and the
time of fallout arrival, and a radiation detector to determine what the
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maximurit radiation rate is when the fallout arrives. For arrival times longer
than several bours, the peak radiation rate should occur, for an average wind
speed of about 20 mph, about 2 hours after the fallout arrives. No studies as
yet have been made of the effect of wind speed on the rule of thumb.

The boundary between the DAMAGED area and either the RADEP
or FREE areas is quite simple to define in terms of the observed effects on
the area. In these terms the existence of physical damage such as broken glass
from the blast wave or fires from the thermal radiation would suffice to specify
that the location would be in the DAMAGED area. Of the latter of the two effects,
the fires, would provide the more spectacular evidence of the DAMAGED area
boundary and would tend to give the larger area for larger detonation yields.
The identification and location of this perimeter would require no special
instruments.

Inside the DAMAGED area, the damage and destruction of nonhuman
resources and the number of injured and killed people would increase as the
distance to the center of the area at ground zero decreases.

Two observable criteria have been presented for making an
approximate determination at a location to which one of the three basic area
classifications apply. The next step is to examine, in a little more detail, the
affected areas themselves so that the influence on civil defense operations of

the characteristic target responses to weapon phenomena can be brought into
view.

7.2.3 The Grey Belt, Black Zone, and Red Band of the Damaged Area

As shown in Figure 7.1, just inside the DAMAGED area from a
single detonation a Grey Belt exists in which transattack and/or postattack
operations could be conducted without any restriction on the operations due to
exposure of operating personnel to the nuclear radiations from fallout. The
Grey Belt would contain physically damaged objects but little fallout from the
detonation that caused the damage. Because the effects of the blast and shock
phenomena would occur over a short period of time, and fires, which would he
initiated immediately, would take some time to develop into large-scale
conflagrations (even if the weather and fuel conditions in some cities were
favorable for the development of large-scale fires), it is useful to examine the
use of the 100 roentgen infinity dose criteria for applicability to defining,
initially, the inner boundary of the Grey Belt within which outside operations
could be conducted without restriction due to fallout.
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Figure 7.1
APPROXIMATE DIMENSIONS OF COUNTER MEASURE ACTION AREAS FOR A 5-MT YIELD
LLAND-SURFACE DETONATION (50 percent fission)
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This inner boundary could, in some instances, be defined by either
the initial boundary of the DAMAGED area on account of the thermal effects, or
by the periphery of a conflagration if large-scale fires developed in some parts
of the area. Any one of these definitions of the Grey Belt within the DAMAGED
area would have operational significance with respect to the conduct of civil
defense countermeasure actions. To describe how the inner boundary of the
Grey Belt could be identified and recognized according to the 100 roentgen
infinity dose criterion, it is necessary to summarize selected data which
describe, in some detail, what might be seen at locations in the DAMAGED area
shortly after a nuclear detonation.

Local situations in the DAMAGED area upwind from the point of
detonation of a 5-MT yield land-surface detonation are summarized as follows:

1. Upwind distance to the 100 roentgen infinity exposure dose
contour . . . 4.2 miles.
2. Overpressure at 4.2 miles . . . 6 psi.

3. Damage picture (blast only) at 4.2 miles: frame houses
flattened; brick houses and apartment buildings blown over;
exterior walls of multistory wall-bearing monumental
buildings and reinforced concrete buildings badly cracked,
interior partitions badly cracked or blown down, structural
frame distorted, extensive spalling of concrete; heavy steel-
frame industrial buildings (25-50 ton crane) sustaining some
distortion to the frame; larger, heavier buildings showing
smaller amounts of damage; cars and trucks turned over,
displaced, badly dented, frames sprung; trees uprooted;
telephone poles broken; railroad car doors demolished,
frames distorted; debris in streets in built-up areas.

4, Distance to 2 psi overpressure . . . 8 miles.
5. Distance to thermal ignitions in houses (colored curtains,
upholstery, etc.) . .. 9 miles.

The situations in the crosswind direction from ground zero for this
detonation are as follows:

1. Crosswind distance to the 100 roentgen infinity exposure
dose contour . . . 5.8 miles.
2. Overpressure at 5.8 miles . . . 4 psi.

360



3. Damage picture (blast only) at 5.8 miles: about the same
as for the 6 psi distance, except some frame houses will
not be completely collapsed, and some brick house and
apartment-type buildings may have exterior walls only
badly cracked; lesser damage to the larger buildings.

4. Time of fallout arrival . . . 20 minutes.

Based on the 100 roentgen dose criterion, whether a location
would be within the boundar- of the Grey Belt (in the upwind and crosswind
directions, ifknown) could be determined roughly from early observed blast
and thermal effects. For example, locations at which frame houses were
not completely destroyed, trees were not uprooted, outside cars were not
turned over or displaced and the debris on the streets permitted easy travel
would be within the Grey Beit.

At the inner boundary of the Grey Belt, essentially all the people
in the open at the time of detonation, unless shadowed by some object, would
be fatally burned by the initial thermal flash. If the atmospheric visibility
was 10 miles, the thermal radiation on the inner perimeter of the Grey Belt,
defined by the 100 roentgen criterion, would be between 50 and 100 calories
per sq.cm, In this range of incident thermal radiation, essentially all com-
bustible materials will ignite, at least to the point of sustaining a flash-flame.

The general effects on people at the inner perimeter of the Grey
Belt may be approximately given from comparisons with the data on the
survival rates of the Japanese people of Hiroshima and Nagasaki during
World War II. These are as follows:

1. Survival rate, 50 to 100 cal/ cmz, direct outside exposure
......................... 0.0
2. Survival rate, 50 to 100 cal/cm?, in buildings* . .0.9
to 1.0
3. Survival rate, 4 to 6 psi, outside . . . . . . . (see No. 1)
4, Survival rate, 4 to 6 psi, in frame buildings*. . . 0.85
to 0.9 ’
5, Survival rate, 4 to 6 psi, in concrete buildings*. 0.95
to 1.0
6. Survival rate, 4 to 6 psi, underground shelters . 1.0

*May be gutted by fires over a periogcof time.
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These survival rates include both injured and uninjured people.
The over-all survival rates for both Hiroshima and Nagasaki at 4 to 6 psi were
0.6 to 0.8; however, for the lower yield air bursts, the thermal radiation at the
range of these overpressures was less intense in these cities than it would be
for the 5-MT yield detonation. Even so, the general picture obtained from use
of the data from Hiroshima and Nagasaki is a valid one, namely, that the survival
rates of sheltered people in the Grey Belt would be high, even including the
possibility of the development of a conflagration in some parts of the belt
similar to the fires that occurred in those two cities.

The total area of the DAMAGED area, for the 5-MT detonation, and
neglecting the downwind portion of the area that joins the RADEP area, would be
about 260 sq mi. The area of the Grey Belt within this portion of the DAMAGED
area is then 130 sq mi, or about 50 percent of the DAMAGED area. In general,
the fraction of the DAMAGED area that would be included within the Grey Belt
increases with weapon-yield because the radius of the fire-ignition perimeter
increases with weapon-yield slightly more rapidly than do the radii of the
exposure dose contours in the upwind and crosswind directions near ground
zero. The distance at which an overpressure of 4 to 6 psi would occur increases
with weapen~yield about in the same way as does the 100 roentgen infinity dose
contour. For an air burst, the Grey Belt (with the inner houndary defined by
the 4 to 6 psi overpressure) would be a larger fraction of the DAMAGED area.

In a general way, the people in the Grey Belt would be exposed only
to the thermal radiation, initial radjations, and blast phenomena from a land-
surface detonation in much the same way as they would be to the effects of a
high air burst. And, except for areas in which conflagrations may occur, the
survivors in the belt would ke free to conduct operations as soon as they could
be organized in the transaitack and/or postattack period. The width, or depth,
of the Grey Belt for the 5~-MT land surface detonation would be about 3 miles

. in the crosswind direction and almost 5 miles in the upwind direction.

In a nuclear war, where multiple detonations would most likely occur,
the Grey Belt of one detonation could be (or hecome) located in a RADEP area
from one or more detonations farther upwind. If the time differences in the
detonations were small, the situation would be similar to being downwind instead
of cross- or upwind from the nearer detonation. If the time differences were
more than several hours, actions applicable to either the Grey Belt or RADEP
areas could be taken during that time, depending on which detonation effect
occurred first,

Another portion of the damaged area may also be defined; this
portion is called the Black Zone. It is the region in which complete



destruction of all structures except the strongest of underground shelters
would occur. This area-could be defined, for a surface detonation, as the area
enclosed by a radius about twice that of the crater radius (normally where the
overpressure would be between about 300 and 400 psi). Another way of
specifying the location of the outer boundary of the Black Zone would be to set
its radius equal to the maximum radius of the fireball; that is, about where an
overpressure of between 100 to 200 psi occurred. Unless special shelters
were available, the 100-200 psi radius would probably best represent, in a
rough way, the distance from ground zero at which the survival rate of humans
in heavy buildings would go to zero. For a 5-MT yield land-surface detonation,
this distance would be about 1 mile from ground zero.

In the region between the Black Zone and the Grey Belt there
remains an area with the shape of a circular band, varying from about 2 to
about 4 miles in width in the upwind and crosswind directions from ground
zero for the 5~MT yield explosion. In this region, unshielded movements of
survivors or others entering the area would be restricted for some time because
of exposure to radiation from fallout. The radiation intensities would increase
rapidly with distance from the inner boundary of the Grey Belt in the direction
of the Black Zone. This region of both extensive physical damage and high
radiation intensities is called the Red Band.

7.2.4 Countermeasure Action Options of Civil Defense Organizations

These options can be outlined in a general way for each of the
three major areas, i.e., the FREE, RADEP and DAMAGED areas. Organiza-
tions in the least-affected areas, of course, have the greater number of
alternatives. But, since no organization or area can be sure, prior to attack,
that it would be in any one of the three areas, all organizations should plan for
all options.

Organizations in the FREE area may:

1. Mobilize all national-recovery industries to increase the
output of needed survival and recovery products.

2. Establish medical, health, and rehabilitation service recep~
tion centers near the boundaries of the RADEP and DAMAGED
areas to receive, aid, feed, house, and employ people
evacuated from the two affected areas.

3. Establish staging areas on the boundaries of the RADEP and
DAMAGED areas and organize countermeasure action teams
having supplies and equipment for employment within the
two affected areas.
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4. Organize and coordinate recovery operations within adjacent
RADEP and DAMAGED areas as well as with other FREE
areas.

Organizations in the RADEP area may:

1. Stay in sheltered locations until the radiation intensity at each
location has decreased by decay to a level at which short-term
outside operations can be conducted; in the interim, radio-
logical assessment data could be obtained and recovery plans
and schedules could be reviewed and evaluated.

2. Organize and carry out radiological and economic recovery
countermeasures for the RADEP area.

3. Organize evacuation movements of people to the FREE area
or to staging areas within the RADEP area or on its perimeter.

Organizations in the DAMAGED area may:

1. Organize and conduct, in the Grey Belt, attack-phase and
transattack countermeasure actions such as fire fighting,
rescue, first aid, and emergency medical treatment.

2. At locations in the Red Band, organized survivors should stay
in shelter until the radiation intensity at each location has
decreased by decay to a level at which short-term operations
can be conducted (or until large-scale fires have died down)
and then evacuate to the Grey Belt and the FREE area.

3. Establish emergency, field-type medical, health, and rehabil-
itation service reception centers at the inner boundary of the
Grey Belt to provide assistance to survivors evacuated from
the Red Band.

4. Organize evacuation movements of people to the FREE area or
to staging areas.

Some of the factors, besides the availability of sheltered locations
for the population, that would determine whether a given action option could
be undertaken are: (1) the type and degree of competence of the organization
command and control structure; (2) the availability of people who know how to
set up and direct any one of the countermeasures actions; (3) the availability
of and access to surviving supplies and equipment, food, and other resources;
and (4) the availability of operational-type plans for carrying out any of the
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;action options by all governmental (civil defense) organization units, from loeal
to national levels. )

Several features of the action optiens may be pointed out, viewing
them all together. Most of the initial countermeasure actions after an attack
would take place inthe FREE area and in the Grey Belt of the DAMAGED area.
Operations originating in ‘the FREE area should tend to converge on the periphery
of the RADEP area and the DAMAGED area. These initial activities in the Grey
Belt would be more demanding because cf the presence of physically injured
survivors and fires. Some of the operations from the FREE area., when
organized, could begin penetrating farther into the RADEP area and inte the
Red Band region as the radiation intensity decreases. After a few days, some
of the organized groups in the RADEP area could emerge from shelter and start
radiological recovery efforts on their own (where appropriate schedules,
equipment, and supplies are available). In this way, clean staging areas could
be formed and many could grow inte islands of habitable decontaminated areas.
These clean areas would finally merge as the occupants recovered more and
more of their resources and facilities.

At the same time people would be emerging frem the Red Band
region of the DAMAGED area. In the initial stages of pestattack recovery the
Red Band and Black Zone regions would be completely evacuated. Possible
use of the Red Band region would be for appropriation of heavy undamaged equip-
ment and for waste disposal.

In certain types of attacks, the FREE areas in some parts of any
country would be nonexistent for many miles in all directions and for several
days after attack. In regions of the country (such as part of the midwest and
eastern sections) where this could occur, the total number of action eptions
would be decreased; in such areas, selected actien options should be emphasized
in 'the planning and in the organizing of ‘the applicable countermeasures operations.

A well-coordinated assault on the early survival problems that
could result from a large nuclear attack and use of the listed action options in
the conduct of civil defense operations would be much like a huge military
campaign. The organization and conduct of a military assault such as the land-
ings in Burope and elsewhere in World War I can be compared in many ways
with the way recovery efforts must be organized and conducted. The details of
the operations would be different but their organization and legistics would have
many similarities; they would all involve the directed use ol surviving man-
power, eguipment, and supplies for doing many things simultaneously and under
stress.

The mpst significant conclusion derived from the list of action
options is that none of them is a "do-it-yourself" type. They are a large-
scale operations involving coordinated actions by large groups of people. For
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example, the rapid decontamination of a large enough area to make, the effort
efffective would reguire erews and teams of people with varions =kills as well
as several fypes of equipment. This general large-scale characteristic of the
transattack and postaitack recovery conntermeasures is given in more detail,
im the following paragraphs, by the highlight summary of some of the major
countermeasure actions fhat may be taken by onganized local groups.

T.2.5 BADEP Area Conmnfermeasnnes

The primary counfermeasure by which initial snrvival can be assured
im the RADEP area is the provision of shielding for sheltering people firom ihe
external (gamma) muclear radiations from fallout, The geperal requirements fior
shelter shielding can he derived from stndies of the fallouwt levels that could
ocour in various types of assuned attacks on the U8, Aftack levels of 5,000 to
20 000 megatons could produce enough fallout to cover a very large fraction of
ifhiis country with fallent levels eguivalent to 500 r/hr af 1 hr. A lesser hut still
tatirly lange fraction of the country could receive levels of at least 5,000 r/hr
at 1 thr; and a still lesser hut significant fraction could receive fallout levels of
50,000 r/hr at 1 hr, At the higher end of the seale of aftadk levels, surface
hursts of 5 to 20-MT yield weapons (50 percent fission) on hardened missile
sittes could result in fallont levels of 50,000 r/hr (and higher) over many of the
miidwest states, munch of which is farm Land, Fallowt levels between 5,000 and
50,000 r/br at 1 hr could he common in seome of the eastern states.

Por weapons in the yicld range of 5 to 20 megatons, the maximum
exposure dose occurs at locations where the fallowt arrival time (in the RADEP
areas) would be between 1 and 3 honrs after detoration. For a mean arrival
tiime of 2 hours, the infinity exposure dose for the 50,000 r/hr at 1 hr would he
chout 209 000 roentgens., Of this amoeunnt, aAbowt 164,000 reenfgens wonld he
delivered in two weeks, and 45,000 roentgens would be delivered after two wesgks.
At this fallont level, more tham kalf the oconpants of shelters kaving shielding
Eactors of about 350 to 400 woeuld be expected to die from exposure to gamma
radiations, A shielding factor of 2,000 would he reguired o keep madiation
exposures to about 100 roenfgens in two weeks; the exposure dose in two weeks,
tfor :a shielding factor of 1000, would be ahout 160 reoentgens. The true fhime—
sealle for these doses and shielding factors would depend on the time-period of
- wttitack; the infinity doses are indgpendent of the time-scale of the aitack.

The implication of these possihle levels of radiation expeosnre doses
that could eeconr in future attadks is that rather hich performance amnd effective
shelters would bhe meeded o assure surwival (from fallowt only) of the population
im certain parts of the country. In the RADEP areas where the fallout levels of
54000 and 500 r/hr at 1 hr occurred, the exposure doses and acceptable shelter
shicding factors wonld be less than for the 50,000 r/hr at 1 hr level by a factor
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of 10 and 100, respectively. Thus, at the 500 r/hr 2t 1 hr level, a shielding
factor of about 20 would result in an exposure dose of about 100 roentgens during a
two weeks' stay time in shelter.

The above discussion suggests that the areas within the RADEP
area in which the shielding factors of available shelters are less than a stated
value could be marked off as Black Zones {gawme as the area around ground
zero) if the level of fallout in those areas were above a stated amount. However,
after the radiation levels decreased by decay, people from the FREE area or
people who were in better shelters could recover equipment and supplies, decon-
taminate the area, and finally occupy it. The original occupants of the inadequate
shelters in these areas would die within a few weeks from overexposure to
radiation.

Rapid large-area decontamination, as the first step in the recovery
of faeilities and habitable areas in the RADEP area requires the use of manpower,
equipment, and supplies. With adequate shelter, advance {raining, and good
planning, the occupants of the RADEP area would, in many cases, be able to
recover most needed facilities without direct help from the people in the FREE
area. The initial recovery work would have to be done by organized crews and
teams, not by individuals. The initial work would involve perhaps as much as
2 to 4 percent of the people of the RADEP area but might involve as much as
30 to 50 percent of the occupants before a satisfactory perceniage of the RADEP
area could be recovered. The recovery crew members and teams that initiate
the recovery work should be in or come from the best shelters in the area, both
to minimize their exposure and to decrease the time for initiating the recovery
effort.

Dtz and methods exist for estimating the effort, effectiveness, and
the time-scale of conducting radioclogical recovery operations. In general,
organized recovery operations could be initiated as early as 3 fo 5 days after
the last defonation (which produces fallout landing on an area) in areas where
the sum of the standard (H+1 hr) intensities from a1l contributing weapons is
between 1,000 and 5,000 r/hr 2t 1 hr. Staging areas of the type suggested above
could he established in working times varying from 3 or 4 hours to several days,
depending on the types of surfaces in the area, the amount and type of available
equipment, and the trained manpower awvailable for the initial crew(s).

- With some exceptions, the rural areas would predominanily lie in
either ithe RADEP or FREE areas after a nuclear attack on the couniry. There-
fore, most farmers would have one hour or more hefore fallout began arriving.
In some areas it would therefore be possible for severzal farmers to have a
group shelter which they would all have time o go to even afirer an upwind
detonation ccenrred. Organized group recovery actions afterwards would
generally not be possible in Tural arezs. On the other hand, most farmers
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have motorized equipment that could be used to decontaminate land areas

around houses, barns, and other buildings. Because of this, the farmer, if he
has available shelter and food supplies for several weeks, could initiate recovery
actions on his own initiative much more readily than the city dweller. The key
element in the survival and recovery process in rural areas would be the
availability of a good shelter.

Many of the long-term recovery problems and ecological consequences
of a nuclear war will depend on the resolution of the radiological hazard in the
rural areas where food is produced. The picture of the general situations for
this subject area is still not clear; however, there appears to be little doubt that,
for a heavy attack on the country, land contamination and ecological effects would
have some, presently unspecified, significant role in the nation's postattack re-
COVery process.

The available technical data on radiological recovery counter-
measures, discussed in the iollowing chapters, was used as a basis for many
of the comments made in this section. Most of the comments are repeated in
one form or another in the technical discussions. This introduction of the
subject has been given within the scope of the many problems that a complete
nuclear war countermeasure system or organization should consider mainly to
set forth the role and place of the recovery countermeasures within the system.

7.2.6 DAMAGED Area Countermeasures

The major protective countermeasure in the DAMAGED area during
the attack phase is shelier. Many people in buildings and in so-called "fallout™
shelters, as previously discussed, would survive from the thermal radiation and
blast phenomena in the Grey Belt. For protection against these two phenomena
and also against the initial radiations in the Red Band, the shelters would have
to be designed to withstand blast overpressures up to about 100 psi and should
be buried to a depth of about 10 feet underground. Protection in the Black Zone
would require shelter burial depths of 20 to several hundred feet. Since warning
of attack could come in many ways just as a war could develop in many ways,
no a priori connection between a special type of warning system and blast-shelter
effectiveness can be established on technical grounds, except for the special case
of a hypothetical surprise attack.

The only initial practical major transattack and postattack counter-
measure for the Red Band and the Black Zone (if any survivors are left in the
latter) is evacuation to the Grey Belt as soon as the radiation is low enough to
permit movement. In the Red Band, the time of fallout arrival would be
between about 20 and 30 minutes for detonations in the 5 to 20 megaton yield
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range, Thus, if it is assumed that a second explosion would not occur in the
same area within that time period, survivors in shelters could go outdoors and
carry out brief rescue operations near the shelter., Evacuation of the slightly
injured and uninjured from the peripheral areas would be a possible option.
'Emergency medical treatment of the injured (rescued) people in shelter would
be an alternative countermeasure. Another, previously mentioned, is the
appropriation of undamaged parts of equipment and facilities. Debris clearance
operations may be required in the postattack period to evacuate people from
shelters. In the Red Band, fire fighting should not, in general, be attempted.

Many transattack countermeasures would be feasible for use in the
Grey Belt region. After the blast wave had passed and the observed damage
effects had indicated to local authorities or to the occupants of a shelter {or
house, etc.) that they were in the Grey Belt, the uninjured survivors could proceed
to put out incipient fires, organize fire fighting operations at priority locations
(predesignated as they would have to be for recovery in a RADEP area), conduct
rescue operations, set up first aid stations and emergency hospitals, and initiate
all other transattack countermeasures. The degree to which the many counter-
measures could be initiated and carried out in the Grey Belt would depend almost
entirely on the success the uninjured survivors had in dealing with the ignited
fires. Thus in this area, fighting the fires promptly would have a first priority
of importance over all other actions. This order of priority would hold even if
all the occupants had fire-proof shelters; that is, it would hold for all the people
in the areas not enveloped by a conflagration or firestorm which might develop
in some parts of the Grey Belt.

The duration of urgent fire fighting and rescue operations in the
Grey Belt would be about two days. After this time the survivors, with help
from the civil defense organizations in FREE areas in the upwind and crosswind
directions from the detonation(s) (if these FREE areas are available) could
organize operations to assist the surviving people who are evacuated from the
Red Band region of destruction,

Within the first two days after attack, postattack damage repair
countermeasure operations could be organized at the outer periphery of the
DAMAGED area and the Grey Belt. These operations could proceed from areas
of lightest damage and work inward towards the Red Band. In the initial repair
operations, designated priority facilities would be repaired first. The repair of
other facilities and factories would follow at a less urgent rate. In areas of the
Grey Belt where large amounts of debris were present, debris clearance
operations would precede the damage repair crews. Disposal and/or burial of
the dead--especially flash burn victims who were outside and exposed directly
to the thermal radiation in the Grey Belt and Red Band at the time of detonation--
would be undertaken early as one of the transattack cleanup operations in these
areas.



In the portion of the Grey Belt adjoining the RADEP area directly
downwind from ground zero, no transattack operations would be possible
because of high radiation intensities from the fallout. However, for people in
fireproof shelters, the previously desscribed RADEP countermeasures would
be available. If all useful facilities were destroyed by the fire, survivors
should move to a cleaned region of the adjacent RADEP area or to an adjacent
FREE area.’

7.3 The Protection Factor Concept

The basic assumption about an over-all nuclear war countermeasure
system is that its first function is to save lives during an attack. Reducing
damage to property, sustaining the suarvivor:s, and other such measures are
secondary; they can be given some oxder of importance pending the outcome
of the first function.

If thz relative effectiveness of any combination of countermeasure
functions, or actions, can be represented by a system protection factor, PF]. ,
then a general statement can be made about the basic nature and intent of a
countermeasure system. The substamtive arguments pertinent to this statement
may be derived from the relationship:s between the detonation phenomena and
the meaning of the system protecticn. factor interms of survival.

First, for each of the separate phenomena of a nuclear explosion, it may
be stated that more people would surwvive if they used countermeasures with a
protection factor of two than if they used countermeasures with a protection
factor value of one. Also, more people would survive if their protection factor
is four rather than two, and so on. Therefore, if this relationship among the
number of survivors, the protection factor, and the phenomena holds for each
of the explosion phenomena, it must apply to all the explosion phenomena in a
single detonation, as well as to the multiple detonations possible in a nuclear
war. In other words, the effective perimeters of the affected areas, with respect
to survival, decrease as the value of the protection factor of the countermeasure
system increases.

Since the countermeasure system objective is to save as many lives as
possible, the system must be designed to maximize, at any point in time, the
sum of the products of N;PF;, where N, is the number of people having
available countermeasures with a given protection factor, PF,. Hence, the
distribution of the countermeasures with a Tange of PFJ values relative to the
population distribution must be considered in the design and development of the
system. Thus the basic nature and imtent of any countermeasure system,
including its various subsystem, is toorgamize protective and countermeasure
functions in such a way as to maximi=e the sum of the products of N, PF, , at any
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point in iime; i.e , to save the maximum pumber of people possible with the
available eountermeasure swstem.

The vaiue of N, may be increased simply by including more people within
the system; this may be done hy providing more people with the means of
protection and by including mure of the people in the system organization. The
value of PF; may be increased by impruving the effectiveness of the system
components such as shelter and decontamination methods. Of course, if only a
few people have available countermeasures with high P¥, values ana many i
people have available countermeasures with low PF values, the sum of the
products of ¥ ; ’PFJ would probably not be maximized. %

In a svstem that utilizes whatever protection is available instead of being
designed and built > specification, the emphasis of system composition must
be on having, at 21 timm. <, the best protection available for all the people. This

type of system cannot =stabiish protection standards and it must consider use )

of system components with decreasing PI*‘j values until all people are included \‘\\

in the system. If this were done, then for any given nuclear attack, the resul! \\
A\

of maxiznizing the product of N, and PF, would be to maximize the number of
survivors {and perhaps the amount of non-burnan resources).

7.4 Obijectives of Radiological Countermeasures

The radiolegical hazard from fallout is characterized i.v the accumulation
of exposure desage over a period of time; therefore, the specific abjective of
any radiologicul countermeasure is to reduce to a stated level the exposure
dose from radioactive sources in fallout. In a broad sense, the objective of a
series of radiclogical countermeasures or of their systematic use, in the case
of nuclear attack, would be to preserve the society of the survivors as an
orgunized operating entity for the future.

A system of countermeasures based upon such a broad objective would
include countermeasures whose sole purpose is to save lives, countermeasures
whose purpose :s to regain the earliest possible use of contaminated (and
perhaps damaged) viilities, factories, farms and other resources necessary
for maintaining the livelihood of the human survivors, and countermeasures
for controlling the incorporation of long-lived radioelements into the human
t”d:". -
Specification of the kincz ¥ radinlogical countermeasures and their
effectiveness in meeting the re\,. “ements of both their broad and specific
objectives can be made only in tex - of the nature of the radiological hazard
itself together with prescribel lir.itations on exposure dosage.
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The rate of delivery of the exposure dose follows curves similar to those
of Figures 5.9 and 5.12. The ionization rate is shown to increase rapidly with
onset of fallout, to pass through 2 maximum before or near the time when fall-
out ceases to arrive, and then to decrease because of radioactive decay. The
cxposure doses for the curve of Figure 5.9, for 35 miles downwind from the
1-MT yield detonation, can be used to illustrate how this characteristic delivery
of dosage may occur. The accumulated exposure dose for this location is shown
in T'able 7.1 from the arrival time of fallout up to 2 years (at which time the
ganima radiation has decayed almost to background levels). The exposure
times for exposure doses of 30 and 75 roentgens and the average incremental dose
per hour are included to illustrate the characteristic change in dose delivery
with time due to decay. The very rapid dose delivery at the early times after
defonation and decreasing rate of delivery with time suggest that a passive type
of countermeasure (i.e., protective shelter) would be most applicable at early
times and that, after some time, active types of countermeasures could be
injtiated.

Because the dosage is delivered so rapidly at first and because the doses
delivered are in excess of lethal amount in areas where heavy fallout occurs,
the passive type countermeasures must be concerned with survival itself. The
period of time over which they must be used is called the shelter and attack
phase or Emergency Period! The necessity for active type countermeasures
nm.ay arise from a desire to shorten the period over which the passive type
countermeasures are used, a requirement for accomplishing a needed task or
mission by a certain time, or by the desire to keep the exposure dose to people
within a low value over an extended period.

For example, if 30r per day and 1,000r per year are taken as the (desired)
upper limits of the exposure dose, then for the situation described in Table 7.1,
the passive countermeasure must be capable of reducing the 3,600r dose in the
first day to 30r--i.e., it must reduce the exposure dose by a factor of 120. If
the same rule holds at later times then an outside (of shelter) exposure on a
2ontinuing basis would not be possible until after 24 days in shelter. With a
shelter attenuation factor of 120 and outside exposures after the 24th day, the
dose received by the 25th day would be about 90 roentgens. From the 25th day to
1 year, the dose received would be 8370 less 6800 or 1570 roentgens and the total
exposure dose would be about 1700 roentgens.

Because of such a large exposure dose over a year's time, an active
countermeasure would be required in addition to the shelter if the desired dose
limits are not to be exceeded. Such countermeasures would certainly be desired
to shorten the emergency period to less than the 24 days' stay-time in shelter.
Because many requirements for operations of one type or another would occur
in event of nuclear attack, the major requirement for active countermeasures



would undoubtedly arise from this source. The period of time during which
all types of operations are to be re-established is called the initial Recovery
Period.

All of the countermeasures during the Emergency and Recovery Periods
have as a major requirement the reduction of exposure dose due to gamma
radiations. However, after one year or so, the gamma radiation will have
decayed away leaving only the long-lived radionuclides. These may constitute
an ingestion hazard by their incorporation in the food chain.and subsequently
concentrating in body organs.

While the predominating radiological hazard would shift to an internal
one at about a year, the initiation of this hazard would begin sooner and should
involve exposure control type countermeasures as soon as the recovery period
from the gamma hazard is finished or well under way. Because countermeasures
for the internal hazard should deal with elimination of long-lived muclides from
the biosphere, the period of time over which they may be required will be
called the Biological Elimination Period. These countermeasures mmay be
required for several years after a nuclear war,

7.5 Emergency Period Countermeasures

Two major types of radiological countermeasures may be considered
applicable to the emergency period. These are shelter, or shielding, and
dispersal. Dispersal would not be expected to be as effective a radiological
countermeasure as shelter since it does not reduce the exposure dose at a
given location, It's use could reduce the exposure dose of some people by
virtue of an appropriate selection of locations where the exposure dose itself
might be low or by spreading the population over a larger area. Imntrinsically,
however, dispersal combined with shelter would provide more ovex -all pro-
tection against blast and thermal effects of a detonation.

The major characteristic of shelter or shielding that is of interest here
is its use in the attenuation of the gamma radiation, and in the relationships
among the shielding effectiveness of a shelter, the duration of the emergency
period, and the effectiveness of recovery period countermeasures. The
habitability aspects of shelter, including food, water, ventilation, and so forth,
are not considered here. Many documenis that treat these subjects are
available from local civil defense organizations and other government agencies;
References 2, 3, and 4 contain information covering these subjects .
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Table 7.1

ACCUMULATED DOSE AND EXPOSURE TIMES FOIi EXPOSURE DOSES OF 30r

AND 75r AT 35 MILES DOWNWIND FROM A 1-MT YIELD FISSION WEAPON

WHERE I(1) = 2000 R/HR AT 1 HR

Time After Exposx.lre | Ez.;posure E{x:posure Average Incremental E
Detonation | Dose in | Time for | Time for Dose in r per Hour l
Roentgens 30r 751 ;
1.9 hr 0 S -
2.4 hr 87 - 1 - 174
2.9 hr 326 - - 478
4 hr 846 3.6 min 11 min 472 ‘
6 hr 1500 6 min 17 min 327 ;
8 hr 1950 9 min 24 min 225
12 hr 2580 16 min | 36 min 158 |
lda 3570 30 min 1.3 br 82
2da 4530 1hr 3 hr 40
3 da 5050 2 hr 4.5 hr 22
4 da 5400 3 hr 6.5 hr 15
1wk 6060 7 hr 16 hr 9
2 wk 6560 14 hr 1.5 da 3
1 mo 7060 1.5 da 3.5da 1.3 ‘
3 mo 7720 4 da 12 da <1
6 mo 8120 11 da 32 da <1 ‘
lyr 8370 81 da @ <1
2 yr 8460 o0 00 <1 ‘
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7.6 Recovery Peripd Countermeasures

Recovery countermeasures are active countermeasures in the sense that
they involve positive efforts to reduce the gamma radiation after the fallout
has been deposited. These countermeasures include removing the fallout from
surfaces and putting it at waste disposal sites, burying the particles under the
s0il on which it rests to obtain a reduction in the radiation due to shielding by
the so0il, and by constructing temporary shielding with sand bags, piles of earth,
or with other dense material.

Since removal of the fallout by decontamination would usually be the most
effective of the recovery pericd countermeasures, it is discussed in detail in
the following chapters. When prompt recovery of vital facilities and areas is
important, recovery operations should start as soon as possible. In such cases
there generally are important relationships among the effectiveness of the
shelter, the effectiveness of the recovery procedures, the dose allotted to
recovery crews, the time after attack when the recovery operation can be
initiated, and the initial level of the deposited fallout.

The effectiveness of decontamination of fallout can depend very heavily on
the reactions between the chemical constituents of the fallout and the surfaces
it reaches. The nature of the fallout and its composition, as discussed in pre-
vious chapters (see Volume I}, can be used to provide the necessary estimates
of what chemical system must be considered in decontamination, what its
reactions may bhe with surfaces, and what chemical and physical means are
available for removing the fallout, or its radioactive components, from surfaces.
In addition tec the chemistry of the processes, consideration must be given the
large-scale engineering and operational aspects of removing fallout from
exposed surface.

7.7 Biological Elimination Period Countermeasures

The lack of comprehensive studies that could provide realistic estimates
of the hazard levels of the long-lived radioelements prevents treatment of the
possible or required countermeasures for this period in the same frame of
reference as for the gamma radiation hazards from fallout. Although applicable
data exist on the uptake and biological effects of internal emitters on both plants
and animals, only recently have studies been initiated on the relationships
between the likely availability of radioelements in fallout and their biological
effect. The main concern in these relationships is centered on the entry of
radioactive elements in the food chain from plants and animals to humans.
Because of the current lack of definition of both the actual hazard level that may
occur in a nuclear war and the methods for specifying countermeasure require-
ments for this hazard, no further discussion is given on bhiological elimination
countermeasures in this report.
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Chapter 8

INTERACTIONS OF SUBSTANCES IN FALLOUT WITH SURFACES
AND THEIR BEHAVIOR IN DECONTAMINATION PROCEDURES

8.1 Factors Influencing Fallout Contamination and Decontamination Behavior

8.1.1 Information Needed for the Study of Decontamination Processes

Before meaningful studies and investigations on the problem of fallout
decontamination can be conducted, and to understand, work on, and cope with fall-
out contamination problems certain basic data and information on the properties
and behavior of fallout must be accumulated. These include knowledge of the
physics and chemistry of the fallout material, its reactions with exposed surfaces,
and its behavior in decontamination procedures. Some of the kinds of informa-
tion required for quantitative investigations of decontamination processes are:

1, The composition and properties of the environmental carrier
material that transports the radioactive elements.

2, The number and kinds of radiozctive elements that contribute
to the radioactivity of the fallout material.

3. The amount and kind of nonradioactive materials from the
device or weapon.

4. The surface density of radioactive material that is deposited
on a surface creating a given gamma radiation intensity.

5. The manner of fallout deposition on a given surface.
6. The kinds and types of materials likely to be contaminated.

7. The time of decontamination relative to the time of detonation
and to the time of surface contamination.

8. Likely atmospheric conditions between the time of detonation
and/or contamination and decontamination.

9, A description of the decontamination method (its mode of action
on the fallout material, rate of reaction and application, etc.).
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3.1,2 Effeci of Environmental Carrier Materials on Decontamination

The composition and properties of the fallout carrier material will
largely control the reactions that the radioactive constituents will have with a
surface. If the radioactive elements are inside fused glass particles, as they
are for most of the larger fallout particles from near-surface detonations
collected at the Nevada Test Site, they cannot react directly with a surface.
Only the particles themselves interact with surfaces, and a decontamination
method that removes the particles also removes the radioactivity.

If the fallout from a detonation on or in deep water arrives at a sur-
face in a liquid (rain), or as wet crystalline agglomerates in which many of the
radioactive elements are present in the ionic form, the various radicactive
elements can directly react with a surface material. In this case, a decontam-
ination method must act upon each element or ion on an individual basis. Other
types of fallout could exhibit behaviors, in decontamination, that are intermediate
between those of the large particles and the small ions.

Besides determining the behavior of the radioactive constituents,
the properties of various possible carrier materials must be determined before
the fallout can be characterized as a chemical system.

In terms of mass, fallout is land surface composed essentially of the
carrier material (soil, seawater residue, etc.). For example, a one-MT yield
detonation of 100 percent fission would produce about 100 pounds of fission
products and would inject about a million tons of soil into the atmosphere. These
and other types of quantitative information on the composition of fallout can only
be obtained from analyses of the fallout produced in field test experiments of
nuclear weapons.

8.1.3 Radioactive Constituents

The number and kinds of radioactive elements that may be present
in the fallout from fission weapons are generally well-known. While the radio-
active nuclide composition of the fallout varies with time after detonation, the
composition of the radionuclides present at a given time determines the
characteristics of the gamma and X-radiations that are emitted. Differences in
the radioactive nuclide composition of fallout will result in differences in the
energy distribution of the gamma and X-radiations as well as in the gross decay
rate of the mixture(s) of radionuclides.

The radioactive composition data used in much of the experimental
work presented in this chapter was based on W.J. Heiman's ! original calculations

of the contributions of various elements to the gamma radiation rate at various
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times from 1 hour to 3 years after detonation of a {ission weapon. According to
Heiman's ealculations, 85 percent or more of the total gamma radiation, at any
time in the stated time interval after detonation, consists of radiations from only
12 elements,namely, Cs, Sr. Y, la, Ce, Pr, Zr. Nb, Te, Ru. I, and Np. Later
caleulations® *® have confirmed the relative importance of these elements.
Quantitative data that describe the behavior of these elements in various fallout
materials are needed for making guantitative evalvations of decontamination
processes.

8.1.4 Materials Contributed by the Warhead, Bomb, or Target

The amounts and kinds of nonradioactive materials in a bomb or in
the warhead of a missile, and the radioactive composition and environmental
materials, together determine the gross composition of the fallout produced in a
detonation. The deposition of the fallout on a surface results in a contaminated
system; that is, a surface on which fallout has been deposited is termed a con-
taminated surface.

8.1.5 Influence of Deposition on Decontamination

‘The manner in which faflowut is deposited on a surface can influence
its contamination potential. Some of the deposition parameters are: (1) surface
orientation, (2) surface type, (3) type of faliout. and {4) weather conditions.
Data and information on the mechanics of faillout deposition are needed in
evaluations of the radiological hazard for different types of target complexes
and in the planning and scheduling of large-seale decontamination operations.
They are also needed in designing decontamination-method testing experiments.
The data car be obtained through field tests of nuclear weapons or through
laboratory experiments using synthetic faliowt materials.

8.1.6 Effect of Surface Materials on Decontamination

The kinds of surface materials most likely to be contaminated by
fallout in a nuclear war can be determined from surveys of the target areas and
facilities which. if contaminated. would be reclaimed. Much of the experimental
data that are presented in this chapter were obtained from test surfaces of Navy
gray paint: the prominence of available data for this surface reflects the emphasis,
in decontamination research, on the problems of contamination of ships by fall-
out from nuclear detonations in a seawater environment. For investigating
contamination by land or harber detonations. studies of the decontamination of
concrete, surface asphalt. surface roofing materials, and unpaved surfaces would
be more appropriate,
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8.1.7 Effect of Time on Decontsmination

Time is a parameter in decontamination because of both radioactive
decay and the effect of time itself on the effectiveness of some decontamination
procedures. Fractionation of the radicelements in the decontamination process
itself, for certain types of fallout and decontamination methods, depends on the
age of the fallout. In addition, aging of the fallout material can cause changes in
the nature of the bondings to a surface. Oxidation, dehydration, evaporation,
crystallization, corrosion, ete., are a few of the possible processes that could
influence the effectiveness of decontamination procedures over a period of time,
depending on the rate at which the process took place.

8.1.8 Effect of Atmospheric Conditions

For some types of fallout the atmospheric conditions that prevail
betweea the time of detonation and/or contamination and the time of decontam-
ination can determine the nature of the interactions of the fallout with the surface
on which it is deposited. Humidity, rain, temperature, and wind are influential
parameters (see Chapter 2). The rate of drying of a liguid type of fallout, for
example, has been found to change its contamination potential.

8.1.9 Effect of the Decontamination Method

In experimental tests of decontamination methods, the obiective often
is to evaluate the effectiveness of the method as a single procedure. A method,
if complicated, could have many adjustable parameters. For example, each of
the dry methods, such as sweeping, vacuuming, brushing, and sand blasting, has
a set of operating conditions that results in a given decontamination effectiveness
with respect to a set of working time, equipment, and manpower requirements,
Also, each of the wet methods, such as firehosing, jet spraying, and scrubbing,
has its adjustable operational parameters; these include the advantage, if any.
of using soaps, detergents, or other chemical additives.

Certain decontamination methods can be used to investigate the sur-
face reactions of the fallout constituents. The water immersion stirrer method,
in which a surface is flooded with slow-moving water, for example, minimizes
physical forces in the removal process so that abserption and other chemical
reactions can be measured. For much of the data in the following pages, the
details of the procedures used in the decontamination methods are not given but
are available in the cited reports.
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8.2 Fallout from Detonations on Land

8.2.1 General Concepts

The essential characieristics of fallout from land surface detonations
that are important considerations in decontamination are: (1) the fallout consists
of solid particles; (2) the radioactive elements are fused into, or condensed on,
the surfaces of these particles; and (3) removal of the particles assures re-
moval of the radioactive elements they carry.

Except for very high melting soils, a large fraction of the radio-
active elements in the fallout, where the radiation levels are high enough to re-
quire decontamination, will be fused into the fairly large melted spheroidal
{glassy-bead) soil particles. Most of the larger irregular particles, carrying
the more volatile radioelements on their surfaces, will have lower specific
activities than the fused glassy-bead type.

Although it is possible that decontamination methods may leach out
some of the radioelements condensed on the surfaces of the particles, this has
never been observed to be a problem when the decontamination operation pro-
ceeds with movement of the mass of particles and water to a suitable drainage
system. The general effectiveness of such methods could be reduced if the
particles were merely wetted in place and allewed to dry; in this case the
elements adsorbed on the particle surfaces might be dissolved, transferred to
surfaces on which the particles rest, and become chemisorbed onto those sur-
faces. This possibility is not considered further in discussions of the decon-
tamination behavior of land fallout. The main emphasis in the treatment of land
fallout is on the decontamination of the larger particles by use of procedures
that can be applied at fairly high operational rates.

Beczuse the decontamination of fallout from land surface detonations
can be described in terms of particle-removal and particle-transport mechanics,
the requirements for data on the chemistry of both the interactions of the fallout
with surfaces during deposition and the interactiorns during application of the
cleaning procedures are not very large.

8.2.2 Interactions of Particles with Surfaces

No important short-range forces or interactions between the larger
fallout particles and exposed surfaces occur during or after the deposition of the
fallowt. For particles with diameters greater than about a micron, the only force
of importance in their removal is that of gravity. As they fall and accumulate
on areas, under the influence of localized airflow patterns, the particles tend to
fall into cracks or crevices and into the local minute depressions of all surfaces.
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For the higher levels of fallout deposition, the surface density of particles may
be sufficient to cover a surface with more than one layer of particles.

To describe the gross features of the contamination process that
influence the effectiveness of a decontamination method, a reasonably smooth
surface (such as smooth concrete pavement) is assumed. Since work must be
applied to remove the fallout particles from a surface, the mass surface-density
of the particles is the most important single interaction parameter that requires
definiiion, Because work in decontamination is applied to a surface as a whole,
but may be effective in overcoming gravity forces on the particles covering
only portions of the area of a surface, a relationship between the fraction of the
area covered and the mass surface-density of the particles is needed to describe
how the removal effectiveness (for a given amount of work) depends on the mass
surface-density.

If the probability of a particle 's arriving and landing in a clean part
of the area, as the fallout deposition on a given area progresses, is proportional
to the fraction of clean area available, then the increase in the fraction of the
area covered by particles at any time is proportional to the amount of clean area
available. This can be written as

af
dy

= kf(l -f) (8.1)

in which f is the fraction of the area covered by particles, y is the average mass
surface-density of the particles, and k; is a constant for a given particle size
group, surface roughness, and particle density. Integration of Eq. 8.1 from

f =y = 0 to their final values gives

f=1-e*o (8.2)

The form of Eq. 8.2 specifies the manner in which the fraction of the
area is covered with particles as the mass surface-density increases. The value
of k; should be a measure of the available holes and minor roughness features
of the surface with respect to the size of the particles.

8.2.3 Decontamination Equations for a Single Size-Group of Particles

If the assumed smooth surface is covered with several layers of
particles of a rather narrow size distribution, and the particles are removed by
a method that picks up or accelerates all particles that are not touching the sur-
face, as well as all particles larger than a given size that actually rest on the
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surface, then a given number will be left on the surface (depending on the number-
size distribution of the particles). In practice, this condition might be achieved
by passing a grader bar over the surface, by sweeping the surface many times,

or even by flowing a film of water over the surface many times. The amount of
particles remaining on the surface, after sweeping with a broom many times,
might be controlied by the number and size of the minor depressions from which
the smaller particles are not removed.

In laboratory experiments the minimum number of particles not re-
moved from a surface might be attained by flowing water over the contaminated
surface for some time, or by suspending a sample surface vertically in water so
that gravity and surface tension forces can act to remove all the larger particles.
In each of these cases, the minimum number of particles remaining on the sur-
face, starting with a saturated surface (one or more layers of particles) and
expending an excess of effort or of decontamination solutions, should be a number
characteristic of the surface and the method. This number, in terms of the mass
of the particles per unit area, is designated RM.

Ideally; the number should also depend on the number-size distribu-
tion of the particles; however, in practice most methods will smear out the
particles so that the smaller particles not originally in contact with the surface
can fall into crevices vacated by larger particles. Therefore it is more realistic
to consider the value of Ry as being dependent on the mean particle size of the
distribution rather than on the actual form of the particle~size-number-distribu-
tion. For surfaces with fractional coverages less than unify, the first estimate
of the mass of particles remaining is RMfl' or

Rn,= Ry, (1 - e ™) (mass/unit area) (8.3)

Some smearing of the distributions on fractional surface coverages also will
occur upon application of a decontamination method. But where k, is determined
from decontamination data, it will contain the effects of the smearing and there-
fore k,, determined this way, will depend on the decontamination method as well
as on the surface type and density of the particies.

The general predictive result of Eq. 8.3 is that the mass remaining
increases with the deposit level y until exp(-k,y) becomes small with respect to
unity and thereafter remains constant and equal to Ryr- In Chapter 9, the final
level, R, is called the infinite effort remaining mass level and should be the
minimum mass level remaining that can be obtained by application of a
decontamination procedure many times or with a very large expenditure of effort.
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The values R., can be converted to radiation rates remaining as
of H+1 by use of the mass contour ratio; thus

R, (1):[RM/M,(1)] [l—exP(-k,M,(l)l(l))] r/hr at 1 hr (8.4

t is often convenient to make all computations in terms of r/hr at
H+1 and to convert the results to fractions remaining for use at other times
after detonation. This procedure, however, can result in error when the decay
curve is not the same for the remaining particles as it is for the initial deposit.
In such cases, a new decay curve is required to estimate the dose rate from the
remaining particles.

For a smooth plane and hexagonal close-lpacking of spheres of density
2.5 gm/cm®, a single layer of particles of a given size would have the mass
surface-density

m, (max) = 140 d(¢) mg/sq ft (8.5)

where d(u) is the particle diameter in microns. Thus a layer of 100y particles
would have a surface density of 14 gm/sq ft. Equation 8.5 can be used to estimate
the mass loading for surface saturation or, for a heavily loaded surface, to
estimate the equivalent diameter of the remaining particles.

Data *: % for the decontamination of soils deposited as a slurry on
Navy gray paint surfaces and then dried before decontamination are shown in
Table 8.1. The surfaces were decontaminated by immersion in stirred water
until they were thoroughly wetted and then drained by dipping, with the surface
in a vertical orientation, in clean water. The particles masses were measured
by weighing the plates before and after decontamination. The results are ex-
pressed in terms of the fraction of mass remaining, Fn,, which is equal to Ry, /y.

In another decontamination experiment,q’6 Nevada Test Site dirt and
clay soils were tagged with about 1 mc of Ce-144 by making a slurry of 100 grams
of each soil in 500 millileters of water containing the tracer. The slurries were
slowly evaporated down to dryness, oven-dried overnight, and fired at 900° C for
one hour. Small portions of the fired material were washed with water. A count
assay of the wash water showed that less than 0.1 percent of the Ce-144 was
removed from the soil. Weighed sample-plates, one-inch square, coated with
Navy gray paint, were contaminated with the soil by allowing it to fall through
coarse screens.
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After contamination, the plates were reweighed and counted with a
gamma scintillation counter. The specific count rate thus obtained was used to
convert all the counting data to mass data. Half of the samples contaminated
with the tagged soils were placed in a high-humidity chamber for 12 hours and
then oven-dried at 30°C for one hour. This set of samples was -designated
"prewet” soils.

A water-spray method and a water immersion stirrer method were
used to decontaminate the test surfaces. In the spray (or hosing) method, the
samples were exposed in a closed chamber to a spray of water applied through
a fine nozzle at 50 psig for 30 seconds. In the stirring method, the samples
were immersed in 250 millileters of water and gently stirred for 5 minutes;
afterward they were rinsed in a vertical position in clean water to drain the
loosened particles from the plate.

Table 8.1

DECONT AMINATION OF SOILS FROM NAVY GRAY PAINT SAMPLES
BY THE IMMERSION STIRRER METHOD

San Francisco Harbor Bottom Soil Clay Particles
y F, F y Fr F,
(observed) (calculated) (observed) (calculated)
(mg/sq ft) (percent) (percent) (mg/sq ft) (percent) (percent)
1,680 13.0+4.0 12.9 1,860 25+10 25.4
3,410 8.8+1.7 8.8 3,560 12410 21.0
7,140 5.4+1.0 4.8 6,880 1545 15.0
13,800 2.2+0.5 2.5 13,800 9.8+1 8.6
32,500 1.1+0.2 1.1 33,800 3.1+0,5 3.6
Ry = 350 mg/sq ft Ry = 1200 mg/sq ft
k; =5.76x10"* sq ft/mg ©k; =2.7T1x1077 sq ft/mg
d(u) = 2.5 d(u) = 8.6

The amount of soil remaining after decontamination was determined
from the observed count rate and the specific count rate of the soil. Some error
in the data results from this conversion because the tagging procedure would not
result in a constant specific activity for all particle sizes; generally, the specific
activity is larger for the smaller particles. Thus using the average value of the
specific count-rate of the soil in computing the mass of the remaining particle
should tend to give an over-estimate of the mass of smaller particles not removed
during the process. 385




The data from the experiment are shown in Table 8.2, The masses
remaining for the spray method (also the prewet clay soil for the stirrer) are
not well represented by Eq. 8.3 but are quite well represented by an empirical
equation of the form ay”. Although the particle sizes of the soils are not re-
ported, the clay soil used in this experiment was from a finer mix than that used
in obtaining the data of Table 8.1, Since the clay in that experiment was actually
slurried with water and then dried, the observed data suggest that Eq. 8.3
represents the decontamination results hest for larger particles.

The form of the empirical equation representing the data for the
high pressure water spray can be derived if it is assumed that: (1) the increase
in the mass of the remaining small particles per unit increase in the mass sur-
face loading is proportional to the fraction of these small particles present in
the total mass deposited per unit area; and (2) the fraction of the small particles
present is proportional to R /y. The combination of these two assumptions may
be written as

d‘Rm an (8.6)

dy y

The relation integrates to give

R, = ay", R, =0 to Ryy, or yS(Rys/a)/™ (8.7)

where a and n are constants whose values depend on the method, type of
particles, the treatment or condition of the contaminated system, and, undoubtedly,
on the type of surface. In each case, the concept of surface saturation is re-
tained so that at sufficiently high mass loadings, the amount of particles not re-
moved becomes constant. All the data show that R increases with y, at least

at the lower values of y.

The data show that the physical forces in the impact of the high
pressure spray to be an important factor in the removal of the particles. The
improvement in decontamination due to the impact of the water over the
decontamination by simple water washing, in the data of Table 8.2, was about a
factor of 10 for the dry Nevada soils, about a factor of 4 {for the prewet Nevada
soil, about a factor of 15 for the dry clay soil, and about a factor of 4 for the
prewet clay soil, considering the higher levels where Ry applies.

The prewetting of the soil tended to reduce the difference between
the removal effectiveness of the two methods and most of the reduction in the
difference in the effectiveness was due to the decrease in effectiveness of the
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Table 8.2

DECONTAMINATION OF TAGGED SOIL PARTICLES FROM NAVY GRAY PAINT SURFACES *

Dry Nevada Soil

Prewet Nevada Soil

Dry Clay Soil

Prewet Clay Soil

v R, R, v R, R, v R, R, v R R,
(obs) (cale) (obs) (calc) (obs) (calc) (obs) (calc)
1. Immersion Stirrer
71.6 7.95 4.5 104. 14.1 12.1 24.8 2.88 0.46 51.0 | 34.0 37.0
757. 57.8 44.8 142. 20.3 16.4 105. 3.31 2.04 59.6 | 40.0 38.6
931. 62.5 54.1 642, 63.5 65.2 131. 8.06 2.55 982, 83.5 82.0
2,000. 83.2 101. 990. 95.7 93.2 148. 6.91 2.86 983. 104. 84.2
2,320. 113. 113, 2,710. 92.2 181. 3,100. 48.0 46.1 3,890. 108. 124,
17,190. 308. 243. 16,700. 255. (252) 5,980. 68.1 70.0 4,060. 115, 125.
17,400. 184, 244. 181,000. 222. (252) 21,600. 107. 100. 11,900. 160. 168.
206,000. | 245. (246)** | 216,000. 281. (252) 161,000. 255. (102)  [130,000. |318. 327.
Ry =246 mg/sq ft Ry = 252 mg/sq ft R, = 102 mg/sq ft Rn=12.4 y927 mg/sq ft

k, =2.66x107* sq ft/mg

ky =4.87x10"* sq ft/mg

M

k; =1.94xi071 5q ft/mg

Ry~375 mg/sq ft

2. Spray Chamber

34.8 0.348 0.32 98.2 3.46 3.99 119. 0.75 0.66 64.5 16.7 8.13

900. 2.59 1.65 178. 5.18 5.38 268. 0.75 0.88 74.3 8.92 8.56
2,850. 2.59 2.93 690. 12.7 10.6 3,860. 2.16 2.21 443. 15.7 15.9
3,110, 3.17 3.06 724. 12.1 11.1 4,640. 2.46 2.36 536. 19.0 17.0
12,800. 5.18 6.19 3,040. 22.0 22.2 23,600. 4.03 4.16 1,670 16.7 25.2
17,600. 3.60 7.27 12,800. 48.4 45.6 29,700. 4.75 4.50 2,260 24.2 28.0
204,000, 23.8 24.8 18,300. 45.8 54.5 177,000. 6.55 (6.6) - - -
213,000. 25.2 (25) 178,000. 37.9 (60) 187,000, 6.55 (6.6) - - -—

R_ =0.0548 yo'somg/sq ft R, =0.403 y°® mg/sq ft R, =0.125 yo3¢ mg/sqft R_ =1.91 y>34® mg/sqft

R, ~25 mg/sq ft

Ry\g~60 mg/sq ft

Rpr~6.6 mg/sq ft

Rp~100 mg/sq ft

*  All values are in mg/sq ft
** Values in parentheses are Ry,

Note: (obs) =
(cale) =

observed
calculated.
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high pressure spray chamber. This is especially shown by the increase in the
value of the constant, a, from 0 05 to 0.4 on prewetting the Nevada soil, and from
0.1to 1.9 on prewetting the clay soil.

It seems apparent that the prewetting resulted in movement of the
small particles to the surface and the particles, in combination with chemicals
in the soil that could form hydrated crystals of one type or another; then became
more strongly bonded to the surface. Such a process could cause an increase in
the number and perhaps the size of the particles not removable from the surface
as well as an increase in the strength of the bond itself.

The data also indicate that the prewetting had less effect on the
decontamination of the larger particles; but since the size range of the particles
was not reported and no other experimental data have been obtained on the
dependence of R, on particle size for these methods, the trend of these effects
as a function of particle size cannot be determined. These data also show that,
for the smaller particles, wetting of contaminated surfaces prior to decontamina-
tion may result in particle-surface interactions other than only that due to
gravity forces.

The initial soil mass loadings may be associated with the mass
loadings expected in the depositions of fallout by means of M, (1), Thus, from
Table 6.8 giving the M, (1) values for a 1-MT surface land detonation, the
calculated fallout mass loadings vary from values in excess of 300,000 mg/sq ft
for 9800 r/hr at 1 hour about 4 miles from ground zero to about 1.3 mg/sq ft for
1 r/hr at 1 hour about 250 miles downwind, The data of Table 8.2 covers most
of this range and, except for the lack of particle size data, would be applicable
in estimating the maximum reduction in the air ionization rate that could be
attained at all locations if contaminated smooth surfaces were decontaminated
by application of either . 2se two methods.

8.3 Fallout from Detonations on Seawater

8.3.1 The Nature of Seawater Fallout

Most of the discussion in the previous chapters is concerned with
fallout from land detonations. In this section, the nature of seawater fallout and
its formation are discussed in some detail so that its contamination and
decontamination properties can be described.

Seawater fallout consists of seawater and its salts, the radioactive
fission product elements and induced activities, the components from the
structural materials of the warhead or bomb, and, possibly, the structural
materials of a target ship or submarine.
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" The simplest chemical system produced in a detonation on seawater
occurs when ne target is involved and when the weapon yield is large compared
with the mass of the warhead. In this case, the elements from the warhead in
the fallout may be as dilute as they are in the original seawater. The constituents
of interest in the fallout, then, consist of only two components--the seawater and
the radicactive elements. When this mixture is vaporized in the fireball, most
of the fallout particles form by direct vapor condensation.

The first materials to condense are some of the less volatile fission
product oxides, hydroxides, and/or chlorides along with vaporized sodium
chloride from the seawater. As socn as the temperature decreases to about
100°C, the water vapor condenses on the small vapor-condensed sodium chloride
particles that contain, by this temperature, most of the fission product elements.
As the water condenses it may dissolve the sodium chloride and the fission
products as ions. Some of these ions hydrate to form colloidal particles. The
small drops coalesce to form larger drops or coalesce with inactive water drops
entering the cloud at later times. At high altitudes, the drops freeze and do not
remelt until they fall back to warmer altitudes.

The described process is similar to that for the land surface detona-
tion except that (1) most of the condensation of the fission products is into or
on vapor-condensed sodium chloride which is a water soluble substance; (2)
these sodium chloride particles are expected to be very small; (3) the bulk
substance, namely the water,; cannot condense until most all of the fission prod-
ucts have condensed and, because of the low temperature for the water condensa-
tion, the time of formation for a given drop is relatively long; and (4) many of
the fission products reach the earth in a liquid phase or in a soluble crystal
phase.

When materials of the warhead or target are included in the fallout
in large amounts, the presence of substances such as aluminum and iron com-
plicates the condensation process. When present in large enough quantity, these
substances form liguid vapor-condensed particles of their oxides (or hydroxides)
which could serve as condensation sites for the gaseous species of the more
refractory fission products. These materiais solidify at higher temperatures
than those at which the sodium chloride can exist as a liquid. The small particles
and their agglomerates formed from the vapor condensation of the warhead or
target materials can also serve as condensation sites for the sodium chloride,
other less refractory fission products, and the water.

As the concentration or vapor pressure of the structural elements is
decreased (by a decrease in the warhead-mass to yield ratio, for example), the
onset of their initial condensation occurs at lower and lower temperatures and
at longer times after detonation. At temperatures where the hydroxides become
stable, they form, instead of the more vitreous oxides, At abcut the initial vapor
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concentrations of the bomb materials where the vitreous oxide particles are
not formed, the fallout chemical system begins changing to the simpler one
described above.

Any technical treatment for discussion of the simpler chemical
system must still include the interaction between the fission products and
hydrous oxides. When the small fused oxide particles are formed, the fission
product elements dissolved in the oxide matrix are neither ionic nor readily
soluble. These small particles found in the fallout from some of the barge shots
at the Eniwetok Proving Ground, as described by Adams, Farlow, and Schell”,
were not dissolved in water , and the radioelements inside them did not leach
out in water.

Neither theoretical treatment nor data analysis are presently avail-
able for estimating which elements, and what fraction of each are, or could be,
entrained in small fused magnatite or alumina particles. Therefore the descrip-
tion of the interactions of the various fission product elements, in the following
sections, is limited to consideration of the presence of the warhead or bomb
structural materials in such amounts that the hydroxides or the oxide-hydrates
are the final vapor-condensed compounds formed.

Without a more complete treatment of the condensation (i.e. fallout
formaticn) process, detonation conditions, such as the ratio of bomb mass to
yield, cannot be defined for specifying the range or limit of initial vapor con-
centrations at which the hydroxides could exist. On the other hand an exact
definition is likely not to be required as far as the effectiveness of many decon-
tamination methods is concerned. Both the small particles and the insoluble
hydroxides are difficult to remove; if anything, the hydrated oxides would pro-
bably be more difficult to remove by most methods, including high pressure
spraying, than the small vitreous oxide particles.

The significant characteristics of seawater fallout with respect to
its contamination of surfaces and its decontamination from surfaces are: (1) the
carrier matrix is either a salt solution or a hygroscopic salt that is water
soluble; (2) many of the radioelements in such a matrix are in ionic form; and
(3) because the radioelements are ionic, or of colloidal size, they can move
about in the matrix and can interact, on an individual basis, with the surfaces
on which the salt particles or liquid drops land. Therefore, in describing the
behavior and properties of the seawater fallout, consideration must be given to
the interactions of each of the fission product elements incontamination and
decontamination processes. The original treatment of the reactions expected
from a seawater fallout and its decontamination, reported in Reference 4, was
based on work by Miller, Cole, and Heiman 8. The significant aspects of that
treatment, with a few changes, are repeated in the following paragraphs..
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8.3.2. Interactions_of A Simple Ionic-Type Scawater Fallout

The simple ionic type fallout has extremely low concentrations of
the warhead or bombh materials; it consists essentially of only seawater and
fission products. In liquid drops of this mixture, cach [ission product is very
dilute; hence, no interactions of importance occur within the drop once it is
formed. In the following discussion, the radioclements are assumed to be
present in their stable states in the seawater solution (pi7) either as ions or as
colloidal particles. The [irst case considered, in describing the interactions of
the ionic-type seawater fallout, is for 2 single drop of the fallout (as a water
solution) landing on an impervious surface.

Let V, be the original volume of the drop, A, the area it covers on
the surface, and i the number of moles of a given element contained in the drop.
When the drop lands on a nonporous surface, the ions, or celloidal particles,
of each element present in the solution immediately begin to be adsorbed by
the surface. Under equilibrium conditions, the amount ultimately adsorbed
depends on (1) the charge of the ions (or colloid), (2) their size, (3) their
concentration, and (4) the nature of the surface. For environmental conditions
in which the water evaporates, the salt concentration gradually increases and,
if sufficient salt is present, visible amounts of salt crystals precipitate out as
soon as both the surface and the liquid become saturated. When this stage of
evaporation is reached, {urther adsorption by the suriace ceases or becomes
very slow, and, as the last few molecules of [ree water vaporize, the remaining
unadsorbed ions or colloidal particles deposit in the salt crystals that cover the
surface.

TFor this process, let

i, = the number of moles of the radioactive element adsorbed
by the surface at any time after contamination

1}

the number of moles of the radioactive element in liquid
phase (up to the time of crystallization).

For equilibrium adsorption up to and at the time of surface satura-
tion, let

i, = a, C" (8.8)

in which a, and n are constants and C is the concentration of the element in the
drop. Eq. 8.8 is an adaptation of the Freundlich adsorption isotherm.



When an ionic solution comes in contact with the surface, the initial
adsorption rate of the ions by the surface is quite rapid; however, as soon as
the liquid layers just above the surface become depleted in ions, the rate slows
down to one that is controlled by the rate of diffusion of the ions (or colloids).
In the evaporating drop, the concentration increases around the periphery of
the drop; in most cases, the resulting concentration gradient produces a forced
diffusion. This process occurs until the solution becomes saturated with salt.

If the rate of evaporation is very rapid, many of the ions are not
able to reach the surface, and a large fraction of them are trapped in the crystal
layer above the surface. In such a case, the ion concentration increases very
rapidly at the vapor-liquid interface--with the interface moving at about the
same speed as the diffusing ions--so that saturation and crystallization occur
at this interface instead of adsorption at the surface-liguid interface. A warm
surface, therefore, adsorbs less of an element from the solution than a cool
surface. Thus temperature during the adsorption period is an important factor
in determining how much of each element can be removed from the surface in
a decontamination procedure that is applied at a later time.

Forced diffusion is likely to be in progress at the time when evap-
oration to dryness occurs. Therefore it was assumed that forced diffusion
occurs over the whole evaporation period; under this assumption, the over -all
concentration change in the drop may be written as

dC/dt = 0 (8.9)

in which C = i,/V is the concentration of the radioactive element in the liquid
and V is the volume of the drop at time, t. According to Eq.8.9, the ionic or
colloidal material is being adsorbed by the surface at the same rate that evap-
oration decreases the volume of the drop. In other words,it gives the maximum
rate for equilibrium adsorption. At constant temperature, the rate of evaporation
of a drop larger than about 100 p in diameter is essentially constant up to the
time of saturation; the volume is then given by

Vo= Vy(l-gt), 0 <t <ty (8.10}

in which V, is the initial liquid volume of the drop, t; is the final drying time,
and g =1/t; Combining Eqs. 8.9 and 8.10, and substituting i, for CV, gives

-dig /12 = —_ (8.11)
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Integrating, under the condition that i, =i att =0, gives

i, =1 (1-gt) (8.12)

At the time of saturation, t, less than t,; the quantity (1-gt;) is a
positive constant, say k,; at this time the volume of the drop is V,k, so that
the concentration, C, by aid of Eq. 8.121s i/V,. It may be noted that, with almost
any adsorption process other than that described by Eq, 8.9 but subject to the
above limits of integration, evaluation of the integral adsorption at t; <t,, would
give the result that i_ is proportional to i at t,. Then, since the total salt in the
seawater deposit (ca 0.5 molar) is constant for all values of i for all fission
product elements, it follows that t, is constant for each fission product and in-
dependent of i. Hence, Eq. 8.8 can be written as

i, = (&, / VML (8.13)

If the element is chemisorbed by the surface so that little or no
desorption occurs during decontamination, or if the desorption rate is very
slow, only that fraction of the radioactive element that is in the crystal layer
on the surface is removed by a simple water wash.

The amount of the element remaining after decontamination, r, for
no desorption, is equal to the amount adsorbed by the surface, i, and is given

by
r = ai” (8.14)

in which a = a;/V ™. Then the [raction remaining, or the decontamination ratio,
for the drop (F = r/i), is

F =ai"™! (8.15)

The data for verification of £q.8.15 are shown in Figure 8.1 as
taken from Reference 4. The cited data were obtained from experiments in
which very large drops (300 p1) of solution, rather than small drops, were used.
Adsorption curves as a function of time® showed that, for most of the clements,
the amount adsorbed rose vapidly to a modest percentage as soon as the drops
were deposited, and then it increased gradually as evaporation progressed.
However, when the salt concentration apprdached‘ saturation, the, amount ad-
sorbed rose very rapidly until salt crystals began forming; at that time the
adsorption appeared to stop. These data were used as the basis of selecting
t, as the time for cvaluation of the diffusion equation.



The important conclusion from the mathematical, or theoretical,
treatment and data is that, as {ar as water washing is concerned, the adsorption
process is irreversible and the amount of an element that is readily removable
is limited to the fraction found in the surface layer of the water soluble salt
crystals. Also, the fraction of the element found in the crystal layer increases

. if the evaporation of the water is rapid enough to override the diffusion process.
Thus, a larger fraction of an element would he easily removable if the drop
landed on a warm surface under low humidity conditions than if it landed on a
cool surface under high humidity conditions.

In case the drop evaporaies to complete dryness during its fall
through the atmosphere and lands as a dry salt crystal or as a crystal agglom-
erate, the amount of the element not removed hy decontamination with water
would he a very small fraction immediately adsorbed as the crystals dissolve
in the wash water and the small amounts left behind due to incomplete rinsing
of the surface. On the other hand, if the dried salt crystals remained on the
surface for several weeks, the hygroscopic seawater salts would adsorb water
from the atmosphere at night or when cool and become wetted. Within several
days time the ions and colloids in the wetted salt would move to the surface
through the water film around the crystals. The end result then would, not be
much different from the case of the evaporation of the original water drop; that
is, the ions and colloidal particles would he adsorbed by the surface from a
saturated salt solution.

8.3.3 Interactions of a Seawater Fallout Containing Both Ionic and
Hydrous-Solid Components

As previously discussed, fallout of this type may result from de-
tonations in deep seawater in which the ratio of the warhead or bomb mass to
yield is such that, in the fallout formation process, the hydroxides of elements
like Al and Fe are the stable forms of their condensed states when condensation
occurs. These hydroxides might also be present if a target ship is involved in
the detonation. The presence of the hydroxides in sufficient concentration
introduces a "solid ' phase (i.e., an insoluble precipitate) in the condensed
fallout drop.

The hydroxides, or hydrated oxides, of elements such as Al and
Fe are good scavenging agentsfor many of the fission product elements; in
other words, these radioelements have chemical interactions with the hydrous
solids. The interactions of various fission product elements with the hydrated
solids and the distribution of each element hetween the liquid phase and solid
phase of a liquid drop of fallout are considered here in terms of simple
thermodynamic equilibria.
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Figure 8.1

VARIATION OF THE FRACTION REMAINING WITH INITIAL LEVEL OF CONTAMINATION
OF 11 FISSION-PRODUCT ELEMENTS. THE SURFACE WAS CLEAN NAVY GRAY PAINT.
THE DECONTAMINATION METHOD WAS IMMERSION STIRRING IN WATER.
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Assuming that equilibrium conditions are attained in a drop of fall-
out before it lands on a surface, the concentration of an element in each phase
may be estimated by equating the free energy of the element in each phase.
For this equilibrium process, let

V, = the initial volume of the drop

i = the number of moles of radioacti‘ve element
in the drop

i; = the number of moles of the element in the
liquid phase

i, = the number of moles of the element in hydrous
solid phase

bi = the mass of the solids present in the drop and

b is the ratio of the mass of the solid material
to the number of moles of the radioactive
element in the drop

S = the mass of the dissolved solids in the liquid
phase of the drop

d = the density of the solid material
In Section 8.5, a relationship between the parameter b and the
actual mass of the warhead is given. The solubility of the hydrated oxides con-

sidered (Al and Fe) is low; therefore S is taken to be zero in the following
discussion. The volume of the solid phase in the drop is

Vg = bi/d (8.16)
and the volume of the liquid phase is
V, = (dV, - bi)/d (8.17)

With these volumes, the free energy relationship for the concentrations of an
element in the two phases is
° — i,d o 4 o
Gy + RTdn————— = Gg + RTUn
{aAV, - bi) bi

i.d
el (8.18)
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in which G2 and GJ are constants for the reference free energy states of an
element in the liquid and solid phases. respectively: R is the molar Boltzman
constant; and T is the temperature in "K.

For a given element. the molar concentrations are proportional to
the mass concentration. At the dilutions of the radioactive elements in the sea-
water solution of the drop, the activity coefficients are unity; hence, the con-
centration is equal to the thermodynamic activily of the ion in both phases. At
constant temperature, the equilibrium constant, K, . for the reaction is given hy

iy bi
K, ——m—— (8.19)
(dV, -~ bi)i, h

The material balance constraint for the number of moles of an element in the
drop is

io- i, g (8.20)

Substitution of Eq. 8.20 in Eq. 8.19 gives

i
i, = (8.21)
bi
] 4 — ot
K, (dV, - bi)
and
o= i (8.22)

8 7 1 +K,(dV, - bi)/bi

Equations 8.21 and 8.22 give the equilibrium distribution of a
radioactive element in the liquid and solid phases. respectively. If Eq. 8.18
holds throughout the process of evaporation of all the water in the drop. from
the time of formation of the original drop up to the time of crystallization of the
soluble salts. then i,, at the time of saturation. is the amount of the element in
the water soluble salt crystals.

After the drop lands on a horizontal surface while it is still in the
liquid form. the solids in the drop settle rapidly to the surface in the central
portion of the surface covered by the drop. The ionic and colloidal elements in
the drop are adsorbed on the surface covered by the drop as long as water is
present. In the following discussion, it is assumed that the whole area covered
by the drop is available for the adsorption process.
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If Egs. 8.8 to 8.11 are again used to compute i, , and if Eq. 8.21 is
used for the estimate of i, at t= 0 (V, is the volume of the drop when it lands),
then, at time of saturation, the amount of the element in the soluble crystalline
deposit is given hy

i(l - gty)
i, = S (8.23)
N - S
K, (dV, - bi)
The amount of the element chemisorbed on the surface is then
. i :
= bi (8.24)

.l. —_—— e
YR, (@v, - by

It is seen that i, reduces to ai" if b is very small and/or if K, is
very large (i.e., only a very small fraction of the element is in the solid phase);
when the reverse is true, i, approaches zero. The amount of the element in the
solid phase, noting that i; + i, + isis equal to i, is

G
iy = i (i - ) (8.25)

K, (dV, - bi) + bi

where i, is given by Eq. 8.24.

Upon drying, the hydrous solids become firmly attached to the sur-
face by physical adsorption. Dissolution of the solids, by acids or by physical
removal methods, should result also in removal of the amount of the element,
iz, entrained in the precipitate.

Next, consider the process in which, after the deposit on the surface
has "dried" or come to equilibrium, a volume, V, of water or other decontaminat-
ing solution is applied to the area covered by the drop. If some of the precipitate
is dissolved into the solution, a proportionate amount of the radioactive element,
previously entrained in the solid phase, is also dissolved and thus removed from
the surface.

Additional amounts of the radioactive element may also transfer from
the solid phase to the liquid phase; the amount that moves depends on the free
energy of the element in each of the two phases. The amount of the element
previously trapped in the soluble crystal phase, i, , is dissolved into the
decontaminating solution. For this system at equilibrium, the volume of the
solid phase is

Vi = (bi - K V)/d (8.26)
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in which K, is the solubility of the solids per unit volume of decontaminating
solution.

The free energy equation for the new distribution between the phases
is
rj d

2 _ o
GP+ RT!nT = Gy +7t'{Tlr1(———-———b,1 K.V

(8.27)

in which j, is the amount of the radioactive element in the liquid phase, and r,
is the amount left in the solid phase when the liquid is removed. The equilibrium
constant for this reaction is

o de oK) -
c \2 dl’s ( ’ )

The material balance for the radioelement is now
I=xr +r3+ j, (8.29)

Eliminating ia by use of Eqs. 8.28 and 8.29 gives

(i - ry) (bi - K, V)
Y3 T K.V - K,V + bi (8.30)

Assuming that no adsorption contamination of the surface occurs dur-
ing the washing process, the total amount of the radioelement remaining on the
surface covered by the drop is the sum, r, + r,, or

dK,Vr +1i (bi - Ky V)
dK_ V - K,V + bi

(8.31)

r =

Using the previous finding that r, is equal, or proportional, to i,
Eq. 8.24 may be substituted for r,. Since K,V is negligibly small for the
insoluble hydroxides of elements like Al and Fe in water, Eq. 8,31 can be written

as .
adK,V/b i i2

T O(dKV/b i) | i T AK V/b+i
2T KAV, /b -1)

(8.32)
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The constants, K, and K, are not assumed to be equal because the physical
state of the precipitate may have changed in drying. If their values are small
and if most of the element is in the precipitate or solid phase, then r is equal to
the last term of Eq. 8.32.

Because of the difficulty of determining all the constants of Eq. 8.32
from experimental data, and because the experimental data available for
evaluating the constants was obtained from experiments in which the concentra-
tions of solid in the contaminating solutions varied over a large range, Eq. 8.32
was simplified to

i2

K+i

r = ai” +

(8.33)

where K is equal to chV/ b, With this simplification, the three equation
constants can be determined from the experimental decontamination data at the
low and high values of i. Equation 8.33 is a linear combination of r for two
limiting conditions; the first term is for a pure adsorption interaction, and the
second term is for a pure solubility interaction.

If either Eq. 8.32 or 8.33 is divided by i to give the fraction re-
maining, it may be noted that the first term predominates at low values of i
and, for n< 1, decreases as i increases. The second term predominates as i
increases and approaches unity as i becomes large.

In considering more than one drop of the seawater fallout on a sur-
face, it is convenient to replace i with C,V, and sum over the number of drops.
The fraction remaining, for Eq. 8.32, is then

a, Con—zvo n-1 v
, + e
(K/C, +V,) bC, * K/C,+V,
1+
K,(d - bC, )

F = (8.34)

where a is dK_ V/b. If the concentration of an element in all the drops is the
same initially, Eq. 8.34 reduces to

K,V "+ v,

F = (8.35)

K, +V,

in which K, is K/C, and K;is a,C%"2 l- 1+ bCo/Ka(d—bCo):]_n . Since n is
expected to be less than unity, the variation of F with drop size, or volume, is
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similar to its variation with i. For small drops, where K, >V_, F decreases
as K; Vo1 /K, On the other hand, F approaches unity if V, becomes
sufficiently large; however, this limit is not attainable in seawater fallout.

The surface density of drops can be considered with regard to
either (1) a surface loading sufficiently high to produce a completely wet surface,
or (2) a low surface loading, in which the drops on a surface are separated from
each other, In the case of the heavier loading, Eqs. 8.32 or 8.34 should apply as
if the surface were covered with one large drop; for this case, i and r are
changed to I and R in units of moles/unit area,

For the lighter surface loadings, the initial level I is

I=Co % =V, " (8.36)

where C, is the concentration of the radioelement in the drops, m; is the
number of drops of volume V; per unit area, V, is the initial volume of the drop,
and N is the total number of initial drop volumes on the area. Further, if the
drops are all nearly the same size at a given location, the initial level is simply

I=C,m,V, (8.37)

where m,V, is the total initial liquid volume deposited per unit area.

From the form of Eq. 8.35, the amount remaining, assuming again
that C  is the same in all drops, is

i=N
R = Z m; (Kg Vi +V§) (8.38)
i=1 K, + Vi

If all the drop sizes are the same, R is simply m_r but the fraction of the
element remaining is the same as for a single drop. In other words, for this
case

R=17 (8.39)

and

F = r/i (8.40)
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where r and i are constants because C, V, is constant. If the condition of equal
drop~concentrations and drop-sizes is approximated, F is independent of the
level of contamination of the surface at surface densities less than saturation,

In order to evaluate Eq. 8.38 for the case of differing drop sizes, the number
distribution of the drop sizes must be known. The relationship would be more
complicated if variations in the dropsconcentrations were also considered.

8.3.4 Evaluation of Decontamination Equation Constants from Available Data

The only available data for comparison with the equations derived for
the postulated interactions of the radioelements in seawater fallout are those re-
viewed in Reference 4, In the reported experiments, a synthetic seawater fallout
solution was prepared to simulate fallout compositions that were, at the time,
considered to be representative of the fallout from detonation conditions similar
to that of the Bikini Baker Shot. Since no collections, and hence no analyses, of
the fallout from that detonation were carried out, various estimates of a syn-
thetic mixture to represent the fallout material were required later to specify its
composition and methods of preparation for use in decontamination research.

This formulation was done by first estimating the atom percent at
1 day of the fission product elements that contribute significant amounts to the
gamma radiation? The amounts of each element from the detonation of a 20-KT
yield pure fission weapon were then computed, and the concentrations of each was
established on assuming they were mixed, or dissolved, in 2x10° tons of sea~
water, The concentrations for this particular solution was called the 1 C-Level
of contamination, The solution, for simulating the fallout mixture, prepared with
inactive carriers for each of 11 fission product elements at several multiples of
the unit C~Level.

Decontamination experiments were carried out by tagging one of the
fission product elements at a time with a radioactive tracer. Test surfaces
were then contaminated with a constant volume of solution (300 ul) to determine
the contamination behavior of each of the 11 elements.

The atom percentage of each element and its seawater concentration
at the 1 C-Level are given in Table 8,3. The atom percentage of different fission
products at several times after fission, for slow neutron fission of U-235, are
given in Table 8.4, as taken from the summary by Bolles and Ballou.” Only those
elements comprising more than 1 percent of the total number of fission product
atoms, with the exception of Kr and Xe, are listed, The one-day percentage
values, with a few exceptions; are very near to those of Table 8.3, It can be seen
that a precise representation of the fission product element compositions from
1 hour to 1 year in synthetic fallout preparations for use in obtaining decontam-
ination data at different times after detonation would involve a tremendous -
experimental effort.
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Table 8.3

CONCENTRATION OF FISSION-PRODUCT ELEMENTS AT THE
1 C-LEVEL? IN THE SYNTHETIC SEAWATER FALLOUT

Element Atom Percent of Total Fission Concentration
Products at 1 Day (moles/liter x10")
Cs 9.2 5.2
Sr 8.2 4.6
¥ 2.9 1.6
La 3.5 2.0
Ce 10.2 5.7
Pr 3.9 9 5
Zr 17.0 9.6
Nb 1.0 0.56
Te 5.2 2.9
I 3.2 1.8
Ru 7.6 4.3

a. Concentration equivalent for level of gamma radiation.
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In addition to the 11 fission product elements, Fe and Al were added
to the synthetic preparations; the amounts of each that were added were
determlned by assuming the 20-KT weapon contained 5x10° moles of Fe and
4x10" moles of Al m its structural parts. When these elements were added, as
diluted by the 2x10° tons of seawater, the synthetic seawater fallout mixture was
called the total carrier. The hydrous oxides of the elements were obtained by
dissolving salts of Fe and Al in slightly acidic salt water with the other fission
product carriers and then neutralizing the solution after the radioactive tracer
was added.

The values of the constants of Eqs. 8.8 and 8.3 for some of the re-
ported data are given in Table 8.5, A comparison of the calculated and observed
fractions remaining is given in Table 8.6; the data are plotted in Figure 8.2. In
general, the values of K are the highest for the more soluble elements and lowest
for the least soluble elements, excepting for iodine (unless an insoluble iodine
was formed with impurities in some of the salts or perhaps with Zr).

The bomb component materials (Al and Fe) had some effect on the
constants a and n. Shifts in the derived values of the constants to both greater
and smaller values occurred when the tctal carrier was used as the contaminating
solution, In most cases, the effect on the constant a was to reduce its apparent
value. The data for all the elements show a decrease in F with I at the low
levels and an increase with I at the higher initial levels when the solid phase is
present. (At concentrations less than the 10-C-Level, sclutions of the synthetic
fallout contained no visible solid phase.)

Additional data are available showing the effects of (1) chemical
additives, (2) the physical force of water sprays, (3) the time of contact, and
(4) the type of surface on the decontamination behavior of several fission product
elements. The data are reviewed in the following paragraphs.

The decontamination constants for both +2 type and a +3 type ion, and
for a colloid-forming element, decontaminated by use of (1) water, (2) an
emulsifying agent, and (3) a complexing agent, are shown in Table 8.7. The
emulsifying agent was only slightly better than water for removing Y and Nb, and
had no effect on the decontamination of Sr. The complexing agent improved the
decontamination Sr and Y by a factor of 2 but had no effect on the decontamination
of Nb, These data show the relative effectiveness of the emulsifier for removing
colloidal particles and suspending them in solution; they also show the relative
effectiveness of the complexing agent for removing specific elements (as adsorbed
ions) that form stable complexes with the agent,
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Figure 8.2

VARIATION OF THE FRACTION REMAINING WITH INITIAL LEVEL OF CONTAMINANT OF
SOME FISSION PRODUCT ELEMENTS IN THE TOTAL CARRIER CONTAMINANT. THE
SURFACE WAS NAVY GRAY PAINT; THE DECONTAMINATION METHOD WAS IMMERSION
STIRRING IN WATER
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Table 8.4

PERCENT OF NUMBER GCF ATOMS OF VARIOUS FISSION PRODUCT
ELEMENTS AT DIFFERENT TIMES AFTER FISSION FOR SLOW

NEUTRON FISSION OF U-235%

Element | 1 hour | 12 hours | 1day | 1 week | 2 weeks | 1 month | 3 months | 1 year
Rb 1.0 1.8 1.8 1.9 1.9 1.9 1.9 1.9
Sr 9.6 7.8 7.1 6.5 6.3 6.0 5.1 4.5
Y 3.9 3.5 2.9 2.7 ‘2.6 2.6 2.3 2.1
Zr 12,5 15.3 15.9 15.4 15.4 15.4 15.3 15.1
Mo 8.5 9.8 10.3 9.7 9.4 9.4 10.5 12.2
Ru 7.3 7.6 7.6 7.4 7.2 6.9 6.2 5.8
Te 6.0 3.1 3.0 1.7 1.4 1.3 1.2 1.2
I 6.8 4.8 3.6 1.3 0.91 0.58 0.51 0.53
Cs 4.2 3.9 4.9 7.6 8.5 9.0 9.1 9.0
Ba 7.2 6.1 6.1 5.2 4.6 3.8 3.2 3.2
La 5.5 3.6 3.3 3.4 3.4 3.3 3.2 3.2
Ce 8.0 10.3 10.2 8.8 9.1 9.3 8.4 7.0
Pr 1.3 1.2 1.2 2.5 2.3 2.1 2.7 3.0

- Nd 4.7 6.5 7.0 7.3 7.7 8.2 9.0 10.0
Pm 0.55 0.84 0.74| 0.56 0.85 1.2 1.4 1.2

a. From Reference 9
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Table 8.5

DECONTAMINATION CONSTANTS FOR SOME FISSION PRODUCT ELEMENTS
IN SYNTHETIC SEAWATER FALLOUT

Seawater Carrier’ Total Carrier’
Element ]

a n a n K
Cs 0.029 % 0.003 | 0.637 = 0,012 0.0096 0.106 176,000
Sr 0.075 = 0.004 | 1.00 0.075 0.869 1,120
Y 1,155 = 0.224 | 0.955 + 0,024 0.73 0.951 570
La 0.857 + 0.041 | 0.992  0.002 0.70 0.950 620
Ce 0,880 £ 0.012 | 0.970 = 0.004 -~ - -
Pr 0.870 £ 0.122 | 0.949 + 0.019 -~ - -
Zr 1.218 £ 0.063 | 0.886 * 0,008 0.79 0.981 1,010
Nb 0.593 £ 0.006 | 1.020 = 0.001 - - -
Ru 0.898 £ 0.074 | 0.969 + 0.014 0.53 0.915 200
Te 0.528 0.882 - - -
I 0.156 * 0.012 | 0.694 £ 0.013 0.23 0.907 200
Np 0.106 % 0.007° | 0.912 % 0.010 - - -

Data plotted in Figure 8.1; in C-Lével Units
b. See Table 6.3 for carrier concentrations; data in C-Level Units

c. Fori = fraction of the FP C-Level (FP = fission product)

Method: immersion stirring apparatus (5-minute immersion)

Reagent: 250 milliliters H;, O

Time of contact before decontamination: 21 hour's at30°C

Source of data: Reference 8

Surface: Navy gray paint

Combined effect of FP in the seawater carrier in correct relative concentrations:
a = 0.686 +£0.007,n = 0.940 £ 0.001 (not accounting for Np)
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Table 8.6

EFFECT OF INITIAL LEVEL OF CONTAMINATION ON THE DECONTAMINATION

OF SOME FISSION PRODUCT ELEMENTS USING TOTAL CARRIER

SYNTHETIC SEAWATER CONTAMINANT

Method: immersion stirring apparatus (5-minute immersion)
Reagent: 250 milliters H,O
Time of contact: 21 hours at 30°C
Source of data: Reference 8

Surface: Navy gray paint

408

i F(observed)| F(calculated)’ i F(observed) | F(calculated)” |
(C-Level) (percent) (percent) (C-Level) (percent) (percent)
' Cs Sr
0.080 10. 9.3 0.080 12. 11.
0.42 2.1 2.1 0.46 8.4 8.4
2.5 0.42 0.42 2.6 6.7 6.7
15. 0.13 0.092 16. 7.2 6.7
100. 0.072 0.072 100. 12.3 12.3
Y La
0.076 67. 82. 0.010 88. 88.
0.45 76. 76. 0.091 1. 78.
2.8 69. 70. 0.96 70. 70.
17. 70. 67. 9.6 74. 65.
100. 4. 74. 100. 71. 71.
Zr Ru
0.092 82. 82. 0.092 64. 64.
0.48 80. 80. 0.48 56. 56.
3.0 79. 78. 2.8 44. 48,
19. 82. 78. 18. 58. 49.
100. 81. 82. 100. 69. 69.
I
0.087 82. 29.
0.43 25. 25.
1.8 22. 22,
16. 26. 25.
100. 48. 48.
a. Using Eq. 8.32 and constants given in Table 8.5




The relative decontamination effectiveness of tripolyphosphate, in
both the stirrer method and the high-pressure spray chamber, is given in
Table 8.8 for several elements at 1 day and 14 days contact time (with the
temperature maintained at 30°C), With this reagent, the removal of Sr was only
about 1/3 as effective as water; this decrease in effectiveness with the tripoly-
phosphate was apparently due to the formation of small insoluble Sr phosphate
particles during decontamination. The largest improvement in decontamination,
with this reagent, was for Y and Ce (rare earths). In the stirrer method of
decontamination, the reagent was more effective at the later time of decontam-
ination; with the spray method, the general effectiveness of the reagent decreased
somewhat at the later time.

The decontamination effectiveness of the stirrer method and the high
pressure spray chamber are compared in Table 8,9. These data show relative
effectiveness values as large as 85 for the high pressure spray at the one day
contact time, However, with the soluble elements, Cs and I, the ratio was
practically unity. At 14 days, relative effectiveness of the spray chamber was
only as high as 7 or 8; the F values themselves indicate that about half or more
of this reduction in relative effectiveness was due to the increased effectiveness
of simple water washing procedure (stirrer method) and the remainder due to a
decreased effectiveness of the spray chamber,

While the increased effectiveness of the stirrer method at the 14 day
contact time might be attributed to a gradual deterioration of the paint surface in
contact with the salts; it is not certain that the same deterioration would decrease
the effectiveness of the high pressure spray. One possible explanation is that the
corrosion causes an increase in the microporosity of the surface, and the spray
itself forces some of the contaminating atoms or surface corrosion products
into the depressions. As noted above, Sr did not decontaminate as well with
tripolyphosphate as with water. In all the decontamination methods, iodine had
an F value of about 25 percent at 1 day and about 62 percent at 14 days. This
information, along with data on the decay of iodine remaining on the test samples
and the radiographs of the deposits, proves thatthe iodine that was nct washed
from the plates had reacted chemically with the paint. This behavicr is not
accounted for by the decontamination equations; it could well be the real cause
of the low K value noted in Table 8.5,

The dependence of the equation constants a, n, and K on the contact-
time, for water washing and high pressure spraying, are given in Table 8.10, The
functional dependence of the equation constants on the time of contact was
obtained from data in which fresh mixed fission products were used as the radio-
active tracer in the total carrier. No data are presently available for determining
variation with contact-time of the decontamination equation constants for each
fission product element separately.
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Tahle 8.7

DECONTAMINATION CONSTANTS FOR SOME FISSION PRODUCT ELEMENTS
IN A SYNTHETIC SEAWATER FALLOUT: EFFECT OF CHEMICAL ADDITIVE

Total Carrier
Element Reagent
a n K
Sr H, O 0.075 0.822 8,100
Emulside 680-B 0.075 - 0.822 8,100
EDTA 0.042 0.822 19,000
Y H, O 0.71 0.958 3,900
Emulside 680-B 0.51 1.052 o
EDTA 0.36 0.958 2,200
Nb H, O 0.62 1.020 4,700
Emulside 680-B 0.53 1.00 1,600
EDTA 0.62 1.020 4,700

Method: immersion stirring apparatus (5-minute immersion)
Reagents: 250 milliliters (0.8 percent solution of additives)
Time of contact: 21 hours at 30°C

Source of data: References 8, 10, 11

Surface: glossy sea blue lacquer
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Table 8,8

RELATIVE EFFECTIVENESS OF TRIPOLYPHOSPHATE REAGENT
WITH RESPECT TO WATER FOR THE DECONTAMINATION OF

SEVERAL FISSION PRODUCT ELEMENTS FROM
GLOSSY SEA BLUE LACQUER?

F(H,0)/F(tripoly)
Element tirrer Method Spray Chamber Method
1 day 14 days 1 day | 14 days
Cs 1.6 2.6 1.4 0.43
Sr 0.35 0.38 0.35 0.35
Y 1.1 2.3 2.8 2.0
Ce(Pr) 1.2 2.8 2.1 1.3
Zr 0.95 1.9 1.0 1.2
Nb 1.0 1.2 0.64 0.88
Ru 11 1.1 3.9 1.7
I 1.2 0.98 1.0 1.1

a. Total Carrier Contaminated with Synthetic Seawater Fallout at the 100 C-Level
Concentration.

Source of Data: Reference 10.

Approximate values of the decontamination equation constants for
Navy gray paint, galvanized iron plate, concrete, and asphaltic concrete are
given in Table 8.11. These data were obtained from a freshly mixed fission
product tracer containing excess uranium and therefore the absolute values of
the constants are not as reliable as those previously given, However, on a
relative basis, they indicate similar decontamination behavior of both the asphalt
and the paint surfaces. The galvanized iron surface, although not decontaminated
to the degree of the paint or asphalt, alsc indicated decontamination behavior
corresponding to the decontamination equations. The exception was the spray
decontamination of concrete surfaces; in this case, the F values did not increase
with deposit level at the high initial deposit levels. The hydrous precipitate did
not appear to bond to the concrete surface very strongly, and F decreased more
or less linearly with the initial deposit level at the higher levels.
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Table 3.9

EFFECT OF TIME OF CONTACT, METHOD, AND REAGENT ON THE DECONTAMINATION
OF SOME FISSION PRODUCT ELEMENTS USING TOTAL CARRIER SYNTHETIC SEAWATER
FALLOUT AT THE 100 C-LEVEL CONCENTRATION

1-day Contact 14-day Contact
Element F(Stirrer) | F(Spray) F(Stirrer) | F(Stirrer) | F(Spray) | F(Stirrer)
(percent) (percent) F(Spray) (percent) (percent) F(Spray)
1. Water
Cs 0.16 0.13 1.2 0.23 0.03 7.7
Sr 22. 8. 2.8 8.3 12 0.69
Y 80. 2.4 33. ‘ 34. 8.6 4.0
Ce(Pr) 83. 3.8 22. 47, 6.0 7.8
Zr 82. 6.3 13. 33. 14. 2.4
Nb 81. 2.1 39. 36. 8.3 4.3
Ru 80. 3.5 23. 33. 7.8 4.2
I 24. 26. 0.92 62. 65. 0.95
Average 56. 6.5 - 32. 15. -
2. Sodium Tripolyphosphate?
Cs 0.10 0.09 1.1 0.09 0.07 1.3
Sr 62. 23. 217. 22. 34, 0.65
Y 70. 0.87 80. 15. 4.2 3.6
Ce(Pr) 67. 1.8 37. 17. 4.6 3.7
Zr 86. 6.1 14. 17. 12, 14
" Nb 79. 3.3 24. 29. 9.4 3.1
Ru 76. 0.89 85. 30. 4.5 6.7
I 20. 26. 0.77 63. 59. 1.1
. Average 58. 7.8 - 24. 16. -

a. 0.8 percent solution of Na;P,O,,
Source of data: Reference 10

Surface: Glossy sea blue lacquer
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Table 8.10

DEPENDENCE OF THE DECONTAMINATION PARAMETERS
a, n, AND K ON TIME OF CONTACT

Method ‘ a n K
Immersion Stirrer 1,00 ¢~ 00311 0.643 + 0,00056t 1150 ¢~ 90553
Spray Chamber - 0.748 ¢ "% 0.302 £ 2-%7 4630 t~ 0-2553

t = time of contact in days.
Source of data: Reference 11.

Surface: Navy gray paint.

8.3.5 The Residual Number and Fraction of Ionization Rate Remaining

After Decontamination

The data of the previous section show that, because of the different
contamination and decontamination behavior of the various elements in seawater
fallout, the fission product mixture is fractionated when surfaces are decon-
taminated with water or with water solutions of chemical reagents. This means
that the ionization rate of the mixture of radionuclides remaining on the surface
after decontamination will not decrease with time in the same way as it would for
the radionuclide mixture on surfaces that are not decontaminated.

Further, if the variation with time of the ionization rate from the
radioelements remaining on the decontaminated surface is significantly different
from that of the original mixture, the exposure dose from the fractionated mix-
ture cannot be estimated from a 'normal" decay curve or knowledge of the decay
curve of the original mixture. When this is the case, the effectiveness of the
decontamination is not appropriately determined from a ratio of the ionization
rates before and after decontamination (corrected to a common time) such as
defined by F_ (t).

The effectiveness of decontamination, as a countermeasure, is usually
defined as the ratio of the exposure dose with use of the countermeasure to that
without use of the countermeasure. The name given to this ratio is the Residual
Number (RN); * its use is discussed in some detail in Chapters 11 and 12,
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Table 8.11

APPROXIMATE DECONTAMINATION CONSTANTS FOR NAVY GRAY PAINT,
GALVANIZED IRON, CONCRETE, AND ASPHALT
AT SEVERAL TIMES OF CONTACT

Time Immersion Stirrer Spray Chamber
(days) a | n K a n K
1. Navy Gray Paint
1 0.67 0.747 1730 0.20 0.334 25,000
7 0.65 0.764 980 0.42 0.387 16,000
14 0.84 0.787 1480 0.62 0.317 l 12,000
2. Galvanized Iron
1 1.00 0.949 14,400 0.78 0.943 18,400
7 1.00 0.974 14,400 0.71 0.930 6,000
14 1.00 0.973 14,400 0.65 0.929 10,700
3. Concrete
1 0.96 0.984 23,000 0.85% 0.961% -
7 1.00 0.982 23,000 0.892 0.9542 -~
14 1.00 . 0.987 23,000 0.792 0.9642 ~
4. Asphalt
1 0.78 0.839 2210 0.25 0.931 25,000
7 0.76 0.855 1730 0.32 0.922 30,000
14 0.78 0.931 2720 0.50 0.894 20,000

a. For i =1 to 650 in C-Level Units;
For i = 650 to 3400, F(percent) = 78 - 0.019i.

Source of data: Reference 13.
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For a contaminated surface area of a limited size, the residual
number for decontaminating seawater fallout can be defined by
to
S R(t)at

t1
RN(t) = T

S i a

t1

(8.41)

in which I (t) is the ionization rate from a contaminated surface from t, to t,
and R (t) is the ionization rate from a decontaminated surface (whose icnization
rate would be given by I (t) except for the applied decontamination procedure)
and t is the time since detonation. Wher R (t) is directly proportional to I (t),
RN is equal to ‘F,; this proportionality is usually assumed for fallout from
detonations on land areas.

In addition to the variables discussed in the previous section, the
values of R (t}, and hence RN (t), depend on the time after detonation when the
decontamination is done and the time intervals over which an exposure to
radiation occurs. The decontamination time is involved because the relative
abundances of the elements in each mass chain change with time. For example,
Ba decontaminates more readily than La, so that removal of the parent nuclide (s)
Ba (or Cs) at an early time would result in an equivalent reduction in the
radiations from the daughter product, La; the reduction in the radiation would
be much less if the daughter product (s) was decontaminated at a later time,

Values of both Fi:(t) and RN (t), obtained from measurements of the
decay of fission products remaining on an impervious surface after decontamin-
ation, were derived by W.B, Lane;'? the data are shown in Figures t.3 and 8.4,
The fission product source activity used in the experiments was obtained from
a short high~flux neutron activation of a quartz-encapsulated specimen of U-235
enriched uranium metal. The sample contained about 0.2 neutron captures by
U-238 per fission. The activated specimen was dissolved in acid and then mixed
with the total carrier synthetic seawater fallout solution; next, the solution was
neutralized and then aspirated in a chamber in the form of a fine mist which
settled over a period of time onto the surface of painted sample plates. The
activity levels on the plates before and after decontamination were measured by
use of a standard high-pressure ion chamber 15 so that the data are essentially
proportional to air ionization rates.

The RN values of Figures 8.3 and 8.4 are for integrations of R (t)
and I (t) from the time of the first reading after decontamination to a stated later
time. Normally, the decay curve of the remaining radionuclides, or R (t), could
be reconstructed from F, (t)xI (t) where I (t) might be given by the normal fission-
product ionization rate as given in Table 3.13, or, in this case, by the data in
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Reference 15. However, the apparent fission yield of the mass numbers 140 and
131 in the source activity was found to be low; the yield of mass number 140 was
about 30 percent low (presumably due to losses of the Xe product into the quartz
during bombardment), and most of the mass number 131 was lost, possibly during
the processes of dissolution of the specimen. Some variation in the mass chain
yields would be expected, because of the finite time of neutron bombardment, but
the effect of the time of activation on the decay curve at 100 hours later should be
negligible.

The contamination levels of the surfaces in these experiments
reported by Lane are not directly comparable to any one of the C-Levels of
contamination used in the experiments described in the previous section. The
actual initial surface density of the fission products in Lane's experiment was
not determined; however, the contamination level on all the samples was
approximately the same. The fractionation of the radionuclides caused by the
decontamination procedures, relative to the initial source activity, is shown best
by F_(t}. The minimum in F_(t} at about 500 hours is due to the depletion of the
Ba(I.a)-140 nuclide pair. The maximum, at 3000 to 4000 hours, is due to the
relatively less effective removal of the elements Zr and Nb, and possibly Ru, as
well as of the rare earth elements Ce and Pr.

In these particular experiments, the decontamination by the stirrer
and spray chamber method, using water, gave about the same results. Some
improvement in the removal effectiveness is shown when the samples were
brushed mechanically while being spray-cleaned. In Figure 8.4, the curves for
the complexing agent, EDTA, show a marked improvement in effectiveness
relative to decontamination using water; the cleaning agent, Orvus, was even
more effective than EDTA. With the latter, the peak in F_(t) at 3000-4000 hours
has disappeared, The reason for the poorer results for the spray-plus-brush
decontamination using the Orvus cleaning agent is not known.

It is likely that the eavly part of all the F_(t) and RN (t) curves would
be lower if the iodine (mass number 131} had been present. Its absence (or
presence) would not, of course, affect the shape of the curves after about 1000
hours since, by that time, the iodine activity would have decayed to a very low
level.

The values of the RN (t), calculated for exposure doses starting at
the time of decontamination, tend to level off at a constant value after about
1000 hours. Thus, for long term exposures, the calculated RN (t) values give the
effectiveness of the decontamination method. However, for relatively short
exposure times the F_(t) curve should be used as a measure of the decontamination
effectiveness rather than the RN (t) given in the figures. The data illustrate
quite well the gross differences in R (t) relative to I (t) that could result in the
decontamination of seawater fallout with water or water solutions containing
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chemical additives. The shapes of the curves would be expected to be different
for decontamination (or contact) times other than 100 hours after detonation.

Further studies of this type could perhaps provide data from which
optimum combinations of decontamination times, methods, and reagents could
be derived. The relative effectiveness of one method to that of another can be
determined by taking the inverse ratio of their respective RN (t) values,

8.4 Fallout from Detonations In A Harbor

8.4.1 Definition of the Contaminated System

The discussion in Chapter 7, on the likely composition of the fallout
from harbor detonations, presents rough estimating procedures for computing
the relative amounts of harbor bottom mud and seawater. To describe the
decontamination hehavior of a set of mud and seawater (slurry) mixtures, the
distribution of each radioelement among the liquid, hydrous solid, and mud
phases must be specified, These distributions should depend not only on the
relative amounts of mud and seawater that are involved in the explosion but also
on the proximity of the explosion center to the harbor bottom mud. Detonations
in very shallow water may produce fused particles from the bottom mud; in
such case the hydrous solids would be eliminated and some of fission would
condense into the fused particles. The same general result would occur if the
warhead, or bomb, mass were large relative to the total yield.

For every harbor detonation fallout that initially contained an
appreciable amount of seawater, a predominant fraction of the mud would not be
fused. In a land surface detonation, with the fireball in contact with the soil,
only a relatively small fraction of the crater soil is fused and an appreciable
fraction of the fallout consists of unmelted particles. Therefore, when the soil,
or the harbor bottom mud, becomes farther removed from the point of detonation,
(by an intervening layer of water), its likelihood of entering the fireball soon
enough to be melted would be reduced,

In the slurry mixtures, or harbor-detonation fallout, the chemical
interactions in the slurry drop itself might determine the final distributicn of a
radioelement among the phases. For example, if a radioelement that condensed
into fused particles (in the case they were formed) also adsorbed strongly on
unfused soil mineral grains, then it would always decontaminate with the soil
fraction. Further, this decontamination behavior would always predominate as
long as any particles were present in the fallout drop.

On the other hand, many elements that condense very little into fused
particles, would condense in the liquid (water) phase and then absorb onto the
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unfused soil particles. Therefore, when these kinds of reactions occur, they
would tend to control the distribution of many elements among the various phases
in the slurry drop as well as in the contamination reactions with the surface on
which the drop lands.

The contamination process, after a slurry drop lands on a surface,
may be,first, the dense solid (mud or soil) particles {all rapidly to the surface;
the less dense hydrous oxides settle slowly to the surface and over the solid
particles. The water, over a period of time, evaporates and leaves a deposit of
salt crystals. As long as water is present the whole area covered by the drop
would be subject to contamination by the ionic species in the liquid phase of the
drop. However, the {raction of the drop-area that is covered by the mud is
probably best described by Eq. 8.2.

In decontamination, the amount of the element associated with the
mud particles should be removed with the same effectiveness as the mud; this
is given hy

R, = C Ry(l - e Frlm (8.42)

where R] is the amount of the element remaining, in moles/sq ft; C, is the
concentration of the element, in moles/mg. of mud; and I,, is the initial mass of
the mud, in mg/sq ft. The initial surface loading of the mud can be estimated
from

_SM(N)I(1) (8.43)
mE T T S)

where S is the solid-to-liquid mass ratio, Mr (1) is the H+1 mass contour ratio,
and I (1) is the H+1 ionization rate.

The amount of the element that is associated with the hydrous solids,
and that remains on the surface after decontamination, is
-k ] 2
(e M)
Ry = (8.44)
K+1Ip

where I ,is the amount of the element not associated with the mud; if I, is in
moles/sq ft, then K is also in moles/sq it (see Eqs. 8.32 and 8.33).



The amount remaining after decontamination, of the element that is
in the liquid phase and that can be chemisorbed by the surface, is

Ry - alp (8.45)

where a is now in moles/sq {t.

If the parameters RM, k¢, K, a, and n are assumed to be known
from the decontamination data for the land surface and seawater fallout, and if
the interactions in the slurry drop are determined for various elements, then
the parameters C, and I ¢ can be evaluated. Informationon all seven parameters is
needed before values of R,, R,, and R, can be estimated for the harbor type fall-
out.

3.4.2 Interactions in Slurry Drops: Ionic Species

Two types of interactions with the mud, or scil, particles are con-
sidered for the soluble ionic species: (1) two-phase concentration equilibria
interactions, and (2) adsorption interaction. In hoth types of interactions, the
soluble ions are assumed not to interact with the hydrous solids to any
appreciable degree; an alternate assumption is that the hydrous solids are not
present in the slurry fallout.

In the case of the two-phase equilibrium ion-exchange reaction, let
m ; be the mass of the solids in the drop and m; be the mass of the liquid phase
in the drop. The equilibrium constant for the exchange reaction, in terms of the
mass (i.e., molat) concentrations of an element, is

K, = Sig/i, (8.46)

where i, is the number of moles of an element in the liquid phase, i , 1s the num-
ber in the solid phase, and S is m./m ¢+ the solid-to-liquid mass ratio. Since

the sum of i, and i, is equal to i, the amount in each phase in a drop of the slurry
is

iy = e— (8.47)
K, +5
and K1
iy =
K, + S (8.48)



If K, holds to the point of solution saturation, or to the drying time,
for the case in which many drops are deposited on a surface, then i can be re-
placed with I in moles/sq ft, i, with I, and i, with I ¢- The concentration of an
element in the solid phase is then

SI

Cs = (K, +5)1,

moles/mg. of solid (8.49)

and the initial level, for the amount of an element in the liquid phase (i.e., the
amount adsorbed on the surface plus the amount left in the soluble crystals), is

K,I

= — (8.50)
£~ (K, +9)

I

The fraction of an element remaining after decontamination, for the two-phase
concentration equilibria type of interaction, is

al™? SRypl{l-e 1'm)
T (1 +S/K\)" + (K, +S)1,

k1

F (8.51)

In experiments with San Francisco Bay muds, the only element that
appeared to decontaminate by this mechanism was iodine.? For one core sample
of San Francisco Bay mud (sample 20B), the equation that gives good represen-
tation of the data is

0.324 , 5605 |1- exp(-5. 78x10741,)]
(1+5/0.0152)%-%°7 (0.0152 +8)1,,

F = (8.52)

For another sample of San Francisco Bay mud (sample S12), the equation derived
from the data is

-

0.308 2205 {1 - exp(-1. 16x10'31m)]
<+
(1+S/0.0200)°-9%7 {(0.0200+S)I,,

F = (8.53)

The data and computed curves are plotted as a function of S in
Figure 8.5. The value of n was taken from Table 8.5. In the experiments, I was
held constant; and the total carrier synthetic seawater fallout was used at the
100 C-Level. At the 100 C-Level, some hydrous solids were present in the

slurry and were, at least partially, responsible for the high values of F at the
lower mud concentrations.
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Figure 8.5

FRACTION OF |ODINE REMAINING AS A FUNCTION OF THE SOLID-TO-LIQUID RATIO
ON NAVY GRAY PAINT SURFACES CONTAMINATED WITH THE SLURRY FALLOUT
SIMULANT DECONTAMINATED BY THE IMMERSION STIRRER METHOD
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An adsorption reaction of an element with the soil or mud particles
may be written, according to the Freundlich adsorption equation, as

i,/m, = B,lig/Vy)® (8.54)

where B_ and p are constants at a given temperature and V, is the volume of
liquid in the drop (or in the bulk slurry solution). For seawater, V, can be
replaced by S/m,. If all the parameters in Eq. 8.54 are divided by the unit area
and if i, and i, are divided by the initial level to convert to fractions, then

Eq. 8.54 becomes

(1,/1)/1,, = B(S/1,)P(Lg /1) (8.55)

where

B =B,Ir? (8.56)

The application of Eq. 8.55 over a range of S values is limited by
the adsorption capacity of the soil, or mud, particles.. The limit, which occurs
at low values of S'when there are more ions in solution than are required to
saturate the mud, is defined as

(1,/1)/1, = B(max) (8.57)

The values of the concentration of an element in the solid phase, of
general application, to decontamination are given by

G = {(11/1)/1,,1]51 (8.58)

where the sub s denotes the value of the ratio at a given value of S. The
concentrations in the liquid phase are given, in general, by ’

I, = (I3/1),1 (8.59)
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In the experiments carried out with San Francisco Bay mud samples,
the only element that exhibited adsorption behavior with the mud was cesium;
no data were obtained on other alkali-group elements or on alkaline earth
elements. Equilibrium adsorption data for cesium, on some of the slurries, are
shown in Figure 8.6° Over the linear portion of the curve, the data are
represented by

(L, /1)/1, = 20.65 [(S/1,)(1s /1)] 52 (8.60)

for sample 20B, and

(1,/1)/1y = 0.632 [(S/Im)‘(ls/l)] o979 (8.61)

for sample S12. The value of B(max) is 8.4x10"* for sample 20B and 4.2x10-*
for sample S12; thus the mud of the 20B sample had an adsorption capacity about
twice that of the S12 sample.

In converting the reported adsorption data to express them in terms
of a unit area coverage on a contaminated surface, it was assumed that the ratio
of the volume of slurry to the area covered by the slurry drop, for all drop sizes,
was constant. Since large drops were used in the experiments to obhtain the data,
the curve of Figure 8.5 is undoubtedly more applicable for a slurry fallout of
large drop sizes.

In the above equations, I, S, and I are all independent variables;
however, when the composition variables from the simple fallout scaling system
functions are used in estimating the values of these parameters, I, is not
independent of S and I, for a given radioelement. The unusual form of the
adsorption equation variables is due to (1) the definition of I, which specifies
the amount of soil on the unit area (2) of S, which, with I, defines the amount of
liquid present in the slurring drop; and (3) of I, which specifies the total amount
of the element that is distributed between the two phases. The fraction of an
element remaining after decontamination, for the adsorption type of interaction,
is

F = a(l,/1)217"% 4+ {(ll/l)/ImJ . Rm <1 - e‘kflm> (8.62)
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In most cases, the assumption that equilibrium adsorption of an ion
onto the mud, or soil, particles occurs throughout the drying stage is not valid.
As the concentration of an ion increases in the drying period, its adsorption onto
the soil increases (i.e., movesup the adsorption curve) and adsorption values
larger than B(max) can actually be obtained. This behavior occurred in the re-
ported decontamination data for the cesium slurries; the data are given in
Table 8.12 along with the derived decontamination eguation constants and the F
values computed by use of Eq. 8.62. For both San Francisco Bay mud samples,
I, /1 is unity at an S value of 0.0049. At some mud concentration below this
value, all the cesium was adsorbed by the soil particles. At an 8 value of 0.0019,
1,/1 is still 0.15 for the 20B mud and 0.52 for the S12 mud (if the contribution of
the first term of Eq. 8.62 to the value of F is negligible).

The values of (I, /1)/1,, derived from the decontamination data at the
lowest mud concentration are considerably higher than those obtained from the
equilibrium slurry experiments. For these harbor bottom soils, the cesium
turned out to be an excellent tracer for the soil particles. The fraction of the
cesium (and soil) after decontamination, for S values larger than 6.0049. is

given by

F = Ry <1 - e”“‘l”“)/lm (8.63)

8.4.3 Interactions in Slurry Drops: Insoluble or Non-reactive Elements

Many of the fission product elements in seawater containing low
concentrations of hydrous solid material have essentially no chemical inter-
actions with the soil except that of being physically entrained in the mass of the
solid particles. The elements that exhibit this type of behavior in the slurry
fallout are those that can form colloidal particles, insoluble hydroxides, or
stable adsorption complexes with similar types of small particles.

The entrainment, or mixing, of an element of the insoluble, non-
reactive type by the solid particles in a drep, or in a bulk slurry, causes a de-
crease in the concentration of the element in the liquid phase. If only volume
mixing took place in a slurry drop of a given volume containing a given amount
of an element, the concentration of the element, in both phases, would remain
essentially constant and be independent of the amount of mud particles in the
drop. But when a drop lands on a surface, the rapidly settling soil particles
entrain, and carry down, additional amounts of the insoluble elements. In this
entrainment process, the increase in the depletion of an element in the liquid
phase with an increase in the mass of the solids appears to be nearly proportional
to the concentration of the element in the liquid phase. Thus, the change in the
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Table 8.12

DECONTAMINATION OF CESIUM IN A HARBOR TYPE SYNTHETIC FALLOUT
(SAN FRANCISCO BAY MUD SAMPLES)

!

Rym k, I, 1 /D/1, F(calculated) | F(observed)
(mg/sq ft) | (sq ft/mg) | (mg mud/sq ft) {sq ft/mg mud) (percent) {(percent)
Sample 20B
196 5.38x10" % 0 0 0 -- 0.41
346 - 0.0019 2.46x107% 8.19 8.19
865 0.0049 1.16x10°3 8.42 8.55
1730 0.0098 5.78x10"% 6.86 6.56
3460 6.197 2.89x10"4 4.78 4.91
8650 0.0498 | 1.16x107* 2.26 3.66
Sample S12
146 1.17x1072 | 0 0 0 - 0.41 |
| 346 0.0019 | 1.66x1073 8.08 8.08
865 0.0049 | 1.16x10°3 10.8 10.8
1730 . 0.0098 5.78x10 ¢ 7.32 7.18
3460 0.0197 2.89x10° % 4.14 3.88 ;
1
8650 0.0498 | 1.16x107* 1.69 1.84 !

Surface: Navy gray paint

Method: Immersion Stirrer
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liquid phase concentration may be approximately represented by

-dG
—d-s" = kl CI (8.64)

where C, is the concentration of an element per unit mass of the (original) liquid
and k ; is the mixing coefficient. Integration gives

~-kg S
ekl

Cy =G, (8.65)

where C, is the concentration of an element in the liquid phase at S = O.

But since the exponential term gives the fraction of an element in the
liquid phase, Eq. 8.65 can be written as

-kg S
e 1

%y S
Cy =i /mg =iS e 7 /m, (8.66)

The value of I, is then given by

-k¢ S

I, =1le (8.67)

Similarly, the concentration of an element entrained in the mass of solid particles
is

C. =1(1-e%)1, (8.68)

The amount of an element remaining after decontamination is

{2kpS + k1
128( { fm) RMI( -kls okl
Kile*1S) * 1 1-eTiPNl-eTiOm]) (8.69)

R = ae ™251") 1

The only data available for testing and evaluating the mixing equation
constant are those of Cole, Heiman, and Miller;® these data are summarized in
Table 8.13. The values of Ry were calculated at the higher mud concentrations
where the contribution of the first two terms of Eq. 8.69 (which represent the
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Table 8.13

IMMERSION STIRRER DECONTAMINATION OF SOME INSOLUBLE TYPE
ELEMENTS IN SLURRIES WITH SAMPLE 20B SAN FRANCISCO BAY MUD
FROM NAVY GRAY PAINT SURFACES

S Ce Zx(Nb) Nb Ru Te Np
1. Fraction of Element Remaining After Washing, (F in percent)

0 68 63 61 77 66 50
0.0019 33 - - - 45 33
0.0049 12 26 24 23 - 17
0.0098 12 16 14 10 9.4 5.0
0.0197 4.6 6.7 7.2 5.5 - 2.9
0.0498 3.1 5.6 | 5.0 4.8 - 1.6

]

2. Derived Value of Ry; of Equation 8.69, (mg/sq ft)

0.0098 334 445 390 292 262 140
0.0197 186 271 292 222 - 117
0.0498 270 488 436 418 - 140
Average 263 402 373 311 - 132
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interaction of an element in the seawater phase with the surface) is very small.
For this condition, RM is approximated by

Ry, = LaF/(1 - e ke Imy (8.70)

The k; value used in Eq. 8.70 was the average of those obtained from the data
for the so0il, iodine, and cesium decontaminations, namely 5.6x107 sq ft/mg.

Although the values of the fractions remaining are somewhat
scattered, they show definitely that, even at low concentrations, the solid par-
ticles were the predominating influence on the decontamination effectiveness of
a simple water washing procedure. No good explanation can be given for the
consistent low F values for Np; however, it was the only element for which no
carrier was used with the tracing element, Perhaps, as a +2 ion, it may have
adsorped preferentially on the top layers of the soil during the drying process.

The average value of R__, including the values for the soil (350) and
for cesium (196), but excluding the values for Np, is 320 mg/sq ft. This average
value of Ryp the appropriate values of a, n, and K and the F values of Table 8.13
were used with Eq. 8.69 to estimate the term e‘k‘es, or I,/1, at each slurry
composition. The calculated values are shown in Figure 8.7 as a function of S.
The line drawn through the points gives a k y value of 300; thus the derived mix-
ing function is given by

1,/1= e ~3005 (8.71)

The mixing function, as derived, actually does not specify when the
mixing occurred; it represents, for the set of data from which it was derived,
the final mixing with respect to the contamination and decontamination of the
surface. The rapid decrease of I /I with increasing S suggests that the type of
mixing of the insoluble elements with the muds, as represented by Eq. 8.71,
would predominate in determining the final distribution of the insoluble elements
between the liquid and mud phases, at least with respect to their decontamination
interactions. This conclusion, if it is held generally, would alleviate the very
difficult problem of determining the distribution of an element among the various
phases in a slurry drop, purely on the basis of fireball or cloud chemistry
considerations. The data on the decontamination of iodine and cesium also suggest
that the interactions in the contamination process predominate in determining
their final distribution among the phases.

The rapid change in decontamination behavior from that of a pure
seawater fallout to that of a dry land particle fallout with small amounts of soil,
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Figure 8.7
VARIATION OF 1,/1 WITH S AS DERIVED FROM IMMERSION STIRRER DECONTAMINATION
OF SAN FRANCISCO BAY MUD SLURRIES
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or mud, particles in harbor fallout simplifies, to a great degree, the harbor
fallout decontamination problem. If this is the case generally, then only a very
few conditions of detonation can occur that can produce the compositions of
fallout that will behave grossly differently in decontamination than the two extreme
types; namely, the seawater fallout and the dry land fallout.

8.5 Use of the Decontamination Functions in Estimating Decontamination
Effectiveness

8.5.1 Selection of Parameter Values

To illustrate the interrelationships among the many independent and
dependent variables of the decontamination equations, a set of hypothetical fallout
conditions were selected and the decontamination effectiveness of each, for the
simple water washing procedure, were calculated. In addition, the computation
serves as a useful technique for combining the fallout system functions and the
decontamination functions as well as for indicating how the decontamination
effectiveness may depend on the detonation variables. The simple water washing
decontamination procedure was selecied because it is the only procedure for
which sufficient data have been obtained for the use in such a computation,

The detonation conditions selected for the computations were: (1) a
land suriace detonation; (2) a seawater surface detonation; and (3) a surface
detonation for a water depth of 50 feet. A weapon yield of 1-MT was selected
for each condition; for these detonations, the values of S,, and M. (1) are given
in Tables 6.7 and 6.8, In the computation it was assumed that the same fallout
pattern (in r/hr at 1 hour) occurs for all three detonations so that, for a 15 mph
wind speed, the same values of I(1) fall at the same downwind distance. There-
fore, no adjustment was made for possible differences in fractionation of the
radioactive elements with distance or for possible, and unknown, differences in
particle size distributions in the fallout from each of the detonations.

In the computations, the water-washing decontamination system, for
the described fallout conditions, is a highly idealized system with respect to a
real practical system because: (1) the data were obtained by use of clean Navy
grey paint surfaces and (2) large excesses of water during decontamination.
However, the data and computations should apply to other painted or smooth
nonporous surfaces, such as asphalt, so this aspect of the idealization should not
restrict the application of computational results to real decontamination systems.

The large excess of water used in the laboratory experiments probably
resulted in the lowest possible F value in the decontamination of a given con-
tamination; such excesses of water could not be used in a practical system. On
the other » 1d, the same F values probably could be realized by repeated
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applications of lesser amounts of water; thus the computed F values should
indicate the limiting, or lowest, achievable residual value of the amount of fali-
out remaining after decontamination. This limiting value of F, achieved only
with excessive amounts of water, or with a very large amount of work, is called
the infinite-effort decontamination effectiveness.

For surfaces contaminated with a heavy deposit of particles, water~
washing without high pressures would take a long time and large excesses of
water to clear off a large area because of the pile-up of the particles downstream.
The idealized computation does not consider such practical conditions as these
because they are not included in the data. The data do, however, indicate the
action of the water, through dissolution and through surface tension forces, in
loosening and removing an ion or particle from the surface.

The transport of the fallout materials from one location to another is
outside the context of the surface interaction considered here; that aspect of
fallout decontamination is discussed in Chapter 9. It is valuable, however, to
know the limit to which a fallout material can be removed from a surface. Then
it is possible to judge whether the effectiveness of a practical method, with a
given amount of applied effort, is within a reasonable factor of the limit.

8.5.2 Decontamination of Fallout From the Land Surface Detonation

The decontamination by simple water washing of the particle-type
fallout from a land surface detonation is described by

R, (1) = ]-320/Mr(lﬂ[l-exp(-5.7xl “1y) (8.72°
r/hr at 1 hr
where
y =M, (1)I{l} mg fallout/sq ft (8.73)

The value of M, (1) is estimated from the functions given in Chapter 6 (see
Volume I) that describe, in a gross way, its dependence on both the fractionation
of the radionuclides and the specific activity of the fallout particles. The use of
the single value of 320 mg/sq ft for Ry, @s previously mentioned, neglects the
dependence, if any, of Ryy on particle size. The data of Tables 8.1 and 8.2 for
the immersion stirrer decontamination of prewetted soils indicate that Ry should
increase with decreasing particle size, but no function for describing this de-
pendence can be derived from the data. The values of both Ry and k; were

found to be sensitive to prewetting; the values of these parameters in Eq. 8.72, as
obtained from the slurry experiments, include the effect of prewetting.
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The computations for R, (1), the remaining radiation rate after
decontamination, decay-corrected to H+1, and the fraction of radiation remaining,
F:(1), are summarized in Table 8,14 with other pertinent parameters. The time
after detonation of the decontamination is not specified; hence the computation
assumes no significant redistribution of the fallout particles by wind or rain but
it does assume, as mentioned above, overnight high-humidity wetting of the
particles. The effect, on the decontamination effectiveness, of fractional surface
loading and of the increase of the specific activity of the fallout with particle
size and/or distance are shown by the general increase of F, (1) with downwind
distance. The highest residual radiation level remaining after water washing,
from the combination of the fallout model and decontamination interrelationships,
is located between 38 and 76 miles downwind. The highest values of F, (1) occur
at the farthest downwind distances where the smaller fallout particles land.

8.5.3 Decontamination of Fallout from the Seawater Surface Detonation

Since each radioelement in seawater fallout may interact with the
surface,and decontaminates independently, the fraction of each element in the
fallout remaining after decontamination must be calculated to estimate, by
summing, the gross total ionization rate of the remaining mixture of radio-
nuclides. Because each element in the fallout has a different degree of retention
by the surface, the radioactive mixture is altered or fractionated in the simple
water-washing decontamination process. The gross decay of the radioactivity
on the surface after decontamination therefore will not be the same as the decay
of the undisturbed original fallout. Accordingly, value of F, itself is not a true
or valid measure of the effectiveness of decontamination of seawater fallout with
regard to the reduction of the exposure dose. The most valid measure of the
effectiveness is given by the ratio of the exposure dose with use of the counter-
measure to the potential exposure (as discussed in Section 8.3.5). The value of
the ratio depends on both the time of decontamination and time after decontam-
ination of the exposure period.

The relative amounts of radioelements left on the surface after
decontamination are represented by the sum

R = IR, (8.74)

where j is the designation for an element. From Eq. 8.33, R; is given by

R; =a;I™ + (8.75)
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Table 8.14

ESTIMATED DECONTAMINATION EFFECTIVENESS FOR FALLOUT

FROM A 1-MT YIELD LAND SURFACE DETONATION®

AT SEVERAL DOWNWIND DISTANCES”

X 11) M- (1) y R, (1) F, (1)
@iles) | (r/hr at 1 hr) ( _mM_> (mg/sq ft) | (r/hr at 1 hr) | (percent)
\r/hr at 1 hr :
1.9 9800 133. 1,300,000 2.4 0.024 |
3.8 9800 31.7 310,000 10.1 0.104
5.7 3140 14.3 45,000 22.4 0.71
7.6 930 10.4 9,670 30.6 3.29
9.5 284 8.32 2,360 28.2 9.93
15 1610 10.2 16,400 31.4 1.95
19. 1820 7.83 14,300 40.9 2.25
38. 1840 4.45 8,190 70.4 3.83
76. 500 2.59 1,300 63.8 12.8
114. 138 1.95 269 23.0 16.7
152. 38 1.58 60 6.7 17.6
190. 10 1.35 14 1.9 19.0

a. 100 percent fission, B =1

b. Water washing of smooth horizontal surfaces
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In lieu of data on the dependence of the values of a, n, and K on the time of
contact for each element, the data of Table 8.8 are used here for all elements,
in the form

aj(’ =a;7 O% (8.76)
n;{1) =n; + 0.00067 (8.77)

and
K;(1) = K;77%% (8.78)

where 7 is the time of contact in days; the values of the coefficients, a; and K 5
are for =1 day.

Use of the original equation constants derived from the reported
data requires a conversion of I from the C-Level units to I(1) in r/hr at 1 hour
to obtain the equivalent H+1 value of R;. Also required is a similar conversion
of a; and K ;. Because the C-Level unit is based on a given relative concentration
of the iniportant fission product elements, it is convenient to make the conver-
sion to I{1) for Eq. 8.75 rather than for the individual ionization rate contributions
from each element. This selection of procedure assumes that the relative
amounts of each element present in the fallout does not change much with the
initial level, I(1), over the time period for which the computations are made.
The pertinent information for this conversion are that (1) the 1 C-Level
corresponds to a concentration of 5.6x10 ~? moles of fission products per liter
of seawater and (2) 0.3 milliliters of that solution, as used in the decontamination
experiments covered 0,25 sq in of surface area. Hence the surface density of
the fission products was 9.68x10 ~10 moles/sq ft per C-Level.

The ratio, I/I(1), in terms of r/hr at 1 hour is obtained by dividing
the fission product surface density per C-Level into the fission product contour
ratio, FP. (1). From Eq. 6.40, for the standard values of D(1), q,, if,(1),and i
(1), the ratio is then given by

8.79x107 3. ar. alax)
ik IATSA C-Level units/{r/hr (8.79)
(r’ (1)+0.019) at 1 hr)

I/1(1) =
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In this illustrative computation, the loss of the elements Kr and Xe at H+1 from
the deposited fallout was assumed, When this assumption is applied both
= jArjA(a) and r/ (1) are 0.91; the value of the ratio 1/1(1) is then 8.60x10: 3

Because the fraction of an element remaining after decontamination
in either set of units must be the same at a given surface density of atoms, the
conversion of constant a; from C-Level units to 4/hr at 1 hour units is given hy

I T
a,; =a; [L/L()]! (8.80)

The value of K; depends on the mass of the warhead, bomb, or target
material that becomes mixed with the radioelements and seawater in the faliout.
For conversion of the original data to other concentrations of these materials,
the K; in C-Level units was converted to the mass of the metallic element per
unit area by multiplying the original K; values by the number of milligrams of
Fe plus Al per sq ft per C-Level used in the experiments. The conversion is
given by

Kc;r’ = 0.133K;(mg Fe+Al)/sq ft (8.81)

The conversion of K ¥ to r/hr at 1 hour units is done by dividing
Kc’;" by the bomb mass and by the fraction-of-device contour ration, FD, (1), giving

K *
K,; =—2——— r/hrat ] hr (8.82)
MpFD, (1)

where Mp is the mass of the warhead in terms of the mass of metal and FD, (1),
from Eq. 6.42 is

1.83x107 1
a /X (r/hr at (8.83)
BW [r5(1)+0.019] ") pr oq g)7t

FD_(1) =
Using the values B =1, W = 102, and r (1) = 0.91, FD,(1) is 1.97x10"'* (r/hr at
1 hour sq ft)~!. For the computation, it was assumed that the mass of the war-
head and/or missile was 10 tons (9,1x109mg). The product, MgFD_(1), is then
1.79x10"* (mg/sq ft)/(r/hr at 1 hour). The use of the product, MpFD, (1), in
Eq. 8.81 assumes uniform mixing of the mass Mg with the radioactive elements.

The values of the constants a;, n,, and K.} in C-Level units and
their values in r/hr at 1 hour units, for all the elements considered in the
calculations, are summarized in Table 8.15. Some of the values in Table 8.15
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differ from those of Table 8.5, and many values have been estimated. The values
in Table 8.15 that differ from those in Table 8.5 were selected on the basis of
intercomparisons of all the decontamination data obtained at the 100 C-Level on
the expected relative chemical behavior of the different elements in seawater
media, The 6.7-day values of the constants were computed for an assumed
decontamination time of 6.7 days after detonation as well as a contact time of

6.7 days.

The correction of a; and K; to ionization rate units also converts
Rjto R,y (or F,, the fraction remaining) of the jth element., To obtain the
magnitude of the ionization rate remaining, or its fraction of the initial level, of
all the radioelements in the fallout mixture, the values of R; for each element
must be weighted according to the percentage it contributes to the total gamma
radiation, Otherwise the R,; gives the radiation rate remaining for the case in
which I(1) is entirely due to the jth element, Multiplying the F,; or R,; values
by the fractional contribution of element j to the total gamma radiation gives
its contribution to the total amount remaining. The total, or summed, ionization
rate remaining after decontamination is then given by

R. (1) ==Z;P,(t)R,5(1) r/hr at ]l hr (8.84)

where 7 is the contact time and t is the time after detonation. In Table 8.15 t
and 7 are taken as being the same time. The values of P ;{6.7d) were taken from
Miller and Loeb's calculation for U-235 fission products’ Estimates of P j for
the fission products from other types of fission and fissile nuclides have not
been made.

The N, contribution was computed on the assumption that the 0.019
fractional excess in the unit fission product ionization rate at H+1 was entirely
due to U-239 induced activity. At 6.7 days the ionization rate from this relative
amount of N, is about 1.4 times the ionization rate from the fission products.

The sum of the P ; values in the table was adjusted to unity, Except
for the rare gas Xe, which contributes only about 1.5 percent at the time, the
remaining unlisted fission product elements contribute only 0.22 percent to the
gross fission product ionization rate, The chief contributors are I, La, and Np;
together these three elements contribute 82 percent of the total ionization rate.

The values of P;R.,, by element, for the first term of Eq. 8.75 and
their sums, for selected values of I(1), are shown in Table 8,16. The sums of
PR for the second term of Eq. 8.75 are included also; they indicate that, even
with the 10 ton warhead, the contributions from the second term are extremely
small except at the very high values of I(1). The calculated fractions of the
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Table 8.16

CALCULATED VALUES OF THE IONIZATION RATE REMAINING AFTER
DECONTAMINATION AT 6.7 DAYS AFTER DETONATION FOR SIMPLE
WATER WASHING OF SMOOTH HORIZONTAL SURFACES

1(1)
(r/hr at 1 hr)
Element| 10 30 100 | 300 1,000 3,000 10,000
1. Pja,, [1(1)]nJ - inr/hrat1hr
Y 0.0008 | 0.002 | 0.007| 0.019 0.061 0.17 0.54
Zr 0.185 0.502 | 1.57 4.36 13.4 37.2 114.0
Nb | 0.068 0.194 | 0.62 | 1.69 5.25 14.7 45.6
Mo | 0.150 0.404 | 1.20 3.20 9.54 25.6 75.5
Te | 0.021 0.056 | 0.17 | 0.45 1.34 3.60 10.6
Ru | 0.111 0.315 | 0.94 | 2.62 8.71 21.7 72.5
Rh | 0.016 0.045 | 0.14 | 0.37 1.14 3.11 9.4
Sb 0.016 0.044 | 0.13 | 0.34 1.03 2.77 8.2
Te | 0.204 0.550 | 1.64 | 4.36 13.0 34.9 103.0
I 2.13 5.47 | 15.5 | 40.7 118.0 319.0 952.0
Ba | 0.022 0.058 | 0.16 | 0.41 1.14 2.89 8.0
La | 1.96 5.75 | 18.7 | 55.0 179.0 525.0 | 1710.0
Ce | 0.192 0.540 | 1.71 | 4.71 14.6 40.9 128.0
Pr | 0.0041 | 0.011 | 0.036| 0.10 0.31 0.87 2.7
Nd | 0.088 0.243 | 0.75 2.07 6.35 17.6 54.0
Pm | 0.255 0.707 | 2.17 6.02 18.5 51.2 158.0
Np | 2.11 5.54 | 16.0 | 42.1 121.0 320.0 920.0
Sum | 7.532 |20.43 | 61.44 |168.5 512.4 1421 4372
2. Sum of P, 1% (1)/ [K”. + 1(1)] in r/hr at 1 hr

Sum | 0.00023 | 0.0021| 0.0234 0.211 2.34 20,9 229

3. Gross Radiation Rate and Fraction
Remaining After Decontamination

R,.(1); 7.53 20,43 61.46 |168.7 514.7 1442 4601
F.(1)]75.3 68.1 61.5 56,2 51.5 48.1 46.0
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ionization rate remaining after decontamination, for the seawater fallout, are
substantial fractions of the initial deposit levels. The fraction remaining is
about 75 percent at the initial level of 10 r/hr at 1 hour level; it decreases to
46 percent at the initial level of 10,000 r/hr at 1 hour.

Although it was stated previously that these computations should
give lower limits of the amounts of fallout remaining after decontamination by
water washing, fractions of the radiation rate remaining that lie within the range
of values given in Table 8.16 have been obtained in decontamination experiments
with firehosing technigues on ships surfaces contaminated with seawater fallout
in the Pacific Proving Grounds!® The limiting fraction values or radiation rate
remaining for firehosing, however, should be somewhat smaller than those for
simple water washing because of the energy of the impacting water. The field
test data at least confirm the general magnitude of the computed fractions of the
radiation rate remaining for the simple water washing procedure.

In calculating the amounts of iodine not removed from the surface,
the suggested 21 percent additional fraction of the element remaining was included
on the assumption that the surface was painted and that this additional fraction
remaining was due to chemical reaction with the paint. The additional 21 percent
fraction does not take part in any decontamination reaction that does not remove
the paint.

The ionization rates, and their fractions of the initial level, remain-
ing are given at various downwind distances in Table 8.17., The major cause of
the variation of F, (1) with downwind distance is the adsorption equilibrium that
is established between the surface and the different radioelements in the drops
of the saturated salt solution. The calculations assume that the same equilibrium
is reached in 6.7 days whether fallout arrived in the form of liquid drops or as
a crystal slurry (i.e., saturated solution containing salt crystals).

8.5.4 Decontamination of Fallout From the Seawater Surface Detonation
in A Harbor With A Water Depth of 50 Feet

The computation of the F(1) values for a harbor-type fallout utilizes
the most generalized form of the decontamination functions; some of these are
discussed below.

The P, values of Table 8.15 indicate that, for the slurry-type fallout,
two types of interactions should be considered: (1) the interaction behavior for
iodine, and (2) the mixing function for insoluble type elements. It could he
argued that only the latter need be considered because the iodine present at 6.7
days is a daughter of Te and the latter would be classed as an insoluble type
element. This would more certainly be the case,perhaps.if the deposit evaporated
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Table 8.17

ESTIMATED DECONTAMINATION EFFECTIVENESS FOR FALLOUT
FROM A 1-MT YIELD SURFACE SEAWATER DETONATION AT
SEVERAL DOWNWIND DISTANCES®

X I(1) R, (1) Fy(1)
(miles) (r/hr at 1 hr) (r/hr at 1 hr) (percent)
1.9 9800 4520 46.1
3.8 9800 4520 46.1
5.7 3140 1510 48.0
7.6 930 480 51.6
9.5 284 160 56.3
15 1610 802 49.8
19 1820 902 49.6
38 1840 911 49.5
76 500 270 54.0
114 138 82 59.7
152 38 25 66.5
190 10 7.5 75.3

a. Water washing of smooth horizontal surfaces
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to dryness and remained that way. In the described computations, however, the
more humid conditions permitting movement of the iodine to the surface is
assumed. The treatment of the decontamination of the insoluble type elements
includes the case where the deposit has evaporated to dryness and all the
elements decontaminate as if mixed with harbor bottom material.

In using the equations for the decontamination of the slurries it is
convenient to separate the mathematical description of the decontamination
process into two parts for estimating the remaining ionization rate levels: (a)
the solution interactions and (b) the solid interactions. The designation for
this separation is

R, (r) = R;5 (7) + Ry (T) (8.85)

For the general case of the elements in the slurry fallout, the first
term of Eq. 8.85 is

C.R, 1-¢ ‘tIm
R (7) = (8.86)
FF (1)
in which
M, (1)S1(1)
I,=— (8.87)
(1 +58)

and C; is the concentration in the solid phase of the slurry in moles of fission
products per gram of solids and FP, (1) is the fission product contour ratio.
This designation for the decontamination of the elements in the solid phase is
satisfactory if no fractionation is considered and only one type of interaction
occurs.

It is more convenient to redefine C, and compute the fractions of
the elements remaining after decontamination for each type of interaction sep-
arately. In this way some unit conversions are eliminated since the fraction
remaining is the same with all units of measure. For the iodine reaction, the
concentration in ionization-rate units is

_ SP(t)I(1) r/hr at 1 hr
(K, + S)I, mg solids/sq ft

Cpq (1) (8.88)
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and, for the insoluble elements, it is

r/hr at 1 hr

8.89
mg solids/sq ft ( )

-k S
Crs(l) = (1(1)/Im) 1 -e ijj<t)

The value of I y for each type of interaction is defined, in a similar way, by

_ Ky I(1)Py(t)
1(1) KT (8.90)

for iodine, and

I(1) = I(1)<e_kls Z P, (t) (8.91)

for the insoluble elements.
Also for the general case, the second term of Eq. 8.85 is
R,y (T) = & Pj(t)R,;(T) (8.92)

where

nj(7) e"‘flmﬁrl (1)
R, () = &, ,(7) [1,1 (1)] + TR (8.93)

If the two reaction types are separated and converted to fractions,
the iodine decontamination ratio is given by

_0.94[1(1)) 0% SE,, . _0.0038 (8.94)

(1 +55,58)°-80 (0. 018 + 8)I,, (0.018 + S)

Fr

in which K, is taken as 0.018 from Eqs. 8.51 and 8.52. The last term is 0.21
times the fraction in the liquid phase to account for the reaction of the iodine

with the paint up to 6.7 days. The value of F,,, the fraction of the solids remain~

ing after decontamination, is given by

F,_ = 320 [1 - exp(-5.6x10'41m)] (8.95)
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The fraction of the insoluble elements remaining, from Eq. 8.69, is

R -
rd (:)t + ¥, [1-exp'(-3008)] (8.96)

IE  I(1)Z;P;(t)

The gross fraction of the ionization rate, corrected to H+1, remaining after
decontamination is

F = (8.97)
(1) = 0.266F, +0.734F

in which the weighting factors are obtained from the P; (6.7d) values of Table 8.15.

The computations of the fractions and the levels of the H+1 ionization
rates remaining are summarized in Table 8.18. Although the S values indicate
that the slurry-type fallout from the selected detonation condition would contain
only a few percent of soil by weight, the decontamination ratio, or fraction re-
maining, of the insoluble elements is the same as that of the soil up to a distance
of about 76 miles downwind. For the assumed wetted condition of the fallout
deposits at downwind distances more than about 15 miles, slightly over half of the
calculated ionization rates remaining after decontamination is due to the remain-
ing iodine. For an assumed dry condition of the deposited particles, Fr (1) would
be the same as Fyg; in this case, the decontamination ratio for the harber fall-
out would almost be the same as the dry-land fallout, except for the increased
specific activity of the remaining particles. The major influence of the water in
the harbor detonation fallout on the ionization rate(s) remaining after decontam-
ination apparently is to provide a mechanism for increasing the apparent specific
activity of the solid mud, or soil, particles. The irregular variation of ¥, (1) and
of R.(1) with downwind distance, follows the trend in the I(1) values.

The downwind variations in the fallout pattern with regard to the
magnitude of the surface density of the particles, their specific activity and sizes,
and the various interactions considered in the previous paragraphs suggest many
reasons for the difficulties encountered in interpreting the results of past field
test experiments in decontamination. The main cause of the difficulties is that
data are not available for establishing the initial state of the chemical systems
to which the decontamination results apply. Because the initial conditions of
contamination for the decontamination experiments carried out at nuclear
weapons tests have not yet been satisfactorily established and because specifica-
tion of these initial conditions is required to interpretthe experimental resiilts,
the available decontamination data from those experiments are not included in
this chapter. However, even without detailed technical analyses and interpreta-
tion, the data and experience obtained at field tests contribute significantly to the
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understanding of fallout decontamination operations. In addition to the authors
previously cited, significant contributions, in carrying out the early work at

field tests, were made by Maloney, !7, 8 Dhein, ¥ Molumphy and Bigger, °
and Hawkins, 20
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Chapter 9

PRINCIPLE OF DECONTAMINATION EFFICIENCY

9.1 The Concept of Decontamination Efficiency

The concept of efficiency in operations or processes is not new. However,
for operations involving the handling and disposing of radicactively contami-
nated cbjects, efficiency concepts were, in general, developed and applied
rather slowly. In many such operations, efficiency is still not considered.

This lack of concern and interest in operational efficiency of decontamination
procedures was, in the main, due to the rigid enforcement of ''rad-safe"
concepts and standards, and of rules and regulations set down for the workers
in industries and installations where radioactive materials were handled in
routine operations or experiments,

Thus, within the constraints of the ""rad-safe' operating rules, the
emphasis of the work in cleaning contaminated equipment, laboratory benches,
or spills on any surface was to remove as near to 100 percent of the radio-
activity as possible. In other words, the effectiveness of a decontamination
procedure, rather than the amount of work or energy required to remove the
contamination to a specified level, was usually considered in evaluating and
in conducting decontamination operations.

Where safety-first principles are appropriate, and where the contaminated
areas are small, the emphasis on decontamination effectiveness is usually
adequate. In event of a nuclear war, however, rules and regulations set down
for peacetime uses of radioactive materials would be abrogated by the
detonation of a nuclear weapon. An uncontrolled release of radioactive
material in the form of fallout over larger areas of the country, therefore,
would require replacing the operating rules based on the safety-first concepts
with other types of operational guidance based on the nature of the resulting
over-all hazard environment.

Since a large range in the radiological hazards from fallout in a nuclear
war is possible, the guidance criteria for exposure doses in carrying out
operations must be based on considerations of the biological consequences for
a range of such doses. The guidance criteria, in this case, are then derived
from information relating the exposure dose to the biological effects of
exposure to gamma radiation, with respect to {1) lethality, (2) radiation sickness,

457



or (3) a range of less severe biological responses. The concept of using an
"allowed', or "planning,' radiation exposure dose to determine the effective-
ness requirements of radiological countermeasures was derived by Strope*
and Laurino®>® from considerations of relationships between biological effects
and exposure doses,

The planning dose criteria differ from those of 4 maximum permissible
dose limit in that the allowed exposurc dose is based on both the degree of
the radiological hazard and the priority of an operation., In radiological
defense, particularly with regard to decontamination operations, use of the
planning dose resulted in two important findings:

1. The lower limit of the required decontamination effectiveness, or
of any countermeasure effectiveness, is always some number
greater than zero; in some cases, the required effectiveness is
small enough that no decontamination process or other protection
from the radiological hazard is needed.

2. The combination of (a) the planning dose, (b) the decontamination
effectiveness, and (c) the amount of time required to carry out
the decontamination process determines the time after detonation
when operations of any kind may be resumed.

The first of these findings permits consideration of the use of many
decontamination methods that remove less than 100 percent of the failout from
surfaces. The second finding led to the consideration of the working time as
an important parameter in large-scale decontamination of a variety of exposed
surfaces.

The first experimental work directed to the study of the relationship
between the cost and effectiveness of decontamination procedures was that
carried out at Camp Stoneman in 1956, However, it was not until after the
second series of tests at Camp Stoneman in 1958%%7 that the present form of
the decontamination efficiency concept was recognized. The explicit form of
the concept, in general, is an expression of the relationship between the
decontamination effectiveness and applied effort, or work-rate, over a period
of time. The two basic ideas underlying the concept are that (1) the amount of
fallout removed (i.e., the effectiveness) per unit of additional applied effort
(in any method) decreases as the applied effort increases, and 2) the applica-
tion of an infinite, or very large, amount of work will not reduce the residual,
or remaining, contamination below a given value without removing the surface
of the contaminated material,
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9.2 Decontamination Effectiveness and Applied Effort Relationships

9.2.1 Effectiveness Parameters

The basic definition of effectiveness of a decontamination method
as a radiological countermeasure is related to the reduction in exposure dose
that would result from the removal of fallout particles. For the case of
fallout from land detonations where all the radioactive material is carried by
particles, the reduction in exposure dose will be practically the same as the
reduction in the ionization rate corrected to a given time. Thus the basic
measure of effectiveness for this type of fallout is F,, defined by R, (t)/1, (t)
where R, (t) and I.(t) are the true air ionization rates.

However, decontamination methods remove and transport particles
without regard to the specific activity of the particles. Hence the measure of
the operational effectiveness of a method is actually R,,/y, in mass units.

This ratio is the same as R, (t)/I.(t) when the mass contour ratio, M, (1), is
the same for the remaining particles as it is for all the particles originally
deposited on the surface. Since the variation of M (1y with particle size is
not determinable from decontamination experiments with fallout simulants,
the ratio R,/y is most commonly used as the measure of effectiveness. To
express the effectiveness of a particular decontaminaiion method, it suffices
to state R, as a function of y.

The major independent parameter that defines the efficiency of a
method is the effort, or rate of effort, expended in carrying out the decontami-
nation procedure. In most cases it is convenient to define the effort itself in
units of time since the time required to decontaminate a given area is always
related to the effort expended. The most common effort-units are expressed
in terms of the time required per man, or per unit of equipment, to decontami-
nate a unit area. Obviously, the rate of movement, or speed and rate of
coverage of area with a procedure or with a piece of equipment is involved in
this definition.

The residual mass of fallout particles on a surface area not
removed by a method, even after the expenditure of a large (infinite) effort,

are described by interactions discussed in Chapter 7. For many of the
available decontamination methods this residual level is given hy

- Ky
M* = RM(], -e ) 9.1

where M* is used instead of Rp,.



The other functional dependence of M* on the initial level, as found
for high pressure water spraying, is given hy

M* = Ryy" y=Vs (9.2)

and

M’ =Ry >y, (9.3)

where R, and n are constants, and y; is a surface saturation level above which
M* is more or less constant. The parameters k; and n depend on the surface-
method combination and are termed spreading, or smearing, coefficients.

In discussing the efficiency of various decontamination methods it
is convenient to divide the methods into two general classes: (1) pick-up
methods and (2) pile-up methods. The pick-up methods are those that remove
and collect the fallout material in one operation by use of such equipment as
motorized sweepers, motorized scrapers, and vacuum cleaners. The pile-up
methods are the ones that push the fallout particles from one area to another
and, in doing so, increase the surface density of particles along the path of
travel. Firehosing, motorized water flushing, and motorized grading or
bulldozing are pile-up methods.

The alternate classification of methods, which is much the same,
is into "dry' and "wet'" methods. It is clear, even from the descriptive terms,
that the pick-up methods should have higher efficiencies since they do not
increase the surface density of the particles as they proceed over an area.

9.2.2 Efficiency Functions for Pick-Up Methods

On a large scale, a decontamination procedure is carried out by
applying a method to a street, or a roof, or a land area once, or twice, or more
times in a series of passes or cycles over the area. For each such cycle, the
efficiency coefficient of the method for removing the fallout from the surface
may be defined as

Mn- 1 "Mn
(9.4)

n-1

where n is the number of the cycle, M, -, is the deposit level of the fallout at
the start of the cycle and M | is the deposit level after the nth cycle.
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Because n is just a number and many variations of speed in malking
the cycle are possible, a more useful definition of the efficiency coefficient is
obtained when the single cycle efficiency coefficient is converted to a differen-
tial efficiency coefficient and n is transformed to effort units. Thus the
differential coefficient, from Eq. 9.4, is

-dM/M
68, = —— (9.5)
dn

The effort, E, in man-hours per unit area, is related to the number of cycles
by

nrT

E = A, (9.6)

where 7 is the number of man-hours per cycle, and A, is the area over which
the pass is made. The totaltime spent on the area is nr divided by the number

of people in the decontamination crew. For a piece of equipment-hours per
cycle; then nt is the total time spent decontaminating the area.

For a method covering a width, w, at a forward speed, v, the time
in man-hours for a crew of N men to make 1 cycle or pass over the area, A,
is

T = NA, /wv (9.7)
If dn in Eq. 9.5 is replaced with dE and 6€ , is replaced with the constant, K,

on the assumption that the efficiency coefficient is independent of hoth M and E,
then Eq. 9.5 is

-dM/M = KdE (9.8)

If no lower limit is placed on the mass level remaining at large
values of E in Eq. 9.8, integration from M = y at E = 0 gives

-KE
M = ye (9.9)

or

-KE
F=e . (9.10)

This relationship between T and E was derived by Hong Lee et al’ for the

efficiency of certain land-area surface removal procedures where the soil
surface layer has ideal properties for uniform removal,
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Land-area surface removal equipment, such as the motorized
scraper or grader, decontaminates by removing the fallout particles along with
a thin layer of the surface. These methods, used on an ideal smooth soil,
might be expected to remove all the fallout particles in a single pass over an
area; however, even with the most ideal s0il, some of the material is spilled
(or missed) over or under the cutting blade or at its edges. In addition, the
surface of real terrain contains gross depressions and cracks in which fallout
particles lodge; these failout particles will not be removed if the surface on
which they lie is below the surface layer removed.

In the land-area surface removal procedure, each succeeding cut
made by the equipment forms a new surface., The ability of the equipment to
make a clean cut in removing an additional layer of soil depends on the
cohesiveness of the layer being picked up. Since spills can occur under or over
the top of the cutting hlade, or off its end, it would seem that, when the
cohesiveness of the soil improves with each successive surface removal, the
spillage should decrease; also, the fraction of fallout removed per pass should
increase, However, if the deeper soil is less favorable for removal (because
it contains roeks; etc.}, and ability of the equipment to make a clean cut
decreases, the fraction removed per pass should also decrease,

For an ideal uniform soil, the fraction of the fallout particles
removed per pass should remain essentially constant. By definition, the
fraction of the fallout remaining after the nth cycle , for all three cases, is

F, =M, /y (9.11)
where
M, M, M, M M,
n_ 22 2 2 (9.12)
y Yy M; M, M.

and where each of the single cycle ratios (ratio of the fallout mass remaining
after the cycle to that on the area at the start of the cycle) may have any value
from 0 to 1.

In the case where the condition of the soil for removal does improve
with depth, the values of the successive ratios will decrease. If each successive

layer is more difficult to remove, the values of the successive ratios will
increase. In the case of the ideal soil, they should be constant; in this case

F,o=a" (9.13)
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or
F, = e k'n (8.14)

where k’is equal to fn y/M. And since n is proportional to E, Egs. 9.10 and 9.14
are the same.

In the decontamination of fallout from paved areas, roofs, and painted
surfaces a lower limit to the mass of removable particles usually occurs; for
this case, the non-removable mass is subtracted from consideration in Eq. 9.8
by replacing M with M-M*. Integration then gives

ol ats -KE
M= M+ (y-Me (9.15)

In both Egs. 9.10 and 9.15, the value of K depends on the method-surface
combination.

9.2.3 Efficiency Functions for Pile-Up Methods

The methods considered under this category are only the wet
decontamination methods, firehosing and motorized flushing; both utilize high-
pressure spray nozzles. Since gravity is the main force in holding the larger
particles to surfaces, the action force of the water stream as it impinges on a
contaminated surface accelerates the particles from rest positions. Ii the
volume of the water flow over a surface area is large enough and if the surface
drainage is good, the bulk water will also transport the particles to new rest
positions downstream or into a nearby disposal area.

In most cases, the major factor in the removal of the particles from
a contaminated surface is the initial acceleration they receive from the water
stream; this acceleration causes each particie to travel with the water stream
to some distance away. This process is repeated, as the nozzle and stream is
moved forward, when the stream again reaches the point where the particle
landed. A detailed description of this process, with respect to particle removal
efficiency, is a rather complicated one; it has not yet been satisfactorily
resolved. However, approximate empirical functions have been derived from
available decontamination data which represent the experimental results almost
within the accuracy limits of the original data.

Several important operating parameters in the use of water sprays

for removing fallout particles have been identified; many of them have been
studied, chiefly by W.L. Owen.® These parameters include: (1) the energy
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of high velocity streams, (2) the stream pattern, (3) the operating rate, (4) the
design of the equipment, and (5) the procedural application of the method.
Some of these parameters are critical in determining the decontamination
effectiveness achieved for a given amount of expended effort.

In general, firehosing, or even motorized flushing is not ideally
suitable to multiple pass or cyclic coverage of contaminated areas. In the
usual case, slight adjustments in the operating rate or of one of the other
parameters increase the amount of fallout removed more than repeated passes.
After the surfaces are wetted and then dried, the remaining particles become
much more difficult to remove in the subsequent passes.

The energy of fluid streams striking a surface is given by
W = Pt/A (9.16)

where P is the kinetic power of the stream, t is the time during which the
stream is applied and A is the area covered. Thus more energy is applied
when t is large and A is small. The area covered by the stream can be made
small by either reducing the radius of the circular stream pattern or by using
a nozzle that gives a thin flat jet.

The kinetic power of a nozzled water jet is

P=K,PQ (9.17)

in which k; is a constant near the value 1.0, p is the nozzle pressure, and Q is
the water flow rate through the nozzle. The value of Q is proportional to the
nozzle tip area and to p'/2. Thus the energy applied to the unit area increases
as pa/2 and with the nozzle tip area. The operating rate for applying the energy,
W, to the surface is A/t which, in terms of nozzle size and nozzle pressure, is

Alt = k,ap¥/2 /W (9.18)
If it is assumed that {,W is the kinetic energy required to remove
the mass y-M from the area A, then the operating rate required to do this is
Ckyap 3f2
Alt=—2" (9.19)
Yy -M

Experimental data based on visual determinations of the removal
of particles® indicate that the nozzle pressure dependence of Eq. 9.19 is
approached by motorized flushing nozzles which produce a flat thin spray jet;
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and, for firehosing nozzles, the dependence is approximately pl/z . This
suggests that, with firehosing nozzles, the fraction of the energy utilized in
removing the particles at a given rate changes with the nozzle pressure. More
of the energy would be wasted in a circular spray pattern since only the front
edge of the spray pattern removes or accelerates the particles and the
remainder of the kinetic energy is expended on cleaned areas. The form of
Eq. 9.19 does suggest, however, that an optimum operating rate exists for
achieving a given remaining level of contamination; also, if the rate is too
rapid the cleaning will be less effective than desired; or, if the rate is too
slow, water will be wasted.

The fraction of the mass of fallout particles remaining, from Eq.

v

9.19,%is

Ek,ap??E
F=1. —"7-— (9.20)
Ny

where E is Nt/A and N is the number of men in the crew. Although Eq. 9.20
indicates the general trend of F with the various important operational
parameters, the dependence of the average value of F on these parameters in
the decontamination of a large area is more complicated because the effective
value of y increases with distance from the starting point of the decontamina-
tion; this increase y would, in turn, result in a change in the value of the
factor, . Since the details of these interrelationships among the operaticnal
parameters, for the decontamination of large areas, have not yet been solved
either theoretically or experimentally, the efficiency function assumed here
for empirical fit to the data is

-dM/(M - M¥)
dE

= K(E) (9.21)

where the apparent efficiency coefficient, K(E) decreases with the effort
expended, in a manner described by

K(E) =K E " (9.22)

Data, from experiments on both firehosing and motorized flushing
on areas about 150 feet long and 20 feet wide generally give values of n between
0.6 and 0.75; thus, taking the value of n as being 2/3, integration of Eq. 9.21
results in

M = M + (y - M¥) exp (3K, E!/3) (9.23)
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Because of experimental difficulties of maintaining uniform rates
with human firehosing crews and of selecting appropriate overlap distances
for the adjacent passes of the motorized flusher, the data are somewhat
scattered and therefore cannot be used to make a selection between Eqgs. 9.1
and 9.2 for the dependence of M* on y in a precise way.
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Chapter 10

DECONTAMINATION EFFICIENCY FOR REMOVAL OF LAND
DETONATION FALLOUT FROM SURFACES

10.1 Background and History

10.1.1 Methods For Paved Areas and Building Surfaces

The first sets of experiments on the decontamination of particles
from paved areas and roofing surfaces were reported in 1948 by F.R. Holden
and coworkers! and by R.A. Laughlin and coworkers.? In the first set of
experiments, both a motorized street sweeper and a standard firehose were
used to remove large and small iron particles from road surfaces. In that
experiment, the street sweeper removed the larger particles better than it
did the smaller ones, and the firehose removed more of both sizes of particles
than the street sweeper did. In the second set of experiments radiotantalum
metal particles in three different size ranges were used; in these experiments
macadam and concrete surfaces were decontaminated by hand sweeping. The
results were similar to those of the previous experiment in that the removal
of the larger particles was more complete and the firehosing method gave
the lowest remaining levels.

In the first set of experiments, called Operation Streetsweep,!
decontamination efficiency data were obtained on the removal of the magnetic
particles from both macadam and concrete road surfaces. The magnetic
particles were iron filings with a median diameter of 700 microns and magna-
flux (iron oxide) powder having a median diameter of 12 microns. A weighed
amount of the particles was spread evenly over a previously cleaned 8 feet
by 10 feet area of the road surface and then the area was swept or firehosed
once or twice. The final remaining particles were then completely removed
by running a magnet truck slowly over the area; these remaining particles
were weighed. The data from the experiments are summarized in Table 10.1.

Where at least 2 passes were made, a correlation of the data
of Table 10.1 can be made by use of Eq. 9.15. The KE in that equation is first
replaced by K, n, where n is the number of passes made over the area. If R,
is designated to represent R for the first pass and R, to represent R, for
the second pass, then M* (of Eq. 9.15) may be calculated from
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yMy - M»J,z
y + M, - 2M,

(10.1)

and K, may be calculated from

ly - M%)

— e (10.2)
M, - M*)

K, = 2.303 log
The computed values of M* and K from the Operation Streetsweep data are
given in Table 10.2.
Two-pass experiments were carried out with the sweeper.
Only single-pass experiments were carried out (or the firehosing method, and
no operation rate data were reported.

Table 10.2

COMPUTED VALUES OF M* AND K, FROM THE DATA
OF OPERATION STREETSWEEP

A, M* K,
Method Surface (microns) | (gm/ft?) | (pass no.J"! Pass Numbers
Sweeper Macadam 700 3.56 3.56 1 and 2
Sweeper Macadam 12 4.26 2.29 1 and 2
Sweeper Concrete 700 0.44 4.59 1and 2
Sweeper Concrete 12 0.76 3.60 1 and 2

The real effect of the size of the particles on the values of M*
and K cannot be deduced from the data because the initial deposit levels were
different for each particle size. However, the trend in the M* values is to
increase as the median diameter of the particles decreases, and the trend in
the K_ values is to increase as median diameter of the particles increases.

The indicated trend in M* with particle diameter corresponds
to expectations about the variation in decontamination effectiveness with
particle size. But the indicated trend in K is not expected, according to the
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derivations of Eq. 9.15; K, the differential efficiency coefficient for picking up
the mass of removable particles, in Eq. 9.15 is supposedly a constanf. One
possible explanation of the observed variation of K, with particle size for the
sweeper is that the smaller particles were not thrown into the hopper as effi-
ciently as the larger particles so that some of the smaller particles, as a
suspended dust, settled back to the surface after the sweeper had passed over
the area. If this occurred, the decrease in R per pass (i.e., K} would be less
than it was for the larger particles.

The spreading coefficient, k,, and the constant, Ryps of Eq. 9.1
were evaluated from the decontamination data of Table 10.1 for the sweeper and
macadam surface. The values of M* for each test run were also calculated, from
Eq. 9.15, using a value of 2.29 for K;. The numerical values of the three
parameters and the experimental y values used in the equations are as follows:

ke (ft?/gm)  Ry(gm/ft?) y Values  M* Values

0.010 9.83 28 and 57 2.40 and 4.26

0.032 5.08 5.7 and 57 (.85 and 4.26

0.060 2.80 5.7 and 28 0.85 and 2.40
Median Value 0.027 5.19

The values of k; increase, and the values of Ryy decrease, as the
values of the initial deposit levels increase. These variations may suggest that
Eq. 9.1 does not represent the sweeping process very well. However, the same
type of variation occurs when the constants of Eq. 9.2 are evaluated from the
same data. Recomputation of the M* values from. the median values of k; and
Ry gives 0.78, 2.74, and 4.06 gms /ft? respectively for the three different
experimental y values. These cemputed values are undoubtedly within the
experimental error of the described investigation--i.e., within about 20 percent
of the values of M* calculated from Eq. 9.15 using the single derived value of
K,.

At Operation Jangle® in 1951, other decontamination methods
were tested on paved areas and building surfaces that were placed in the fallout
area and contaminated with fallout particles from a low yield underground
detonation. Although experimental difficulties during the tests made evaluation
of the data somewhat questionable,* the tests established that, of the wet
methods, high pressure hosing was the most effective; and, of the dry methods
tested, high-pressure air jets were most effective and vacuum cleaning was
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least effective. No modern type of motorized street sweeper was used in the
experiments.

The next set of large-scale experiments in land-type fallout
removal from paved and building surfaces was conducted in 1956 at Camp
Stoneman.®? In these experiments the wet methods of firehosing, motorized
fluching, and scrubbing were tested; soil particles tagged with radio-lanthanum
were used to simulate fallout particles. All the methods tested gave fractions
of particle mass remaining of less than 2 percent. Although these experiments
proved that a high effectiveness could be achieved in the decontamination of
land-type fallout, the decontamination efficiencies were found to be low because

of the large expenditures of effort and of water that were used to achieve the
’ high effectiveness values. The results were comparable to the fractions
remaining that are associated with the infinite effort remaining level (i.e., M*
or Ry, see Chapter 8). '

In 1958, in the second series of tests at Camp S’f;oneman,e""8
both dry and wet methods were tested on paved and building surfaces and at
various levels of effort. The data and the procedural techniques used in obtain-
ing the data, are discussed in this chapter.

10.1.2 Methods For Land Areas

The first reported experimental work on the removal of fallout
from land areas was carried out at Operation Jangle in late 1951.% In these
experiments fallout from a low yield underground detonation was removed along
with desert surface soil by use of motorized scrapers, motorgraders, and
bulldozers. The fractions of the jonization rate remaining after single passes
of the equipment over the areas, including some contribution of radiation from
outside the small test areas, were approximately 10 percent for the motorized
scraper, 7 percent for the motorgrader, and 14 percent for the bulldozer.

No further tests were conducted until Operation Plumbbob in
1957.%°? In these tests, motorized graders and scrapers were used to
determine whether multiple passes or cycles over an area would produce
multiple reductions in the fraction of the ionization rate remaining after each
cycle. This would be expected if the fractional spillage from each pass is the
same; that is, if a single pass left behind 10 percent of the fallout, then after
- two passes only 1 percent of the original deposit should remain. This result
was not obtained because, on the second pass, the cutting blades hit large rocks
and much of the second layer of soil--and fallout--was not picked up and
removed. The fraction of the ionization rate remaining after the first pass was
16 percent, and, after the second, 11 percent.®



Since the characteristics of the soil at the Nevada Test Site are
not similar to those of inhabited areas where, if at all, these decontamination
methods would be applied, the only useful data from the field tests are those
which describe the procedural aspects in doing the work and those which
contribute to the basic understanding of the mechanisms of the surface removal
process. Because the decontamination effectiveness data from the field test
could not be used to evaluate the use of the methods as radiological counter-
measures, further tests were carried out at Camp Stoneman in 1958° The
- procedures and results from these tests are discussed in the following sections
of this chapter.

Decontamination methods that actually remove fallout from land
areas are all surface~removal methods. The basic idea in the use of these
metheds is to scrape off as thin a layer of the surface soil as possible that is
consistent with the gross roughness of the surface, the ability of the equipment
to make the cut, and the over-all effectiveness desired.

10.2  Methods For Paved Areas and Building Surfaces

10.2.1 Firehosing

a. Asphaltic Concrete and Portland Cement Concrete Surfaces

The usual procedure for decontaminating paved areas
such as streets, sidewalks, and parking areas by firehosing is as follows: The
basic equipment ordinarily used by a firehosing crew includes two standard
1-1/2 inch firehoses jointly fed by a 2~1/2 inch firehose connected to a 500
gallons per minute pump which, ir turn, is fed by a nearby hydrant or other water
source. A nozzle discharge pressure of 75 to 80 lbs/inch? is maintained. In the
reported experiments,ﬁ a standard 1-1/2 inch fire nozzle with a 5/8 inch orifice
was used. Calibration data for this and other nozzles are also given by Owen,
but this size nozzle gave higher removal rates than most of the nozzles used in
the experimental tests.

The firehose crew consists of 5 persons: two nozzle
men, two hose men and a fifth man in a vehicle which tows the 2-1/2 inch fire-
hose as the procedure moves along. No special clothing is required for the
crews although gloves would help to avoid hand blisters and nonskid heavy
shoes or rubbers to keep the feet dry. In most cases the pump is left unattended
once it is started up. The arrangement of the crew and the water spray angles
(30 to 45 degrees from the plane of the surface) are shown in Figures 10.1 and
10.2. These impingement angles are equivalent to a surface impingement
distance of 15 to 20 feet in front of the nozzle men; at the lower impingement
angles the removal rate is markedly decreased.

474



FUNEERN -0
PRI S
T
R
y o gt LN
RSN

‘ 73NNOS¥3d ONILYNIWYLNODIG §
40 M3AD ANV LNIWCINDI 40 LNIWIONVANY THL SMOHS MIIA SIHL

(tuswabuosiy) | NJWIAYC ILIYDONOD LNIWAD ANVILYO V NO ONISOHIN I
1°01 24nB1y

475



Pl e Sy oA e - =
R A AR e Ty~

g o e = ¢

3DOV4UNS THL SINIYLS WYINULS FHL HOIHM LV 3TONY IHL SMOHS M3IA SIHL
(216uy) LNIWIAVC JLIYDNOD LNIWID ANV 1LAOd V NO ONISOH3 i
Z'0L 24nbury

476



On a street, one nozzle-team (1 nozzle man and 1 hose
man) cleans on one side of the crown of the street und the other nozzle-team
cleans the other hall of the street, Each team works from high {o low elevations
to gain what advantage is possible from the bulk flow of the water,

In city areas, the water and fallout particles would be
discharged into the nearest sewage drain or drainage ditch. If these are not
available, the runoff can be directed to a shallow pit prepared by a hulldozer,
tractor-scraper, or by hand with shovels, After the water has drained into the
subsoil the fallout particles can be removed to more remote areas by cleaning
out the hole with 8 skip loader or other loading equipment, and hauled to some
pre-selected dumping arca. An alternate method would be to dig a fairly deep
hole and, after the water has drained into the subsoil, cover the fallout in the
hottom of the pit with as much clean soil as necessary for shielding to an
acceptable level.

The empirically derived values of the constants of
Eq. 9.23 for firehosing asphaltic concrete and Portland cement concrete surfaces
are given in Tables 10.3 and 10.4 along with the values of the constants for other
methods and surfaces, No guide is presently available for adjusting the values
of the constants to account for differences in surface roughness or surface
condition when estimating the decontamination efficiency or effectiveness of a
method. All that can be stated is that the data were obtained from asphaltic
concrete surfaces that had a higher degree of surface roughness than that of a
well-traveled asphalt road where the surface is smooth and not cracked. Also,
the Portland cement concrete surfaces used in the tests were somewhat smoother
than those ol the usual broomed concrete surface of many streets and highways.

In the planning and scheduling of decontamination
operations, estimates of the rates of application of the method could he made by
use of the available data, Then, where the surface condition is known to he
poor, the operating rates could be decreased 5 or 10 percent, If the condition
of the surface to be decontaminated is very good, the operating rates could be
increased by about the same percentage,

As previously mentioned, the data were obtained from
areas about 150 feet long; the width of the areas, in most cases, was about that
of an ordinary street. In this instance, the fraction of the particles remaining
on the surface increased with distance from end of the test area, at which the
firehosing started. On a percentage basis, this increase in F, with distance of
travel was not significantly dependent on the initial mass loading of the surface.,
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The equation constants of Tables 10.3 and 10.4 however,
as derived from the measurements apply to an average fraction or mass level
remaining for the whole area. On the assumption that the variation is practically
linear with distance, estimates for the remaining level at a given intermediate
distance less than 150 feet may be obtained by multiplying the average value of
M computed by use of Eq. 9.23 by

m, = 0.68 + 0.0063x (10.3)

where x is the distance in feet from the starting end of the street. Equation 9,23
applies only to firehosing of streets whose surface is fairly level; if the slope

of the street gives good water runoff, no correction to M should be applied.
Equation 10.3 should not be used to extrapolate the decontamination effectiveness
estimates to travel distances greater than about 200 or 250 feet.

b. Roofing Surfaces

Firehosing is the only method generally available for
decontaminating roofs that has heen tested. Roof washdown decontamination
systems on small roof sections®’and on a larger scale’? have been tested. But,
since such systems are only suitable for special installations, the data are not
presented here.

The decontamination of roofs by firehosing can be
conducted in two general ways. In direct firehosing, the nozzle and hose men
operate from the roof itself; in the lobbing procedure, they operate from the
ground. In direct firehosing, the hose-sizes and hook-ups are the same as for
firehosing streets but the nozzle may be changed to one having a 3/8x9/16-inch
elliptical orifice that produces a flat fan-shaped spray pattern. On the rougher
roof surfaces, higher nozzle pressures than those used in decontaminating
the paved areas were used in obtaining the data: 120 psi for composition
shingle roofs, and 150 psi for tar and gravel roofs. In the latter case, the
gravel is removed along with the fallout particles in the process of decontam-
ination.

The firehosing crew for direct firehosing of roofs has
6 members: 2 nozzle men, 2 hose men, and 2 men to help move the hoses on
the ground and on the building roof. In a decontamination operation, the last
2 men might be placing hoses on a nearpy structure while the other four are
firehosing. On small buildings such as houses, only one nozzle team may be
used on one roof; so that two adjacent roofs are cleaned simultaneously.
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On sloped roofs the firehosing is started at one end of
the roof peak and proceeds along the peak with the water stream moving down
toward the eaves. On flatter, large-size, tar and gravel roofs, each nozzle
team works from one end of the roof center-line towards the roof edge in each
of a series of passes in moving down the length of the roof. On each pass or
sweep from the center-line, the gravel near the eaves is removed first to
minimize windrowing; otherwise windrowed gravel would block the runoff water.
Each nozzle team takes half of the roof from the centerline.

If the tar and gravel roof has a parapet more than 2 or
3 inches high around the eaves, one shovel man per nozzle should be supplied
to shovel the gravel over the parapet. On other roof surfaces having high
parapets, the number of nozzles used, the water flow-rates, and direction of
the water stream should be determined from the capacity of the drains and their
locations on the roof. Debris that might plug the drains should be removed by
hand or by use of rakes and shovels; one extra man per roof may be needed
for this work.

On large, tall buildings more men would be required
for each firehosing crew to pull hoses to the roof. Standard fire-fighting
equipment (trucks, ladders, etc.) could be used advantageously to carry out
the decontamination. However, no operational tests of the decontamination of
larger buildings have as yet been made. The fan-type nozzle and the arrange-
ment of the crew for fire hosing tar and gravel roofs are shown in Figure 10.3.

The lobbing procedure is satisfactory only for roofs with
sufficient slope for rapid runoff of the water. The procedure; as shown in
Figure 10.4, can be carried out with the same crew and equipment that are used
for firehosing paved areas. Each nozzle team can work either on the opposite
side or on the same side from the building center to the two ends. Since the
roof decontamination in the lobbing procedure is done by the runoff water (asin
an automatic roof washdown system), the nozzle discharge pressure is reduced
to 40 psi. The empirically derived values of the decontamination equation
constants for both direct firehosing and the lobbing procedure are given in
Tables 10.3 and 10.4.

c. Painted Surfaces

Most painted outdoor surfaces onstructuresare vertical.
Vertical surfaces, however, do not retain a significant fraction of the deposited
fallout particles from detonations in soil, according to data® from weapons
tests. Because the angle between the particles' fall-trajectory and a vertical
surface is rather small (especially for the larger fallout particles), the number
of particles that strike a unit area of the vertical surface is much less than the
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number that lard on a horizontal surface. Also, of the number of particles that
strike a vertical surface, almost all bounce off and land on a lower horizontal
surface. Thus, not only smooth painted vertical surfaces, but also the rougher
vertical surfaces, retain only a very small fraction of the deposited particles
where the fallout levels are high.

The removal of the fallout particles from vertical surfaces,
from ledges on vertical surfaces, from window frames, and from other similar
minor surfaces could be ignored in a large-scale decontamination operation
until after the major more or less horizontal surfaces areas were decontam-
inated. The contribution of the fallout on these minor surface-types to the gross
ionization rates would generally be small compared to the contribution from the
fallout not removed in the decontamination of the major collecting surfaces.

These minor items could be cleaned by simple manual techniques, such as garden
hose flushing and broom brushing, after the major areas have been decontaminated.

10.2.2 Motorized Flushing of Asphaltic Concrete and Portland Cement
Concrete Surface

Motorized flushing can be done with either a conventional motor
flusher (CMF) or an improvized motor flusher (IMF). In the reported®
experimental work a conventional street flusher of 2000 gallon capacity, with
a 500-gallons per minute pump and two forward and one side nozzle were used.
The nozzle orifices were set at 1/16-inches; the CMF was operated at the
maximum available nozzle discharge pressure (55 psi). The two front nozzles
were adjusted so that their jets intersected on the pavement in a continuous
straight line at an angle of about 60 degrees from the forward direction of
travel. The angle the spray made with the surface was set at about 30 degrees.
The side nozzle was adjusted to strike the surface adjacent to the point where
the spray from the left (or right) front nozzle impinged. The side nozzle moves
the particles farther to the side and also keeps the back-flow from the front
nozzles away from the flusher. See Figure 10.5.

The flushing procedure usually begins at the side (or corner) of
highest elevation in a given area and, ideally, flushes downhill to the front and
to the side. However, to conserve time in an operation, the flusher can be used
to flush in an uphill direction if the sidewise drainage is satisfactory.

The improvised motorized flusher may consist of any type of tank
truck or trailer to which a pump and a home-made nozzle bar can be attached.
In the reported experiments the nozzle bar consisted of a standard 2-inch pipe,
8-1/2 feet long, with 14 nozzles placed on centers 6 inches apart. The nozzles
gave a flat spray jet and were operated at a nozzle pressure of 85 psi; the spray
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Figure 10.5
CONVENTIONAL MOTORIZED FLUSHING ON A PORTLAND CEMENT CONCRETE STREET

TEST STRIP. THE SPRAY IMPINGES ON THE SURFACE TO MAKE A STRAIGHT LINE AT
ABOUT 60° TO THE LINE OF TRAVEL.
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angles for the IMF used in the experiments were the same as for the conven-
tional flusher. The arrangement is shown in Figure 10.6. Forward speeds,
with both flushers, varied from about 3 to 16 mph, but for most tests it was
about 7 to 8 mph. For calculating the remaining particle mass at various
distances of travel from the starting point of decontamination, the multiplying
factors to the estimated average remaining masses are

m, = 0.85+ 0.0024x (10.4)
for the conventional motorized flusher and

m, = 0.76 + 0.0043x (10.5)

for the improvised motorized flusher. The limitations on the use of these
equations are the same as for Eg. 10.3 for the firehosing method.

Of the three decontamination equation constants given in Table 10.3,
the value of k; is the most difficult to determine from the observed data. The
values of k, that were derived from the data on the firehosing and motorized
flushing experiments are all low compared with the one for the paint samples
(see Chapter 8) derived from the data from the simple water washing
experiments. The lower k; values result in a much smaller variation of the
smearing term with initial mass loading suggesting that the firehesing and
motorized flushing decontamination is more like the high-pressure spraying
decontamination described in Chapter 8, and that at the lower mass loadings,

Eq. 9.2 would be a better representation of M than Eq. 9.1.

Further studies of these various wet decontamination methods at
the lower mass loadings are needed, however, to establish the true nature of
the smearing term. The set of constants applicable to Eq. 9.2 are given in
Table 10.4. Because of the relative ease of fitting Eq. 9.2 to the experimental
data, the values of the constants R, and n in Table 10.4, along with the values
of 3K,, give a better representation of the original observed decontamination
data than do the set of parameter values given in Table 10.3. In Table 10.4,
the values of the constants R, and n for the painted surfaces were taken from
Table 8.2 for the high pressure spray chamber, and Ry; was kept at 0.1 gm/
sq ft as a value likely to be obtainable with prewetted particles. The values
of n for all methods and surfaces listed in Table 10.4 are between about 0.4
and 0.8.

Except for the painted surfaces, the values of the decontamination
equation constants were derived from the data in which the simulated fallout
consisted of a prefired and sieved Ambrose clay loam soil. This soil mixture
contained a fairly large range of particle sizes, with the median size usually
about 100 microns in diameter. The soil was tagged with La-140 for measuring
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Figure 10.6
iIMPROVISED MOTORIZED FLUSHER NOZZLE ARRANGEMENT. THIS STREET FLUSHING
ATTACHMENT CAN BE MOUNTED ON ANY TANK TRUCK OR TRAILER THAT HAS, OR

CAN CARRY, A BOOSTER PUMP
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Table 10.3

DERIVED VALUES OF 3K,, Ry, AND k¢ FOR FIREHOSING AND MOTORIZED
FLUSHING OF PARTICLES FROM PAVED AND BUILDING SURFACES

Method Surface 3K3 RM k,
(sq ft/equip-min)l'3 (gm/sq ft) | (sq ft/gm)
Firehosing | Asphalt Pavement 36.9 2,0 8.1x10°3
Firehosing | Concrete Pavement 36.9 1.0 6.4x107%
Firehosing | Tar and Gravel Roof® 23,8 0.80 2.4x107"
11.1
Firehosing | Composition Shingle Roof 21.8 4.0 6.7x1077
Firehosing | Painted Surfaces 40.0°¢ 0.10 1.9x107!
Lobbing Composition Shingie Roof 21.8 4.0 6.7x10"3
CMF? Asphalt Pavement 85,5 2.0 8.1x10°3
CMF Concrete Pavement 85.5 1.0 6.4x10°3
IMF® Asphalt Pavement 85.5 2,0 8.1x10°3
IMF Concrete Pavement 85.5 1.0 6.4x1073

a. Ior firehosing, equip = nozzle

b, Values based on y -~ mass of gravel (450 gm/sq {t) plus mass of particles;

3Ko - 23.8 for 30° fan nozzle; 3K, = 11.1 for 3/8 in. standard (suicide)

firehose nozzle

¢, LEstimated

d. Conventional motorized flusher

e. Improvised motorized {lusher
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Table 10.4

VALUES OF 3K,, Ry Ros AND n FOR FIREHOSING AND MOTORIZED FLUSHING
OF PARTICLES FROM PAVED AND BUILDING SURFACES

Method Surface 3Kg Ryt R, n
(sq ft/equip-min) 73| (gm/sq ft) | (gm/sq ft)
Firehosing | Asphalt Pavement 36.9 2.0 0.070 0.63
Firehosing | Concrete Pavement 36.9 1.0 0.038 0.53
Firehosing | Tar and Gravel Roof b 23.8 0.80 0.0038 0.74
11.1
Firehosing | Composition Shingle Roof | 21.8 4.0 0.42 0.38
Firehosing | Painted Surfaces 40.0° 0.1 0.013 0.50
Lobbing Composition Shingle Roof 21.8 4.0 0.42 0.38
CMF¢ Asphalt Pavement 85.5 2.0 0.024 0.77
CMF Concrete Pavement 85.5 1.0 - 0.027 0.63
IMF*® Asphalt Pavement 85.5 2.0 - 0.024 0.77
IMF Concrete Pavement 85.5 1.0 0.027 0.63

S

a. For firehosing, equip = nozzle

b. Based on y = mass of gravel (450 gm/sq ft) plus mass of particles;
3K, = 23.8 for 30° fan nozzle; 3K, = 11.1 for 3/8 in. standard (suicide) firehose-nozzle

c. Estimated
d. Conventional Motorized Flusher

e. Improvised Motorized Flusher
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the fraction of the soil that remained after decontamination and for determining
the initial and residual mass loading of particles on surfaces. Nozzle calibration
data, for estimating the water requirements in decontamination, are given in
Figure 10.7; the curves were taken from the data of Owen?8

Data onthe variation of the decontamination equation constants
with particle size are not yet available. A great advantage might be gained with
a method such as the motorized flusher if, for some particle sizes, conditions
of operation were such that speeds of 20 to 30 mph could be used instead of the
7 to 8 mph used in the experiments. Data on the dependence of the equation
constants on particle size are also needed to make more accurate conversions
of the mass of particles remaining after decontamination to ionization rate
intensities through M, (1).

10.2.3 Motorized Sweeping

The procedures and data presented in this section are taken from
the reported work of the Hong Lee and coworkers? in which tests were carried
out using a Wayne* Model 450 street sweeper, and Tennant** Models 80 and 100
vacuumized sweeper.

The motorized sweepers have a powered rotary broom made of
fiber (split hickory, palmyra stalk, african bass, or nylon) or of wire. The
ends of these fibers beat or scrape on a surface and throw the particles they
hit into a collecting hopper. The vacuumized street sweepers generate very
little vacuum; in these sweepers the broom is usually enclosed by a heavy
rubber skirt and the external air is pulled in underneath the skirt and is
internally passed fhrough a filter. The vacuumizing thus suppresses the dust
generated up by the revolving broom. To be effective in decontamination, the
sweeper must collect the fallout particles in the hopper; therefore the gutter
brooms are removed except during actual cleaning of the gutters.

In the tests, the Wayne 450 sweeper was operated at about 5 mph
(7.4 ft/sec), the Tennant Model 80 at 4 mph (6.0 ft/sec), and the Tennant Model
100 at 2.7 mph (3.9 ft/sec). The test area was usually decontaminated by making
passes around it until the whole area was swept once (1 cycle); (see Figure 10.8).
On large areas, it would be preferable to start in the center, sweep a small
area, and then enlarge the clean area by sweeping along its perimeter.

*  Wayne Manufacturing Co., Newark, New Jersey

**  G.H. Tennant Co., Minneapolis, Minnesota
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Figure 10.8

MOTORIZED SWEEPING ON ASPHALTIC CEMENT CONCRETE STREETS

(Camp Parks, California)

(@) This view shows a street contaminated with tagged silica (sand) particles.
The irregular pattern is due to the action of surface winds and consequent
drifting of the particles,

(b) This view shows the sweeper after almost completing one cycle on the street.
The gutter broom is operating on this cycle. The board, attached to the front
of the sweeper, serves to stop the particles thrown out by the gutter broom
so they can be picked up by the large rotary broom

490



Since sweepers collect fallout particles in a hopper, the radiation
rate increases as the hopper fills. Therefore, to keep this source of radiation
from giving the operator too large an exposure dose, he must empty the hopper
periodically at a nearby disposal area. At that point, the material can be buried,
or, it can be loaded on a truck and carried to a remote disposal area.

The values of the constants for Egs. 9.1 and 9.15, as derived from
the data for the three sweepers, are given in Table 10.5. The high value of K
for the Wayne 450 sweeper indicates that it was the most efficient of the three
sweepers in picking up the fallout at the smaller total effort corresponding to
the first or second cycle over the area. However, for larger efforts, the
Tennant 100 sweeper was more effective by a factor of 2.

In cases where the values of both K and R for one method are
larger than they are for another, the two methods can be used serially in
decontaminating an area. The method having the larger value of K is used first
and the method having the lower value of R, is used later. In general, the
change-over should be determined from the path of least effort to achieve a
desired value of M; that is, the path over which -dM/dE is the largest. An
approximation equation for determining when to change to the second method
is

KlMl:l: -K, M, "
M, = (10.6)
K, - K,

where the subscripts refer to methods designatedby 1and 2, respectively, and

M, is the remaining mass at which the second method is used.

Table 10.5

VALUES OF K, Ry, ANDk; FOR MOTORIZED SWEEPING

Sweeper Surface K Ry k;

(sq.ft/equip-min) | (gm/sq.ft) | (sq.ft/gm)

Wayne 450 Asphalt Pavement 3360 1.95 0.025
Wayne 450 ) Concrete Pavement 3300 2,10 0.036
Tennant 80 Asphalt Pavement 1200 5.32 0.021
' Tennant 100 Asphalt Pavement 2100 - 1.14 0.012
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10.3 Methods For Land Areas

10.3.1 Motorized Scraping

Motorized scrapers are designed to pick up and haul earth; in
normal use of this equipment deep cuts are made with the blade to utilize the
resistance of the soil mass in filling the hopper. In decontamination, where a
very shallow cut is desired, the resistive force that pushes the earth into the
hopper is provided only by a thin layer of soil. Thus when the shear strength
of the soil layer is low, the layer crumbles and some of it spills around the
edge of the blade. When the shear strength of the cut layer is sufficiently large
and the layer contains no rocks or other hard solid objects, the cut layer loads
into the hopper with negligible spillage. Therefore the decontamination
efficiency of moetorized scrapers should depend on the nature of the surface
soil. It will also depend on the ability of the operator to make uniform cuts,
to avoid overfilling the hopper, and to avoid leaving uncut sections of surface
soil.

In the reported experiments$ an 8-cu yd towed-type scraper with
2 4-wheel-drive rubber-tired prime mover was used (see Figure 10.9). The
basic soil type, Ambrose clay loam, had surface layers of high clay content.
Four different surface conditions of this soil were used in the tests; namely:
(1) moist soil with grass cover, (2) moist tilled soil, (3) dry {illed soil, and
(4) dry native soil with some weed stubble.

Before decontaminating a given plot of land, a nearby dumping or
disposal area is selected and prepared for disposal of the stripped contaminated
soil. The disposal area is usually a pit, excavated with a scraper or a bull-
dozer, having sloped ends so that the scraper can be driven into the pit at one
end and out the other. The excavated soil is dumped adjacent to the pit and on
the side nearest to the area being decontaminated.

The scraping is started at an upwind corner of the area to be
decontaminated and proceeds lengthwise down the area taking a 2-inch cut. To
minimize spillage, a strip about half the width of the scraper blade is left
between the first and second lengthwise strippings or cuts. This strip is
picked up on the third cut down the length of the area and on every odd-numbered -
cut afterward. In a second (or more) pass or cycle, the whole procedure is
repeated again starting at the same upwind corner. Along each cut, the loading
is stopped before the hopper is completely full and is dumped in the prepared
pit. With a 2-inch deep cut the average cut length, for the 8 cu yd scraper, is
about 100 feet. Once an operator becomes used to taking the shallow cuts, the
procedure utilizes the scraper to within about 80 percent of rated capacity even
when the operator pays a good deal of attention to avoid spillage and to making
clean smooth cuts. ‘
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The values of K derived from the data for Eg. 9.10 are given in
Table 10.6. Equation 9.10, rather than Eq. 9.14, was used to evaluate K from
the data because in most cases the effort expended in the scraping decreased
with successive passes over the area and because the conversion to the time
spent in scraping is simylified when the effort is expressed in equip-min/unit
area. The tabulated values of K are either single values determined from the
data for one pass or averages of the K values determined from the data for
two passes over the area. Use of the K values in Eq. 9.10 to estimate the
decontamination effectiveness, in general, is for an ideal seil condition and for
up to two passes over the area.

10.3.2 Motorized Grading and Seraping

In this combination method, the motorgrader grades off the surface
of the soil inte windrows and the motorized seraper picks up the windrows and
carries the soil to a dumping area. As with the scraper, the motorgrading is
started on the upwind side of the area to be decontaminated and the first cut is
taken along the length of the area. In grading off a 2-inch surface layer, two
cuts can be made with the blade, to produce an 8-foot wide cut, before the
windrow is picked up by the scraper.

‘To avoid moving too much soil as well as to avoid excessive
spillage under the blade in low spots in the surface, the blade should be set at
angle sufficiently large that the soeil runs smoothly off the trailing edge of the
blade; alse, the pitch of the blade should be set so that the soil dees not spill
over the top of the blade. Other than these specifications, the use of the grader
in decontaminating land areas ic the same as its normal use. The divided
values of K, in Eq. 9.10, for this methad are given in Table 10.6.

19.3.3 Buildezing

Bulldozing, to remove thin layers of soil and to push the soil
away in decontaminating land areas is limited to small areas where the length
of the cut iz 100 feet or less. If the soil is loose, much of it spills off the end
of the blade. The bulldozer should be therefore most useful in removing lawns
and shrubs, especially when a front end loader or skip Joader is used to pick
up and load the spill.

In confined areas, the bulldozer is used to grade off a thin
surface layer in the same way asa motorgrader. The scraped spill is then
loaded into trucks and carried to 2 remote area or dumped directly into a nearby
waste disposal or holding area. An example of this use is described in
Chapter 12.



Table 10.6

IDEATIZED DECONTAMINATION EFFICIENCY COEFFICIENTS FOR
LAND AREA METHODS ON A CLAY-TYPE SOIL?

]

K(sq ft/equip-min) Condition of Soil Surface f

A v . i §

Method Moist, with | /i<t Tilled | Dry, Tilled ' Dry, Hard |

] Grass Cover : !
Motorized Scraping 1200 880 810 | 420

i !

Motorized Grading 250 300 270 i 300 i

‘ and Scraping ’ :
}LBuudozing ] - - - | 410 i

a. Ambrose Clay Loam

Ir an open area, the bulldezer can be used to prepare, in a very
short time, small decontaminated protection areas. This is done by first
pushing the top layer of contaminated soil out to a distance of 50 to 100 feet
in each of four directions. Then, by taking additional cuts as necessary,
additional earth is piled up to form a barrier several feet high around the
scraped area. At Operation Plumbbob® such a barrier was made around an
area 100feeton a side; the shielding effect of the earth barrier was the same as
if all the surrounding area had been decontaminated.

The idealized efficiency coefficients for hulldozing along with
other soil-removing methods are given in Table 10.6. The method tested of
highest efficiency is the motorized scraping of moist soil with grass cover;
the method of lowest efficiency is motorgrading the same type of surface soil
condition. In the experiments, this surface soil condition actually was suf-
ficiently wet that the grader had difficulty in maintaining traction,.

Part of the difference in efficiency between the two methods is due

to the factor of 2 for the effort per unit equip-min of the grader-scraper
combination. With the motorized scraper, the efficiencies are higher for the
tilled and moist conditions where the cohesion of the soil was high. The lower
efficiency value for the dry hard soil was due in part to fissures and cracks

in the soil surface into which the tagged soil (the simulated fallout) fell. But
even discounting the cost of an additional piece of equipment and its operator

for the motorgrader-scaper combination, motorized scraping was still the more

efficient method in the reported experiments.
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The general soil characteristics that would contribute to greater
efficiencies in land area decontamination are that the soil should be (1) cohesive,
(2) firm but not hard, (3) moist but not wet, (4) smooth and flat, (5) free of
rocks, and (6) uniform in composition to at least a depth of 4 to 6 inches. For
comparison purposes, the loose dry soil of Nevada gave an efficient coefficient
using (Eq. 9.4) of about 0.84 for 1 pass with motorized scraping, but on the
second pass the coefficient was only 0.31. With both trained operators and good
soil surfaces, efficiency coefficients higher than 0.95 on the first and second
passes in motorized scraping should be relatively easy to attain.

Effort-effectiveness data for other decontamination methods, and
for shielding by covering with earth, are summarized in Table 10.7. The use
of a tractor-scraper is shown in Figure 10.10. Data on agricultural decontam-
ination, not covered here, has been obtained by James and coworkers'? of the
U.S. Department of Agriculture.

The fuel requirements for the types of decontamination equipment
used can be quite accurately estimated from: 5 gal/hr consumption rate for
gasoline engines (500 gpm booster pump, jeep or pick-up truck, street sweeper,
dump trucks, etc.); and 6.5 gal/hr consumption rate for diesel equipment
(scrapers, graders, pay-loaders, bulldozers, etc.). When these consumption
rates are used to estimate total operating fuel requirements, the gross
estimated operating time (working time plus setup time) should also be used
to account for a nominal margin of fluctuation in the consumption rates of
different engines,
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Figure 10.10

TRACTOR SCRAPING OF A LAWN. THE SCRAPER IS WEIGHTED WITH A DRUM OF WATER
TO HELP IT MAKE CLEAN CUTS THROUGH THE SOD. THE EXTRA MAN IN THE PICTURE
IS KEEPING CLEAR OF THE GROUND A CORD FROM A RECORDER TO A RADIATION
DETECTOR CARRIED BY THE TRACTOR OPERATOR. THE RECORD OF THE RADIATION
RATE 1S USED TO ESTIMATE THE DOSE RATE RECEIVED BY THE OPERATOR IN THE
TEST OPERATION
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Table 10.7

EFFORT-EFFECTIVENESS DATA FOR MISCELLANEOUS DECONTAMINATION
METHODS AND SHIELDING BY COVERING WITH EARTH

C
Method Rate*| F Tew Comment
Size
1. Scraping with Wheel Tractor 90 |0.1 2 open areas; operator
plus man with shovel;
50 [0.15 | 2 confined areas
2. Scraping with Jeep or Small 25 70.07 | 3 operator plus two
Truck towing bucket scraper "bucket' men
3. Scraping with Shovels and 15 :0.15 4 2 shovel men, 2 wheel
Hauling with Wheel Barrows barrow men; bare soil;
20 [0.1 4 light soil with some sod;
10 10.2 4 rocky soil plus shrubs
4. Sod Cutting and Lawn Removal 35 0.02°| 7 good sod, 1 operator;
with 18-inch Power Sod Cutter 5 wheel harrow men;
1 helper (with shovel)
5. Plowing with 4-share Gang 400 | 0.2 1 continuous plowing;
Plows 250 (0.2 1 one-direction plowing
6. Covering with Earth Fill 300 ]0.15 | 1 6~inch earth cover;
With Motorized Scraper 150 §0.02 1 12-inch earth cover;
’ 75 |0.002] 1 | 18-inch earth cover

2 sq ft/min.
b. Estimated

Note: The efforts for Methods 1, 2 and 3 are for dumping the spoil in a pile
at the edge of a small area. Loading the spoil on trucks and hauling it
to a disposal area is considered separately. These methods are
applicable to decontamination of grounds, or land areas, adjacent to
buildings; the assumed depth of soil removed is 1 to 2 inches. With
two trucks for direct loading on lawn areas (and short haul distances),
the rate for sod cutting would be about twice that given above. In
Method 6, the rate is given for very short haul distances; for longer
hauls, engineering manuals describing the equipment should be used to
estimate the over-all rate; trucks and loaders could also be used in

Method 6.
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Chapter 11

BASIC CONCEPTS OF PLANNING RADIOLOGICAL DEFENSE ACTIONS

11.1  The Dose Rate Multiplier

The basic data that describe the radiological hazard from fallout in
terms useful for planning radiological defense actions are derived from infor-
mation on the variation of the air ionization rate with time. Shortly after fallout
arrives at a location, the air ionization rate increases rapidly, rises more
slowly to a maximum value, and then begins to decrease. After fallout ceases,
the ionization rate decreases with time at a rate that depends on both the decay
rate and abundance of each radionuclide in the fallout. The integral, or sum,
under a decay curve representing the variation of the ionization rate with time,
from one time to another, gives the exposure dose during the time interval.

For radiological planning computations it is convenient to separate the
ionization rate-time curve into two parts. The first is the portion of the curve
between fallout arrival and fallout cessation and the second is the portion over
which radioactive decay takes place. The first portion of the curve covers a
relatively shert peried of time during which passive types of countermeasures
such as shelters would normally be used. The second, decay portion of the
curve, can be used in most of the planning calculations for the active type
radiological countermeasures.

To estimate exposure dose for the first portion of the curve requires
use of the fallout scaling system for computing the arrival and cessation times
and the variation of the ionization rate with time during the period of fallout
deposition. To estimate the exposure dose the second portion of the curve re-
quires only the specification of an appropriate decay curve.

A very useful parameter for estimating exposure doses from an assumed

decay curve is the dose rate multiplier, defined as

DRM = . .. I(t)dt (11.1)
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If a DRM curve is determined as a function of t, the exposure dose, D, for the
time interval from t; to t, after detonation is estimated from

D = 1(1) [DRM(tZ) - DRM (tl)] (11.2)

where DRM(t ;) is the value of DRM at t, and DRM(t,) is its value at t ;.

The use of a single DRM in planning calculations assumes that I(t)/I(1)
is the same at all points in the fallout area. This assumption is known not to
be precisely true. However, the fact that differences in I(t)/I(1) occur does not
invalidate the general use of a DRM function; and, unless the times and doses
are extremely critical for some operation, the use of a single ionization rate
decay (and DRM) curve should not, in general, invalidate the planning estimates
obtained, providing a typical or average decay curve is used.

The DRM curve of Figure 11.1 and Table 11.1 was obtained from the
decay curve of Figure 11.2; the latter includes the equivalent ionization rate
from the decay of about 1 atom of U-239 per fission activated at zero time.
The DRM curve flattens to essentially zero slope at 20,000 hours (2.3 years)
with a maximum value of about 3.95; this is the infinity dose rate multiplier.
For the t *® equation, the infinity dose rate multiplier is 5.0. The DRM curve
of Figure 11.1 is used in all illustrative computations where the dose rate
multiplier is used for estimating either exposure doses or exposure times.

The decay curve of Figure 11.2 was taken from data calculated for a
fractionated fission-product mixture from 8-Mev neutron fission of U-238}
The curve corresponds fairly closely to the curve of Figure 6.1 (see Chapter 6,
Volume 1) for fission product condensations up to 60 seconds after detonation,
except for the addition of the ionization rate contributions from U-239 (and NP-239).

11.2 The Residual Number

The residual number, RN 2, is used as a measure of the effectiveness of
radiological countermeasures; it is defined as the ratio of the exposure dose
that would be received when a countermeasure is used to the exposure that would
be dose received without use of the countermeasure. From a measurement
point of view, the residual numbers are referred to the air ionization rate 3 feet
above the surface of the ground. The residual number also refers to a location,
in the sense that a shelter has a residual number, or that the decontamination
of a given large area results in a given residual number.
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Table 11.1

SUMMARY OF DRM?* VALUES USED TO CONSTRUCT FIGURE 11.1 FROM
INTEGRATION OF THE DECAY CURVE OF FIGURE 11.2

t(hrs) DRM t(hrs) DRM
1.0 -0- 160 3.016
1.2 0.178 180 3.058
14 0.320 200 3.094
1.6 0.436 250 3.163
1.8 0.533 300 3.214
2.0 0.614 400 3.286
2.5 0.776 ‘ 500 3.339

3 0.899 600 3.381

4 1.082 700 3.417

5 1.219 800 3.448

6 1.328 900 3.475

7 1.419 1,000 3.499

8 1.497 1,200 3.540

9 1.565 1,400 3.574
10 1.626 1,600 3.604
12 1.729 1,800 3.630
14 1.815 2,000 3.653
16 1.889 2,500 3.703
18 1.953 3,000 3.744
20 2.009 4,000 3.805
25 2.126 5,000 3.848
30 2.221 ‘ 6,000 3.876
40 2.369 7,000 3.895
50 2.484 8,000 3.908
60 2.577 9,000 3.923
70 2.653 10,000 3.929
80 2.718 12,000 3.937
90 2.773 14,000 3.940
100 2.821 16,000 3.942
120 2.901 18,000 3.944
140 2.965 20,000 3.945

a. Dose Rate Multiplier
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INTENSITY (10-15 R/HR PER FISSION/SQ FT)

Figure 11.2

COMPUTED IONIZATION RATE DECAY CURVE FOR VERY CLOSE-IN FALLOUT FROM A
HIGH-YIELD LAND SURFACE DETONATION BASED ON AN ASSUMED SOIL MELTING
TEMPERATURE OF 1400°C
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{continued)

Figure 11.2
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Figure 11.2 (concluded)
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The effective residual number of a radiological defense system that
includes both shelters for survival and decontamination measures for re-
covering the use of vital facilities and normal living conditions is derived from
the combination of residual numbers for each of the component countermeasures.
The three major component residual numbers are: (1) the shelter residual
number, RN1; (2) the decontamination crew residual number,; RN;; and (3) the
decontamination residual number, RN;.

None of the component residual numbers are simple quantities. A single
individual shelter will have a range of residual number values; the highest value
might apply to a location near a door or vent opening in the shelter while the
lowest value may apply to some remote corner of the shelter. But in a practical
sense, the most useful value of the residual number for the countermeasure
system, or for one of its component parts, is the value that best represents the
reduction in exposure dose of people. Thus, for a shelter, the best value of RN;
is an average value of the RN,'s for the spaces usually occupied.

The value of the decontamination crew residual number, RN ,, depends
on the length of time that each member spends working in a contaminated area,
and on what work he does. For example, at the start of a decontamination
operation, a fire hosing crew would be exposed to 100 percent of the ionization
rate from the fallout. But, after cleaning on the area for some period of time,
the crew may be exposed only to radiation from the fallout in front of them
since the surfaces behind them have been cleaned. The exposure dose of a
motorized sweeper operator, on the other hand, would be increased, relative
to standing in the open, because of the fallout collected in the hopper of the
sweeper.

In any area that contains several different kinds of surfaces for which
different decontamination methods must be used, the value of the decontamination
residual number, RN, depends on the decontamination effectiveness achieved
on each of the surfaces, on the size of the area of each surface, and on the
distance between each surface area and the location for which the residual num-
ber applies.

Normally, the decontamination residual number, RN;, also includes the
shielding effectiveness of surrounding structures and obstructions. For example,
most people spend much of a day's time inside structures; thus, in a decon-
taminated area, their exposure dose would be decreased by both the decontamina-
tion and the structures' shielding -- providing the inside of the structure is kept
clean of fallout. If all surfaces, outside and inside, gradually became uniformly
contaminated with low levels of radioactive material, then the value of RN,
might approach the same value everywhere,
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Many other countermeasures actions could also be assigned separate RN
numbers. Some even attempt to include the effects of wind, rain or snow;
however, in planning radiological defense action requirements it would be prudent
to restrict the planning estimates first to what is required of the over-all
countermeasure system without accounting for outside accidental or non-predic-
table help. The requirements and schedules of the later countermeasure actions
can be revised when--and if--such help appears.

11.3 The Allowed or Planning Dose Restriction

The allowed or planning dose restriction is used in planning and
scheduling as a mathematical parameter for determining the effectiveness of a
radiological countermeasure system or of one of the system's component parts.
In other words, the planning dose is a houndary condition for specifying the
upper limit of the residual number for each (or all) of several possible types
of radiological countermeasures. Mathematically, the restriction may be
written as

D" 2z RN,D, + RN,D, + RND, (11.3)

where the RN's are the same as defined in Section 11.2; D, is the outside
potential exposure dose during the stay in shelter; Dz is the outside potential
exposure dose during the recovery period; and D3 is the outside potential ex-
posure dose (i.e., without decontamination) for the time period after radiological
recovery is completed.

If RN, is sufficiently small, the first term may be neglected and only
remaining terms considered. Also, for persons not engaged in recovery
operations, RN, does not apply, and only the third term needs consideration.
On the other hand, if no radiological recovery operations are accomplished,
RN, and RN, are unity, and only RN, remains to be determined. The value of
D* can be arbitrarily selected, in a mathematical sense, for determining a set
of solutions for the various RN's. But even then each value has some relation-
ship to biological effects.

The real significance of Eq. 11.3 is that, through it, the performance
requirements and cost of the countermeasures can be specified in terms of
biological consequences. Equation 11.3 can be solved only when sufficient
data are available for estimating the six parameters. Equation 11.3 can also
be solved by selecting appropriate values of D* for each of the respective terms
on the right side of the equation. The use of several alternate definitions of
D* is illustrated in the following sections.
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11.4 The Minimum Shelter Stay Time

To estimate shelter stay times for various levels of fallout, without
considering radiological recovery countermeasures (i.e., RN, and RN, are
equal to one}, it is convenient to use an alternate definition of D*. The set of
D* values selected for discussing the dependence of shelter stay time on other
parameters is: 30r in 1 day and 1000r in 1 year. In Chapter 7, the 30r in 1 day
planning dose led to the requirement of an RN, value of 0.0083 (1/120) for the
location at 35 miles downwind from a 1-MT yield surface detonation where I(1}
was 2000 r/hr at 1 hour. For the 2000 r/hr at 1 hour level located at about
6 miles downwind for that detonation, the estimated exposure dose from time of
fallout arrival to 1 day after detonation is 6500r; for this location, the required
value of RN, is 0.0046 (1/216). Since the maximum ionization rate levels from
the 1-MT yield land surface detonation are not much larger than the 2000 r/hr
at 1 hour level (except for a small area in the downwind direciion near ground
zero), a shielding factor of 0.001 would provide sufficient radiation protection
from the fallout produced by about 8 1-MT yield weapons, detonated at the same
location, to keep the exposure dose from exceeding the assumed value of D*.
Thus if shelter spaces with RN, values in the ranges of 0.001 to 0.01 are assumed
to be available for these levels of fallout, it is appropriate to discuss the shelter
stay time. Also, the only relationship in which the shelter stay time depends on
RN, is that given by Eq. 11.3 and the only procedure by which the stay time can
be estimated is through substitution of appropriate values of D* in that equation.

Assuming that the shelter is available and adequate --i.e., D*>> RN,D, -~
the minimum stay time in shelter is determined from the suggested values of
D*, by the time at which the outside exposure dose is 30r in 1 day or 1000r in
1 year. In this definition, the minimum shelter stay time refers to continuous
shelter occupancy and, continuous stay in the immediate area after coming out
of shelter. However, the method for calculating the minimum shelter stay time
can be applied to any assumed exposure period out of shelter.

The computational procedure for estimating the minimum shelier stay
time utilizes Figure 11.1. First the values of DRM are taken from the curve at
several values of the entry time, t., and of t, + A, where At is the assumed or
desired exposure period; second, the values of t, are plotted as a function of
the differences, ADRM, between the DRM values at each pair of times as shown
in Figure 11.3. For occupants of a shelier, the entry time (after detonatior)
may be the same as the shelter exit time; in general, the entry time refers io
the time after attack when entry is made into a fallout area of reasonably high
radiation intensities.
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Corresponding values of the Lrue air ionization rate at 11, 1, (1).
1,(1) = 1.331(1) are then calculated from

I,(1) = D*/ADRM : (11.4)

where ADRM is read from the curve at selected values of t.. The values of
1.(1) for the selected set of D* values. plus those for a D* value of 200r in one
week, are shown in Figure 11.4. The curves show that the D* value of 30r in

1 day controls the shelter-stay time for I, (1) values up to about 1300 r/hr at

1 hour and the shelter stay times up to 250 hours (about 10 days). The 1000r

in 1 year D* value controls the stay time for the higher levels and longer shelter
stay times. The minimum shelter stay time. for an I(1) of 2000 r/hr at 1 hour,
therefore is 690 hours. or about 29 days. The minimum shelter stay time for
the 10,000 r/hr at 1 hour level is 4900 hours. or slightly under 7 months.

The required shelter stay times are extremely long for the higher levels
under the conditions that both RN, and RN; are unity and the value of RN, is
essentially zero. The minimum shelter stay time is decreased when decontamina-
tion is included in the countermeasure system. The shelter stay times for
shelter occupants who are not a member of a decontamination crew are estimated
through Eq. 11.3 by neglecting the RN, D,term. The general expression for
L, (1) then becomes

1,(1) = D*/RN,ADRM (11.5)

Thus RN; is simply a multiplying factor to L, (1) of Eq. 11.4 and Eq. 11.5 can be
evaluated by use of Figure 11.4,

If a shelter stay time no longer than a week is desired then, from
TFigure 11.4, 1, (1) for 30r in 1 day is 670 r/hr at 1 hour; then RN, for the
2000 r/hr at 1 hour location. must be 670/2000 or 0.335. Similarly, RN, for the
10.000 r/hr at 1 hour location (if it exists) is 670/10.000 or 0.067. It is seen
that only by removing 2/3 of the fallout (or less if building shielding is accounted
for), the shelter stay time at the 2000 r/hr at 1 hour location is reduced by a
factor of 4; and. if 93 percent is removed at the 10.000 r/hr at 1 hour location
the shelter stay time is reduced by a factor of 29. Other countermeasure
actions such as evacuation to areas of lower fallout levels. if they are not too
far away, may be employed to shorten shelter stay linc.

For any selection of D*, the minimum shelter stay time increases very
rapidly with I (1) when I, (1) is large, because the gross decay rate of the
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fission products in fallout decreases with time. The slower decay rate at the
longer times after detonation is responsible for the fact that modest values of
RN ; can result in large decreases in the required shelter stay times.

11.5 The Maximum Decontamination Residual Number

The maximum value of the decontamination residual number, RN; , based
on a selected value of D* can be determined in a general way only if a dual set
of D* values are available. One set then applies to the pecple whe are not in-
volved in decontamination operations and the other set applies to the decontam-
ination crew. If only one set of D* values is used, then both RN> and RNz must
be solved for simultaneously. There may be cases, however, where both RN3
and RN3; have compatible values depending on how D* is defined.

The simplest case to consider is where RN; is very small (0.001 or
less). This case is described by Eq. 11.5, which can be rewritten as

D sk
RN, =

" I,(1) ADRM (11.6)

The values of the product, RN;I,(1), are the same as those of I,(1) in Figure 11.4
for the previously stated designation of D*. The lower of the curves can be used
to obtain RN, either for a given entry time as a function of 1,(1) or for a given
value of I, (1) as a function of entry time.

A more conservative definition of D* is to extend the time period of its
applicability; a commonly used definition is to give D* in terms of a limit to
the infinity exposure dose. For this kind of definition of D* Eq. 11.6 is rewritten
as

o
I (1) [3.946 - DRM(t)]

RN, = (11.7)

The values of RN31,(1), assuming the infinity dose of 150r for D* (which
is a conservative planning dose compared to 1000r in 1 yr), are shown in Fig-
ure 11.5. For the location at which I(1) is 2000 r/hr at 1 hr, I, (1) is 2,660
r/hr at 1 hr, t. is one week, and D* is 30r in 1 day, then residual number,

RNj, is 0.25; the selection of 150r to infinity for D* gives an RN; value of 0.062.
For an entry time of 2 weeks, the two respective values of RN, are 0.55 and
0.079. These different values of the maximum, or required, decontamination
residual number indicate its dependence on both the definition of D* and on the
entry time.
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To investigate the relation between RNy and RN; for the cases where
RN is not negligible without first computing a wide range of D; values from the
time-of-arrival curves from different yield weapons, requires an assumption
about the fallout arrival for estimating D. The assumption used here, for a set
of illustrative computations, is that the ""effective' fallout arrival time is one
hour after detonation. This assumption is more valid for a given downwind
distance than for a stated value of 1(1); it represents approximately the locations
in the fallout area along a line perpendicular to the downwind direction of the
fallout pattern.

It has already been shown, for the successive allotments of 30r in 1 day
at two different times after detonation at the 2000 r/hr at 1 hour locations 6 and
35 miles from the 1-MT land detonation, that the values of RN, and RN; were
not interdependent. In other words, the value of each residual number was
determined separately from the definition of D*. This independence of RN, and
RN, on the value. of each other will always result when the value of D* is given
as a l-day exposure dose and the entry time is more than 1 day after detonation.

For the 1-hour effective fallout arrival time, and the 30r in 1 day
definition of D*, the required shelter residual number is

RN, = 14.1/1,(1) (11.8)

and, for entry times less than 1 day,

RN, + RN, = 14.1/I,(1) (11.9)

For I,(1) values as high as 30,000 r/hr at 1 hour, RN, values, according to

Eq. 11.8 of about 0.005 (1/2,000) are required. Since the RN, values are de-
termined from the definition of D* and the DRM curve derived from a decay
curve, the short-time definition of D* will usually control the required value of
RN,. For example, if the exposure dose is 30r in first day after fallout arrival,
the exposure dose is less for any succeeding day and is always less than 1,000r
in a year, for a given value of RN, .

For the 1,000r in a year value of D*, the values of RN, and RN ; do depend
on each other (except for shelter stay times or entry times of a year). The

interdependence of RN, and RN, for this definition of D* and the 1 hour effective
arrival time, is given by

1000/1,(1) = RN, DRM(t) + RN (3.946-DRM(t) ) (11.10)
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The maximum values of both RN; and RNy from Eq. 11.10 will be the limiting
values of the two residual numbers only for the higher values of I (1) and for
the lower values of RN, because of the prior restriction of the D* value of 30r
in 1 day. The values of RN, and RNjy obtained from the combination of the two
definitions of D* are given in Table 11.2 for an entry time of 2 weeks.

The characteristic solution of Eqgs. 11.9 and/or 11.10 is that no solutions
are possible for RN, values greater than about 0.01, and, for RN, values less
than 0.01, the no-solution cases slide to higher values of I (1) as RN, decreases.
Also, no decontamination is required for fallout levels less than 1,000 r/hr at
1 hour where solutions are possible. But at the higher levels of I, (1) for each
RN; value, the required RNj3 value goes to zero at the point where no solution
is possible. If entry times earlier than 250 hours are considered, RN, is
controlled by the 30r in 1 day D* value.

From the RN 3 requirements of Table 11.2, it is clear that the excessively
large 1,000r in 1 year planning dose can be met by use of the available radio-
logical recovery countermeasures. But it is preferable, when possible, to
minimize the exposure dose. To investigate the requirements of the more con-
servative planning dose, the values of RN; and RNz, for a D* value of 150r to
an infinite time (2.3 years) were determined for the one hour effective arrival
time. The boundary condition for this definition of D* leads to

150/1, (1) = RN, DRM(t) + RN, [3.946 -DRM(t)] (11.11)

For the exposure doses calculated for 35 miles downwind from the 1-MT yield
detonation where I,(1) = 2660 r/hr at 1 hour, Eq. 11.11 becomes

150 = RN, D, + RN, (8460 - D,) (11.12)

The values of RNz calculated from Eq. 11.12 at several selected entry
time values and RN, values are listed in Table 11.3. The RN, values less than
zero are indicated as giving no feasible solution of Eq. 11.12; these, in general,
occur for RN, values less than 0.01, except at the early entry times. Also, the
RN, values required for the 150r infinity dose for D* are essentially a step
function, with respect to their change with RN, ; there is only a small increase
in RN, as the value of RN, decreases from about 0.01 to 0.0005.

The calculations for the 150r infinity dose also show that, if RN, is
sufficiently low, decontamination countermeasures with RN; values between 0.02
and 0.06 would permit entry times from 6 hours to 1 week after detonation for
fallout levels of 2,000 to 3,000 r/hr at 1 hour. The exact entry time possible
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would depend on both the planning dose for the decontamination crews and on
the time it would take to carry out the decontamination procedure.

11.6  The Maximum Exposure Period for Recovery Crews

The maximum exposure period, designated asAt,(maxj}, is the longest
decontamination working-time that is calculated for a given value of the crew
exposure dose. In planning calculations, At (max) is the difference between the
entry time and the decontamination starting time.

To defermine At,(max}, for a given decontamination operation, through
Eq. 11.3, usually requires prior specification of the values of RN; , RNg, and
RN; and of the decontamination working-time to achieve RN;. The only general
case for which determinations of At (max) would be useful are those where the
value of RN, (for the decontamination crews) is small. In this case, the im-
portant parameter of Eq. 11.3 for evaluating At (max) is RN;; the value of RN,,
in turn, depends on the value of RN,, on characteristics of the area being
decontaminated, and on various characteristics of the decontamination pro-
cedure(s). Important procedure characteristics include such factors as the
rate of application, the efficiency of the method, equipment shielding, and the
scheduling -sequence of the method.

A few of the considerations involved in estimating RN, are illustrated
by calculations, such as those used by H. Lee’, for a simple decontamination
procedure in which a firehosing crew decontaminates a circular paved area
about 500 feet in radius (800,000 sq ft). If the 5-man crew operates at a rate
of 30 man-minutes per 10* feet (1,670 sq ft /min), about 480 minutes, or 8 hours,
zre required to decontaminate the area. The crew siarts the decontaminaiion
in the center of the area where it is initially exposed to the ionization rate,

I(t'- then, as the crew works outward from the center, the ionization rate to
which it is exposed decreases because of the increase in the central clean area.
When a cirecle with a radius of about 150 feet is cleaned, the crew is no longer
exposed to radiation from the fallout that lies outside the cleaned area and
directly across the diameter of the circle’ By the time the clean area is ex-
panded to about half the total area to be cleaned (i.e., to a radius of about

350 feei, the crew is exposed mainly to the radiation from particles lying on
the surface area thai is nearest to the crew but is outside the cleaned area.

Assuming that, during the decontamination, the decrease with time of
1ty i3 linear for the first half of the total working-time, and that, for the second
half of the working-time, 50 percent of the exposure dose is from radiation from
the clean area and 50 percent from the uncleaned area, then the ionization

[97]
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rate to which the crew is exposed during the operation is

Uit = 0 [1 - Q-RNg)/,), £ = 0t01/2 8, (11.13)
and
(1) = (I{t)/2) [1 + RN3] .t = 1/2¢t, tot, (11.14)

where t, is the time required to carry out the operation. If I(t) is assumed
constant over the period, the exposure dose during the decontamination, from
integration of I(t)dt, is

RN,D, = (5 +3RN;) I(t)t,/8) (11.15)

And, since I(t) t, is the approximation of D, , the decontamination crew residual
number is

RN, = 0.62 + 0.38RN;, (11.16)

Other ways of estimating RN, for different decontamination methods,
and some experimentally derived values of RN,, are given in Chapter 12.
However, Eq. 11.16, for the assumed decontamination procedure, shows the
dependence of RN, on RN; and is used to further illustrate the computational
methods and concepts regarding the application of RN, in estimating At ;(max).
If equipment shielding is considered for a method, the first term on the right
of Eq. 11.16 is replaced with 0.62A ., where A, is the attenuation factor for the
equipment operator.

If the decontamination crew(s) are to occupy the decontaminated area
for a long time after t., the decontamination residual number, RNj, that they
must achieve is determined by substitution of Eq. 11.16 for RN, in Eq. 11.3
and setting RN, D, equal to zero. The upper-limit value of RN; is then

i D= - 0.62 A, D, 1117
RN, = (11.17)
D, + 0.38 A D,

where D* is the planning dose from the starting time of decontamination to
infinity.
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1f a special, or emergency, planning dose is prescribed for either the
whole decontamination period or some portion of it, then the planning dose re-
straint can be expressed as

D# = R'NZ ]D2 (1118)

or, with Eq. 11.16, as

D# = (0. 62A, + 0,38 RN, ) D, (11.19)

for the ahove described operation. The planning dose of 30r in 1 day would be
almost a special planning dose if the decontamination crews had good shelters;

_in the above illustration, this situation would be almost the same as 30r in 8
hours, provided the crews returned to shelter or to the center of the cleaned
area for the remaining 16 hours.

When the starting time of a decontamination operation is based on a
8-hour definition of the planning dose with a 16-hour non-exposure following
period, the planning dose could never he exceeded on any following 8-hour work
day unless the crews were sent to areas having higher fallout levels. For crews
and methods involving equipment that could he operated longer than 8 hours, D*
could be defined for a somewhat longer time, And if three shifts of operators
were avaijlable, continuous operations could actually be maintained, the same
planning dose can be used in estimating both At, (max) and the starting time of
a recovery operation.

If the value of RN, in Eq. 11.19 is less than about 0.1 for a given method,
the small contribution of 0.38 RN, can be either added to 0.62A, as a constant
or neglected; for these cases, the maximum value of I, (1) for starting decon-
tamination at the time after detonation, t ,,., can be estimated from

1.52 D=
(1) = ——/———— 11.20
2(1) A ADRM(8h} ( )

where ADRM (8h) is the difference in the dose rate multiplier for a time period
of 8 hours. To determine I,(1) from Figure 11.3, the value of tg,, for
Eq. 11.20 is the same as t, of Figure 11.3.



The definition of D* in Eq. 11.17 for a time period from t, .. to infinity
requires solving for the maximum exposure period of decontamination from a set
value of ADRM values given by

D¥ - RN,D, )
ADRM = (11.21)
A, L, (1) (0.62 + 0.38 RNy)

The value of RN, in Eq. 11.21 must satisfy the planning dose restrictions
set for both the decontamination crews and the remainder of the population that
does not participate in decontamination. If the planning dose for general
population is lower than that for the recovery crews, then the planning dose for
the population is used to determine the value of RN; . This is done separately
through Eq. 11.11. A further constraint on the exposure of crews during
decontamination is to assign no more than a stated fraction of the planning dose
to the recovery period. For example, if 0.5 D* is selected as this fraction,
150r to infinity for D*, 2660 r/hr at 1 hour for L, (1), 0.05 for RN, (as required,
according to Table 11.2, for an entry time of about 4 days with RN, values of
0.001), and 1.0 for A, then the difference in DRM for the maximum exposure
time for the crews is

ADRM = 0.044 (11.22)

The maximum exposure periods for the conditions of Eq. 11.22 are de-
termined from the dose rate multiplier curve as follows: (1) select a series of
possible values of tge.; (2) read the DRM value for the t. value equal to the
selected t;,. ; (3) add 0.044 to DRM; (4) read the time, t., for the new value of
DRM; and (5) plot the difference in the two times, At, (max), as a function of
tyec - The values of Atg(max) for both Eq. 11.22, and of I,(1) for Eq. 11.20, are
plotted as a function of t,,, in Figure 11.6. Both curves assume that no
decontamination is started before fallout cessation, even though the initial parts
of the two respective curves start at about 2 hours and 10 hours after detonation.

For the planning dose of 30r in 8 hours the decontamination starting
times are not dependent on the time required to do the decontamination. From
the I,(1) curve, the starting time for 2660 r/hr at 1 hour is 150 hours
(6-1/4 days). The D* value of 75r for the decontamination crews during recovery
results in specified longer maximum exposure periods for carrying out a
decontamination operation the later it is started. An 8-hour decontamination
job, for example, could be started at about 77 hours after detonation and the
entry time would be 85 hours after detonation.
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11.7 The Minimum Entry Time with Decontamination

The minimum entry time for an area that has been decontaminated are
determined directly from the RN; value derived from a definition of the planning
dose, the value of RN, for the various decontamination crews (and the crew
planning dose), and the efficiency of the selected decontamination methods.

To illustrate the relationship among the various parameters on which
the minimum entry time with decontamination depends, several equations and
computations are summarized below for the following assumed planning conditions:

1. 1,(1) = 2660 r/hr at 1 hour
2. The surface to be decontaminated is 10" sq ft of asphalt pavement
3. The methods available are either one Wayne model 450 street

- sweeper or one 5-man firehosing crew

4. Both the decontamination crew and the population that will occupy
the area after decontamination are assumed to have good shelters
so that the exposure dose of RN, D, can be neglected

5. D* for the population is either 30r in 1 day (1000r in 1 year) or
150r from entry time to infinity (2.3 years)

6. D* for the decontamination crews is either 30r in 8 hours, or 75r
for the entire decontamination operation

7. The shielding attenuation factor, A, , is assumed to be unity

8. The effect of building shielding on the value of the parameters is
not considered .

Equation 11.19 is used in this example for estimating RN, rather than
the simplified form given by Eq. 11.20. Since [, (1) is defined and the decon-
tamination starting time depends on RN, , it is convenient to derive the decontam-
ination starting time, for arbitrarily selected values of RN; , irom

0.0113
ADRM(8h) = (11.23)
0.62 + 0.38RNj,

and the curve of Figure 11.3 for a At,,. of 8 hours. Equation 11.23 is a rewrite
of Eq. 11.19 with D* equal to 30r and I,(1) equal to 2660 r/hr at 1 hour.
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Application of the decontamination efficiency equations and other data of
Chapters 9 and 10 in estimating the decontamination effectiveness requires an
estimate of mass of fallout particles per unit area for the selected value of
L. (1), which is the same as an I(1) value of 2000 r/hr at 1 hour. The fallout mass
surface density is obtained from the M, (1) values of Table 6.8 (see Volume I) for
a 1-MT surface detonation; M, (1) is about 4.7 (mg/sq ft)/(r/hr at 1 hour). Hence

y = I{1)M, (1) = 9.4 gm/sq. {t. (11.24)

The decontamination equation constants for firehosing are: 3K, = 1.26,
and Ry = 2.00; M*, from Eq. 9.2 and Table 10.2, is

M# = 0.070 y*©3 (11.25)

The decontamination equation of the fraction remaining (from Eq. 9.23) for
firehosing is then

1/3
F = 0.0305 + 0.969 ¢ 226 E (11.26)

For the 10° sq ft area, the working time associated with the effort, E, in man-
min/10* sq ft, is

Aty (hrs) = 0.33E . (11.27)

The decontamination equation constants for the motorized sweeper are:
K=0.330, R, = 1.95, k; = 0.025, and M* = 0.287. With these constants, the
equation of the fraction remaining (from Eq. 9.15) for motorized sweeping is

F = 0.0436 + 0.996e"0-330E (11.28)

The time of operation associated with E in Eq. 11.28 for the area is

Aty (hrs) = 1.67E (11.29;



If other crews decontaminated the area around the periphery of the
selected area to the same degree as the selected area is decontaminated, then
the F values of Egs. 11.26 and 11.28 can be replaced by RN,. Otherwise, due
to the radiation from surrounding contaminated areas, the F values would only
approach the defined values of RN, for the central portion of the cleaned area
(providing the width of the area is more than about 300 ft).

In real planning estimates, the decontamination working times computed
from such Egs. as 11.27 and 11.29 are not used as the estimate of the total
decontamination time; equipment set-up times, delay times of one sort or another,
the time spent in running the sweeper to and from a dumping area, and the time
required to assemble the crews must also be included. The value of At,.. that
is directly related to E, then, is the actual time spent by the crew in doing
decontamination work. For the illustration, these additional times are neglected.
The purpose of the calculations here is merely to show the nature of the
mathematical solution. The additional times depend a great deal on local con-
ditions such as where the hydrants are, how far away the dumping area is, and
how fast a crew can assemble its equipment and put it into action. For the
firehosing, it is assumed that storm drains are located about 200 feet apart to
eliminate consideration of variation in the remaining level with distance of
travel (see Chapter 10).

The computated values of various decontamination parameters, for
cleaning the 10° sq ft area of asphalt pavement by firehosing and motorized
sweeping at selected values of E, are summarized in Table 11.4 (assuming that
the F values of Egs. 11.26 and 11.28 are equal to RN, of Eq. 11.23). The derived
values of {,,, are based on a D* of 30r in 8 hours to the crew having no equip-
ment shielding.

Actually, the calculation for Table 11.4 is more elaborate tha~ is usually
necessary. In firehosing, for example, there is a practical limit in forward
speed for moving the bulk of the particles along; the fastest forward speed used
in the data from which the decontamination equation constants were derived was
about 70 ft/min for an area 40 feet wide. Thus, assuming that the same surface
coverage could be obtained at twice that forward speed for a 50 foot wide strip,
then the maximum forward speed would be about 150 ft/min, or an area coverage
rate of about 7500 sq ft/min; with this rate as a maximum, the shortest time for
cleaning the 10" sq ft area would be about 2 hours.

The Wayne 450 motorized sweeper with a 58 inch broom could be operated
to sweep strips that average about 4.5 feet in width; thus, in sweeping the 10"
sq ft, the sweeper would travel 42 miles. At 5 mph it, would sweep the area
once in 8.4 hours or twice in 16.8 hours. In a higher gear, traveling at 7.5 mph,
the shortest time for one cycle over the area would be 5.6 hours. Thus, with
set speeds, only certain values of F and E are possible. Other values of F and
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E could be obtained by deliberately spacing the sweeping passes so that some
of the area is missed; or, on the second cycle, all the additional effort could be
used in resweeping hot spots or spills from the first cycle.

The RN, values required for a D* of 30r in 1 day for the population and
for 30r in 8 hours for the crew members are given as a function of entry time
in Figure. 11.7. The exact solution of the entry time, the decontamination starting
time, the effort required, and the required value of RN, are determined from the
intersections of the decontamination RN, {or F) curves with the curve based on
the planning dose for those occuping the area after t,.

The R’N3 curves for the two decontamination methods show the dependence
of RN, on the dose to the crew for an 8 hour period. All points on the curves,
except the point for a At,,. of 8 hours, are not precisely correct for 30r in 8
hours to the crew; for At,,. values less than 8 hours, the exposure dose will be
less than 30r, and, for At,,. values greater than 8 hours, the exposure dose of
the crew will be greater than 30r, unless the operators are replaced after 8
hours work, as mentioned previously.

For the particular value of I, (1) chosen, the earliest entry times
achievable with decontamination giving lower RN, values than required by the
population planning dose. Thus, firehosing by a crew of 5 men for about 3 hours
would permit an entry time of ahout 163 hours (6.8 days) at an RN; value of 0.1
which is about a factor of 2.5 less than required. The earliest entry time with
motorized sweeping by one man would be obtained with about 2 sweeping cycles
at an entry time of 175 hours (7.3 days). The normal entry time without
decontamination, based on a D * of 1000r in 1 year for an I, (1) value of 2660 r/hr
at 1 hour, is 1250 hours or 52 days.

The entry times and RN, values for a D* of 150r from t. to infinite time
for the occupants of the area, 75r to each crew member during the decontamina-~
tion work, and the decontamination efficiency curves for the two methods are
shown in Figure 11.8.

The RN; values for the D* value of 150r from te to infinity are calculated
by dividing the curve of Figure 11.5 by 2660. The decontamination RN; values
are obtained by using the appropriate F and Aty values of Table 11.4; the
corresponding values of t, are determined by summing the paired values of
Atye. and t,,, from Figure 11.6. The more conservative planning dose (150r
from t. to infinity) requires more thorough decontamination; however, the
slightly more liberal planning dose for the decontamination crew members
permits a solution for t. that is even lower than the te of Figure 11.7.

To achieve an RN, value of 0.05, with firchosing and an entry time of
100 hours (4.2 days), the decontamination working time is 10 hours. For this
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Figure 11.7

ESTIMATED CLEARED AREA ENTRY TIME AND REQUIRED VALUE OF RN, FOR
FIREHOSING AND MOTORIZED SWEEPING DECONTAMINATION OF 10¢ SQUARE FEET
OF ASPHALT PAVEMENT, WHERE | (1) IS 2660 r/hr AT 1 hr AT 35 MILES DOWNWIND
FROM A 1-MT Y| ELD DETONATION, °ASSUMING A WIND SPEED OF 15 MPH
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effort, the forward speed of decontamination, for a 50 foot wide pass, would be
about 33 ft/min. To achieve an RN, value of 0.06, with the motorized sweeper,
and an entry time of 160 hours (6.7 days), about 21 hours of effort are required.
‘This effort is equivalent to 2.5 cycles over the area at 5 mph. The 150r infinity
planning dose without decontamination (see Figure 11.5) would require occupying
a perfect shelter for about 6700 hours (280 days) at an I, (1) value of 2660 r/hr
at 1 hour.

The difference in the RN; curves for each of the iwo methods, as shown
in Figures 11.7 and 11.8, respectively, shows the strong influence of both the
time~-period of application and the level of the planning dose for the decontam-
ination crews on the entry time, that is, the time when decontamination is com-
pleted and/or when permanent shelter exit can occur. For the short-time
definition of the planning dose (see Figure 11.7), where earlier entry times are
possible at the intermediate values of RN; than are possible for either higher
or lower values, the influence of the two factors on the entry time is quite large.
For the short-time definiticn, an optimum entry time and effectiveness occurs
for each decontamination method. For the 75r exposure dose, as Figure 9.8
shows, t, increases as RN; decreases at all values of t, because the time-period
for the 75r exposure dose of the decontamination crew(s) is not specified.

In the illustration, the decontamination methods and values of other
parameters were selected and then the entry times were calculated. The reverse
computation can also be made hy selecting desired entry times first. The
required RN, values are next determined. The decontamination effort required
to achieve the RN, values is then calculated.

In any combination of selected variables, however, the lower limit of L.
will always be determined by the planning dose for the decontamination crews,
and how the dose expenditure is scheduled by short-term exposures «nd by rota-
tion of crews In planning calculations, adjustment of the major parameters to
appropriate values, as needed to obtain a desired solution of compatible values
of RN, and t_, usually provides means for realizing the desired solution.
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Chapter 12

TARGET ANALYSIS PROCEDURES

12.1  The Target Complex Unit

A target complex is some real designated local area for which a radio-
logical countermeasure system is to be designed. The target complex unit is
a part of the target complex whose size is determined by the convenience of
formulating plans for a set of integrated and self-contained countermeasure
actions that can be carried out under local operational control. Thus, a target
complex may be a city, a military base, or other large area; a target complex
unit could be a factory, a city block or blocks, or some vital portion of a
military base needed for carrying out the mission of that base.

A radiological analysis of the designated target complex units is made to
develop data in the formulation of plans for countermeasure systems that con-
sist of shelters for the emergency (transattack) phase and decontamination for
the radiological recovery (postattack) phase. The analysis should provide
information for. (1) designations of shelter locations for all people in the unit,
and (2) plans for the recovery of target complex units.

The selection of target units for radiological analysis is made on the
basis of the need of the resources in the unit for (1) continued sustenance of
nearby survivors and (2j acceleration of the recovery of the nation, (see
Chapter 7). Thus, if a particular target complex unit contains a utility plant.
warehouses containing food and/or medicine, governmental offices, a factory.
or other important facilities and receives sufficient fallout to make its operation
hazardous to the operating personnel. decontamination of that complex unit may
be assigned as a priority countermeasure action

Radiological analysis of target units, therefore, is specifically concerned
with obtaining input information for determining what decontamination methods
can be used or are needed, what entry times might be achieved for different
levels of fallout, and what the schedule of actions should be to make the counter-
measure system operate successfully.



12.2  The Role of Shelter in Badiological Countermeasure Systems

The role of the shelter in radiological countermeasure systems is
discussed briefly here only to define, in a descriptive way, a shelter as a com-
ponent of the system. Engineering details of shelters and shelter equipment
are outside the scope of this discussion; they are discussed in other literature.

Conceptually, a description of the so-called ''fallout" shelter is derived
from the requirements for (1) human survival during the emergency phase
during and after nuclear attack when the radiation levels from fallout are highest,
and (2) radiological recovery in the postattack period.

The protective requirements for keeping the exposure dose to a low
amount during the earlier times after attack have been specified in terms of
the shielding residual number of shelters, RN, . But, since the exposure dose
from fallout accurnulates with time, and because such doses may, in some
locations, have high accumulations at rather long times after detonation, the
shelter must be occupied continuously for an extended period of time after
attack to achieve the computed (potential) RN, value of the shelter. Thus, a
shelter, to provide protection from nuclear radiation, must be designed to
accommodate people for time periods that may be counted in days, weeks, or
months. Therefore, to assure a degree of survival in a shelter that is consis-
tent with the protection from radiation exposure during this period, a number of
shelter habitability requirements arise.

A shelter, to protect against the nuclear radiation from fallout, must
have: (1} a specified capability for attenuating gamma rays defined by its
shielding residual number and (2) a specified number of basic habitabilitv
features for human occupancy over an extended period of time. In other words,
entry-ways and openings into a shelter must be designed to provide : - eyuate
shielding and to prevent the entry of fallout particles. For protection against
only nuclear radiation, the structurai part of the shelter need be no stronger
than is needed to support the required shielding material.

The design characteristics of a shelter that provide protection against
the thermal and blast phenomena (as well as against nuclear radiations) of
nuclear detonations are (1) shielding, (2) adequate closure features, and (3)
structural strength. For sheliers located in the more densely populated areas
where secondary thermal effects, large-scale fires, and possibly fire storms
may occur, other design features may be important. As an example, a shelter
designed to provide more than merely protection against nuclear radiation in
such areas must have facilities for: (1) sealing the shelter from inside, (2)
removing carbon dioxide, and (3) supplying oxygen or air for about 8 to 12 hours.
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The basic habitability requirements of a shelter include: (1 ventilation,
mainly for removal of body heat and moisture; (2} water, and food supplies.
{3, hotel facilities, and (4} first aid supplies. The operational aspect of shelter
habitability includes: (1) availability of large group shelters, (2} availability of
shelter management and control procedures, and (3) availability of a postattack
recovery plan and an organization capable of initiating social and economic
recuperation within the target complex.

The radiological countermeasure system should provide group shelters
for decontamination crews located, when possible, in or near the target complex
unit so that erews have convenient access to the unit and to decontamination
equipment. These group shelters should also have space for a monitoring crew,
and should be provided with portable instruments, communication equipment to
relay or obtain information for the preparation of recovery schedules (or for
deciding which schedule to use if several alternate ones had been prepared},
minimal equipmeni for personnel decontamination, and other needed supplies in
addition to the normal shelter requirements. These group shelters should
provide as high a level of protection against all effects of a detonation as is
consistent with the survival of all the people (or the vital facilities} in the target
complex unit itself.

Any existing structure that has, or is remodeled to have, the described
protective and hahitability features is considered a shelter as far as the
countermeasure system is concerned. The same is true for specially built
structures, whether they are shelters for small or large groups.

12.3 Description of Analysis Procedures

Since the major purpose of a radiological target analysis is to supply
information for planning a radiological countermeasure system for a target
complex unit, the analytical methods, as mentioned in Chapter 10, must consider
the influence of both the radiation source geometries and the structural shielding
on the ionization rates within the complex unit. Although a radiological target
analysis provides data that is useful in specifying shelier requirements, only
those used in planning recovery actions are discussed. The analytical methods
given here are essentially those developed by Strope and Laurino® and by Lee?
with some changes to generalize their application to a variety of target complex
unit types.

One of the methods, called the point-location analysis, is designed to
develop radiological information for specified locations in the target unit. The
other method, called the unit-average analysis, is designed to develop radio~
logical information applicable to the whole target complex unit. Many point-
location analyses provide, in detail, the same information as the unit-average
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analysis. Usually, some point-location analyses are actually required in
making the unit-average analysis.

In both methods, exposure doses to persons in a specified area are
estimated with respect to an assumed, or planned, countermeasure system. The
mathematics of the methods of analyses, therefore, is designed to provide a
means of estimating the over-all effectiveness of a proposed countermeasure sys-
tem or of a component part of it. The analyses also identify which parts of the
system might be either inadequate or superfluous.

As shown in Chapters 8 and 10, the decontamination effectiveness, in
terms of the fraction of fallout remaining after decontamination, depends on
the method used, the amount and type of fallout deposited, the effort applied
during decontamination, and the type of surface. In turn, the feasibility of using
a given method depends on the availability of the required equipment, supplies,
and manpower. However, the detailed manner in which the method is applied
depends on information from the target complex unit analysis in the form of a
decontamination operations plan. In developing the plan, the target unit data that
are gathered first include the various types of outside surfaces in the unit, their
locations, and the total areas of each type of surface.

Most target units contain, in various configurations, several major types
of exposed surfaces. When the surface types, surface configurations, and total
area of each has been determined, appropriate comhinations of different
decontamination methods needed to recover the area can be established. Then,
as the radiological analysis identifies which types of exposed surfaces pre-
dominates, either area-wise or with respect to the amount radiation that a sur-
face contributes to a given location, further definition of possible method
combinations can be made. The final selection of the procedures and schadules
is based on: (1) the entry time achievable, (2) the amount of availabl eyuipment,
supplies, and manpower; {3} the location of these resources; and (4) the state of
organization and training of the available manpower.

The method of computing exposure doses in both methods of target
analysis is discussed in Chapter 11. The dose accumulation over time is
separated into three time periods: (1} the dose from time of fallout arrival to
the decontamination starting time, (2) the dose ¢ ring decontamination (i.e.,
radiological recovery), and {3} the dose after the decontamination process is
completed. The second time period is eliminated for persons not involved in
decontamination.

The potential exposure dose at a given location is calculated for two periods
of time: (1} the dose from fallout arrival to fallout cessation and (2} the dose
from fallout cessation to any later time. The feasibility of the countermeasure
system is evaluated, in general, by use of Eq. 11.3. The measure of effectiveness
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of the system is determined by the ratio of the exposure dose when the system
is used to the potential exposure dose (i.e., the residual number); the most
effective system has the lowest residual number.

In both the point-location and the unit-average method of computation, a
detailed chart or map of the target complex unit is prepared. The chart shows
all structures, streets, fences, paved and unpaved ground, trees and large shrubs,
utility lines, and any other special features such as the location of shelters.

From the chart, the types of exposed surfaces and the gross area of each surface
are tabulated.

12.4 Methods for Estimating Relative Ionization Rate Contributions

In the point-location analysis, where interest is focused on the radiation
at a few locations, estimates of the relative contribution of radioactive sources
on nearby surfaces to the radiation at each location are made using the inverse
square law (without inciuding build-up factors). With the inverse square law,
the analytical computations are easily and quickly carried out and, in most cases,
provide sufficiently accurate information for preparing decontamination plans
and schedules. If more accurate information on the nuclear radiation entering
important structures is desired, computational methods such as given in the
OCDM National Plan Appendix Series®: ¢ or described by Donovan and Chiiton®
can be used.

The inverse square law for a plane circular radioactive source area,
neglecting the variation of the air attenuation with distance, is given by

0

Xa

I, = I, f dOrdr (12.1)

e, h¥+r?
1

where I; is the unattenuated intensity, or ionization rate.from the sources on
surface j as observed at the height, h, over the center of the area; I, is the
intensity at the contributing surface and is proportional to the intensity emitted
per unit area of the surface; r; is the distance to the near edge of surface j;

T, is the distances to the far edge of surface j; and # is the angle subtended by
the sector width of the area of surface j. The standard procedure, for an ex~
tended open area covered uniformly with fallout, is to use 3 feet for the value of
h as the reference height for whole-body exposure to gamma radiation. It is
also usual practice to assume I, to be the same for all surfaces within the
circular area.

Data from Operation Plumbbob fobtained with a directional probe, show
that the intensity contribution from sources more than 300 feet from the probe
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at a height of 3 feet is negligible for an open land surface with some shallow
gullies and sage brush cover. For the open-field type of contaminated area, the
integral of Eq. 12.1, for h equal to 3 feet and for a radius of 300 feet, is then

I, = 28.9 1 (12.2)

o0

Equation 12.2 is used as the open field or infinite field air~attenuated
ionization rate for a uniform distribution of radioactive sources (i.e., fallout
particles) over the area. It may be noted that attenuation due to both an average
surface roughness and an average thickness of air is included in the intensity
value of 28.91,.

When material more dense than air intervenes between the surface area
j within the area of circle with a 300-foot radius and a detector at its center, the
right side of Eq. 12.1 is multiplied by an attenuation factor, A i for the material
interposed between the jth surface and the detector. The evaluation of Eqg. 12.1
for each surface out to a distance of 300 feet, assuming I_ to he the same for all
surfaces, is used to define a contribution factor, (cf);, for each surface considered
which is given by

I, LA £ (0, )
(cf); = 211 =2 ’I’ (12.3)

where f;(¢0,r) is the integrand of Eq. 12.1 and I is the sum of the I; contributions.

If the various surfaces are decontaminated and the fraction of radiition
contributed by the jth surface after decontamination is F; of the fractinn it
originally contributed, then the fraction of the initial ionization rate rcmaining
at the location of interest is

RN, = Z;F,(cf), (12.4)

Equation 12.4 is applicable only to the case where the radionuclides are
not fractionated during the decontamination process. Also, the value of RN, in
Eq. 12.4 applies only to the location for which it is evaluated.

The average, or effective, shielding attenuation factor for the location of
interest, AJ, is defined by

(12.5)



in which KJ is evaluated relative to the open-field ionization rate (i.e., at 3 feet
above an extended contaminated area). The residual number, RN}, for the
location of interest, with respect to the open field ionization rate after decon-
tamination, is therefore given by

RN? = K}RNa (12.8)

Thus when the intensity is expressed as an open-field ionization rate (as it is in
the fallout model scaling system), the shelter stay times or entry times, and
other countermeasure effectiveness requirements are computed by use of RN;,
However, when the intensity is determined from ionization rate measurements at
the location of interest in the target compliex unit, the operational data are
calculated by use of RN, of Eq. 12.4. Monitoring data give the quantity [ rather
than1 .

In the unit~average analysis, the estimate of RN, might include con-
sideration of the fraction of a day's time spent in an area where the average
fraction of radiation remaining after decontamination is F j» O,

RN; = Z;7;A;F, (12.7)

in which =+, is the fraction of the time spent in the area j, AJ. is the average
shielding attenuation factor for the area, and T, is the average fraction of
radiation remaining on nearby contributing outside surfaces.

The value of F—j is estimated from a sum of the individual surface F,
values multiplied by the fraction of the total area decontaminated that consists
of the jth type of surface. If individual persons' movements are known, Eq. 12.7
can be used to estimate an RN, value for these people. In some cases it is con-
venient to simplify the solution for RN; further; this is done, in Reference 1,
by finding a controlling RN, defined as

RN; = F,(max) (12,83

In this case, all estimates of entry times and decontamination starting
times are based on the most difficult surface to decontaminste. While this
method results in more pessimistic estimates of the operational parameters
than the other methods, it is by far the simplest one to use computationally.
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12.5  Analysis of a Simple Residential Area Target Complex Unit

To illustrate the use of the target analysis methods, especially the point-
location method, a minimum sized idealized target complex unit is analyzed
here. A minimum-sized target complex unit consists of all buildings and areas
within a distance of about 300 feet from the center of the location of interest. If
an area, rather than a single location is considered, the perimeter of the target
complex unit is 300 feet away from the perimeter of the central area.

In the illustrative analysis, the following area dimensions and character-
istics are assumed:

1. The target complex unii consists of residence lots and streets.
It is 1 block long and 1-1/2 blocks wide. It includes two 50-foot
wide streets and two 12-foot wide alleys lengthwise. One of the
two streets is on the edge of the unit. One 50-foot wide cross-
street is at one end of the unit. The outside dimensions of the
unit are 708 by 556 feet.

2. Each lot is 50-feet wide and 150-feet deep. There are 13 lots
the length of the block, or 39 in the target unit.

3. The houses, each 25 by 50 feet, are light wood frame structures,
including garages, and are set back 30 feet from the street. The
narrow side of each house faces the street; the longer side is
12-1/2 feet from the side of the lot.

4. The roofs of the houses are essentially flat, made -of tar z2d
gravel, and are at a height of about 15 feet from ground level.

5. Sidewalks along the street are 4 feet wide.

6. The driveways and walks from the street to each house have an
area of 17 by 26 feet.

7. The front and side yards consist of lawns, flower beds, and small
shrubs; the back yards are fenced and contain mostly plantings of
flowers, lawns, shrubs, and trees.

In the illustrated analysis, three locations of interest were selected
initially for treatment. These are: (1) a location at 3 feet above the center of
the first floor of the house nearest the center of the target unit, (2) a location
3 feet above the roof of that central house, and (3) a location 3 feet above the center-
line of the street directly in front of that central house. The latter two locations
were selected mainly for purposes of estimating decontamination crew doses.
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The calculated I, /1, values for the first floor of the central house
“location are summamzed in Table 12.1., The attenuation factors for several
materials are given in Flfgmme 12.17as a function of thickness; the values were
calculated from linear abserption coefficients for a ©.5 NMev gamma energy.
‘The selection of the 0.5 Mev average gamma energy was based on the calculated
average fission-product photon energy (partially scattered) for times after
detonation of several hours.”

The assumed average wood thickness was 2 inches for hoth the roofs and
house walls. Since the roofs are flat, the radiation from the roofs of the
adjacent houses is attenuated by 6 inches of wood and there are 4 inches of
:additional woeod thickness for each house farther away. The radiation source,
G, , from the adjacent lawn and yard is represented by a circular area whose
radius increases from the central house to the mext nearest houses. The
contributions from house roofs across the street and across the alley are in-
cluded in the "front yards amd street" and the “back yards™, respectively, to
simplify the summary; less than 6.1 in the value of I; /L, is involved in their
contribution. The over-all shielding, or average attenuation factor, /K g for the
center of the house, is 0.50 with respect to the open field reference imtensity
(i.e., without the houses in place).

The calculated I / I valuwes for the location .3 feet above ithe roof of the
central house are : sum‘marxzed in Table 12.2. The differences in Tabhles 12.1
and 12.2 are mainly due to differences in hand A for the two locations.

The calculated 1;/1, values for the location 3 feet above the center-line
of the street in front of the central house are summarized in Table 12.3. The
fractional contribution of the radiation from sources on the street, sidewalks,
front lawns, and driveways at the street center is computed from

Liz Wiz

(oh
1,1, =4 /f 2—y—— (12.9;
‘-'(O (o) h' +X Y

where L is the length of the rectangle in the x direction and W is the width in the
y direction. The value of 1;/I, is obtained from a graphical integration of

1.y, 3
/ /2 "1 tam™' _ W/2  dx ) .
I; 70, = 4 f = (12.10;
i ﬂa’2+x‘2 «~f h“ +x



Figure 12.1
ATTENUATION FACTORS OF SEVERAL MATERIALS FOR A PHOTON SOURCE ENERGY
OF 0.5 Mev BASED ON LINEAR ABSORPTION COEFFICIENTS
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The sums for W/2 values of 55 and 29 (h=3) at several L/2 values are given in
Table 12.4. The intensity contribution from sourceson the roofs and side yards
are computed by assuming that all the sources on the area are concentrated at
the center of the respective sub-areas. The point source strength is then

I, xArea; the inverse square law for this source geometry is

Area x A]-

I/I =
b o h2+rc2

(12.11)

where 1, is the distance to the center of the contributing source ared. The
contributions of sources on the lot areas without the houses is computed so that
the contribution of the sources on the back yards (and the more distant roofs,
etc.) is determined by difference from the open field reference intensity of
28.91,

A summary of the relative radiation contribution factors, by surface
type, for the three selected locations is given in Table 12.5. The intensity
contributions of the sources on the streets and sidewalks for the house locations
is computed from

0 L,/cos®

. rdr
I, /1, = 2Aj fde e (12.12)
L,/cos
or
2 2 L2
1,/1, = ?..303.Aj/é log \B_cos 6+Lz) de (12.13)
(h®cos?6+L2

¢]

For small values of L and L and/or large values of h, Eq. 12.12 is
integrated graphically; however, for small values of h and large values of Li;
and L,, the h? cos% term is negligible. This is the case here where L, is
51 feet and L, is 109 feet (from the center of the to the near and the far side-
walk, respectively. Thus the street and sidewalk source contributions to the
intensity at the center of the house are given by

I,/1, =1.52 3 A;00,/2 (12.14)

The A; and Aej/ 2 are the same as those of Table 12.1 for the back yard source
contributions; the value of I; /1, for the center of the house is 1.47. For the
roof location, the multiplier to the right side of Eq. 12.14 is 1.45 and I /1,

is 1.40.
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Table 12 .4

INVERSE SQUARE LAW VALUES OF I,/I, FOR THE CENTER OF
RECTANGULAR SOURCE AREAS
(h=3 ft, A,=1.0)

L/2 W/ 2=55ft W/2=29ft
10 ‘ 10.95 10.14
20 14.46 13.08
40 17.46 15.28
100 20.12 16.88
300 21.52 17.71

The driveway source contributions, assuming the driveway to be at
one side of the house, are 442 Z; A;/ rZ, which, for the 12 driveways nearest
the central house sums to 0.48 for the inside center location and to 0.37 for
the roof location. At both of the central house locations, the sources on lawns
and on the yards are the largest contributors to the intensity; at the street
center-line location, the sources on the street, sidewalks, and driveways
together contribute 75 percent of the total intensity.

Sartor and Owen® report some data comparing the contribution factors
computed from the inverse square law with measurements that were made
during the contamination of about 3 acres of land, including buildings, at Camp
Parks, California. In these experiments, different surface areas were con-
taminated serially with sand particles tagged with Ba(La}-140 and ionization-
rate measurements were made at several selected locations after the con-
tamination of each different area or building roof. The differences in the
successively measured ionization rates, I;, after each contamination step,
at each of two locations, are plotted against the calculated and normalized
contribution factors in Figure 12.2.

The length of the "error" line for I;, as detevmined from the differences
in increasingly larger measured ionization rates, was calculated by assuming
that the error of each measurement was 10 percent of the measured value.

The fact that several of the data points with relatively small error lines lie
to the left of the line of unit slope indicates that the estimated shielding at-
tenuation factors are too low. The deviations of the points from the line of
unit slope do not correlate with distance as would be expected if large errors
were introduced in the calculations using the inverse square law excluding the
term for the variation of.the air attenuation with distance. The data do
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Table 12.5

SUMMARY OF THE RELATIVE INTENSITY AND CONTRIBUTION FACTORS
AT SELECTED LOCATIONS, BY SURFACE TYPE

Surface Type Ij/IO (Cf)j
1. Inside Center House
Roofs, Tar and Gravel 3.65 0.25
' Streets, Sidewalks, and Driveways 1.95 0.14
Lawns and Yards 8.91 0.61

2. Top of Roof of Center House

Roofs, Tar and Gravel 6.18 0.35
Streets, Sidewalks, and Driveways 1.77 0.10
Lawns and Yards 9.74 0.55
3. Street Center at Center House
Roofs, Tar and Gravel 0.89 0.04
Streets, Sidewalks, and Driveways ‘ 18.98 0.75
Front Lawns 2.54 0.10
Back and Side Yards 2.71 0.11
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indicate that the use of the inverse square law is satisfactory for determining,
or identifying, the important contributing source areas and for estimating

the relative importance of the sources on each of the areas that contribute a
significant fraction of the total radiation at a location.

The gross areas of each surface type in the assumed residential target
complex unit are summarized as follows:

1. Asphalt and Concrete:
Streets and Sidewalks

(68x556 + 112x650) : 105,048 sq ft
Alley ways (2x12x650) : 15,600 sq ft
Driveways and Walks

(39x26x17) : 17,238 sq ft

Total : 137,886 sq ft

2. Tar and Gravel Roofs
(39x50%25) : 48,750 sq ft

3. Lawns and Yards

Back Yards (39x50x64) : 124,800 sq ft
Side Yards (39x25x50) : 48,750 sq 1t
Front Yards (39x26x33) : 33,462 sq ft
Total : 207,012 sq ft

All Surfaces : 393,648 sq ft

The relative contribution factors for the source areas contributing to the in-
tensity at the selected locations, and the area(s) of each surface type, together
provide the information needed to describe the character of the target unit
with regard to its interaction with radiation sources on the various surface
areas. The next step is to investigate what changes in ionization rates occur
when the source strengths on the various surfaces are altered by decon-
tamination processes.
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12.6  Decontamination Analysis of The Assumed Residential Area Target
Complex Unit

The decontamination analysis of a target complex unit consists ol the
following determinations:

1. Selection of decontamination methods applicable to the
surface types and their configuration in the target unit

2. Entry times that are possible considering the over-all
decontamination effectiveness of the different combinations
of methods

o

Alternate schedules for use of the methods and estimates
of the exposure dose of crew members in carrying out each
schedule

4. Decontamination starting times for several assumed levels
of fallout

5. Selection of probable entry times based on the time required
to decontaminate the exposed surfaces in the target complex
unit

6. Specification of the manpower, equipment, and supplies
needed to carry out the various plans and schedules

An initial plan or schedule of the decontamination procedures can be
devised and the potential effectiveness of the plan can be determined without
reference to on-hand items required for its implementation. This initial plan
would provide useful guidance in selecting needed items of equipment and in
establishing, as an objective goal, an adequate organization and training pro-
gram for carrying out the plan. A current realistic plan, however, should be
devised and kept up-to-date on the basis of available on-hand items and orga-
nizational capabilities.

Methods for making some of the above determinations are illustrated
below for the residential target complex unit located at the 2000 r/hr at 1 hr
level 35 miles downwind from a 1I-MT yield surface detonation. The assumed
countermeasure system includes adequate shelter for the residents of the unit
since without their survival of the occupants no decontamination plan could be
carried out. Some of the possible decontamination method-surface combinations,
possible levels of expended effort, the effectiveness of the methods, working
times, and crew sizes are given in Table 12.6.
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The values of E and T for firechosing and motorized sweeping the paved
areas are taken frem Table 11.3. The two levels of effort for firehosing refer
to a factor of two change in the forward speed of the crews; the two levels of
effort for street sweeping refer to 1 and 2 passes over the area at a constant
speed of 5 mph.

The effort and effectiveness for firehosing the tar and gravel roofs are
estimated from

M = 0. 0038 o™ (12.15)

where y is 9.4 + 450 or about 460 gm/sy ft (assuming ahout 1 Ib of gravel/sq fit
on the roof); hence

F o= 0.038 + 49 exp(-0. T66E */3) (12.16)
‘The remainder of the data are taken from Tables 10.4 and 10.5.

The hand stripping of the lawns and yards with shovels and wheel
barrows would take a crew of 4 about 21.5 days working 8 hours a day. T 10
crews of 4 men each were available, the time required is about 2.2 days. The
removal of 2 inches of top seil from the yards and lawns would invclve hauling
away or otherwise dispesing of about 1280 cubic yards of seil. For removing
ithe top layer of soil, the tractor scraping and hbulldozing are the most efficient
of the methods listed in Table 12.6. The rather high effort for sod cutting and
removal is due to ithe picking up of the sod and hauling it away by wheel barrow.
I the sod were loaded directly and hauled away as fast as it was cut by the
seme crew of 7, the effort would be reduced to abeout 320 man-minute per
10* 8q ft; this effort corresponds to a working rate of about 220 sq ft/minute.

The calculated residual numbers for the three reference locations in
the residentiai target complex unit and the earliest times of occupancy (of the
reference locations) or entry times, based on these residual numbers, are given
in Table 12.7. The most effective combination of decontamination methods give
RNj3 values of 0.04 and 0.06; the least effective give RN, walues between 0.1
and 0.2. The calculated RN, walues include weighting facteors based on the
shielding attenuation factors for the assumed geometry of the target wnit.

The calculated entry times based on the more liberal planning dose for
all locations is from less than 1 day to 5.5 days after detonation as read from
Figure 11.4 {(note ‘that RN@L @) = 1, @) of Tigure 11.4). Without decontamination,
the same planning dose would give entry times of 11, 18, and 40 days after
detonation, respectively, for the central house, the top of its reof, and the street
center. Thus the effect of the target complex geometry and shielding is o
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reduce the entry time from 52 days, ~r by about 41 days, for the central house
location. On the basis of decontamination effectiveness only, decontamination
of the complex unit would permit occupancy of the central house at the end of
the first day. This is true even for the planning dose of 150, from t, to in-
fimty time (where t. is taken from Figure 11.5).

The recovery plan for the target complex unit assumes the availability
of one motorized sweeper, and/or equipment for firehosing the streets and
roofs, one bulldozer for scraping the backyards; and shovel and wheel barrow
crews for removing the lawns and top soil from the side yards. In the first
estimate of the doses to the various crew members, the decontamination methods
will be assumed to be employed serially in the order given; later, the sequence
is adjusted to 2 tighter schedule including minor corrections, if needed, te the
estimates of the crew douse.

The reasons for deciding to decontaminate the paved areas first with
the sweeper {or by firehosing) are: first, these areas can be cleaned rapidly
by either of the two methods, second the paved areas are about 35 percent of
the area so that a rather substantial fraction of the fallout is removed rapidly,
and third the clean paved areas can be used to work from, in carrying out the
remainder of the recovery procedures.

The exposure dose to the crews in carrying out the procedures is next
calculated through estimates of the decontamination cre« residual numbers.
RN,.

The exposure dose to the street sweeper operator during decontamina-
tion consists of intensity contributions from radioactive sources on the street
being cleaned. on all other nearby surfaces and in the hopper which collects
the fallout particles as the sweeping progresses The ionization rate from the
sources in the hopper increases until the operator stops sweeping: it then re-
mains constant during the time of haul to a dumping area, and decreases to
zero when the hopper is emptied.

At 5 mph (440 ft ‘'min). the sweeper could make a round trip on the
street 650 feet long 1n about 3 minutes. In this time. picking up 76 percent of
the 9.4 grams of fallout per sy ft. the hopper collects about 84 pounds of fallout
particles (plus other dirt}. By dumping the material in the alleys (or near a
street corner in a prepared pit). the average hauling time should be about one
minute and. for return to sweeping another minute. the gross operational rate
is then about 5 minutes per round trip. Thus the first pass on the streets.
neglecting the alleyv ways, would take (5 3) x 61 or 102 minutes (20 round trips)
If the same amount of material per round trip is collected in the second pass
over the area as was collected on the first pass and an additional 16 percent of



the particles are removed, then about 14 minutes could be spent sweeping

before dumping. However, to limit the exposure dose from the hopper source,

a2 sweeping time per trip of 10 minutes is taken; the second sweeping pass then
takes (12/10)x61 or 73 minutes (6 round trips). The total time for the two passes
is 175 minutes, or approximately 3 hours.

The reference location for estimating RN, for the sweeper operator is
the center-line of the street in front of the central house. In estimating the
exposure dose of the operator from the surrounding source areas and sources
on the streets, it is assumed that the contribution from the street sources
decreases linearly with time for each pass. The same result is obtained if
each section of the various streets is considered separately.

The relative intensity contributions, at the sweeper operator's position
{at the reference location), from the street and surrounding area sources for:
(1) the start of sweeping, (2) the end of the first pass, and (3) the end of the
second pass, from Tables 12.5 and 12.6, are:

I1=25.12A,1, att=0 (12.17)

1= [6.14+0.24x 18.98] A,
' (12.18)
= 15.70A,1, at t = 102 rnin

(=]
1]

[6. 14 + 0. 08 x 18. f9~8] Al
(12.19)

7.66A.1, att =175 min

where A _ is the shielding factor for the sweeper and t is the time. The ionization
rate at the sweeper's operator's location during sweeping, from sources on all
surrounding areas and streets is then given by

T =A,1,(25.12 - 0.141¢t) . t=10to 102 min  (12.20)

and

T =4,1,{10.70 - 0.041¢6t), t = 0(102) to 73{175) min  {12.21)
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The ionization rate at the operator's location from sources in the hopper
during sweeping, assuming a constant rate of pick-up, is estimated from

Ay Vo (1-F It
1, = > 12 .22)

where A, is the average attenuation factor due to the structural steel of the
sweeper and self-shielding of the dirt in the hopper. V., is the sweeping speed.
F, is the fraction of fallout remaining after the first pass. and x, is distance
between the operator and the hopper. The ionization rate at the operator's
position during the haul to a dump is egual to I, when t in Eq. 12.22 is the sweep-
ing time for ome round trip. For the second pass, 1—F1 is replaced by F 1-F2
where F, is the fraction of fallout remaining after the second pass.

The over-all RN; value for the sweeper operator is estimated most
easily hy parts, neglecting radicactive decay Tt can he calculated relative to a
measured value of the ionization rate at a given location or to the reference
open field ionizzation rate- The latter reference is used here because the whole
calculation is based on an assumed open field standard intensity of 2000 r/hr at
1 hour

For the open field reference intensity the potential exposure dose is
28 91 t. relative to the location at the center-line of the street, it is 25.1215t.
The values of RN, for the sweeper operator. for the radiation from sources on
the street and surrounding, is given by the ratio of the exposure doses obtained
by integration of Eqs. 12.20 and 12 21 to the potential exposure dose. The RN,
values are

A {25.12 - 0.0705t) t = 162 mun
RNJii) = 389 (12.23;
and
A, (10.70 - 0.0208t) , t =73 min

] ,;A )y =
RN.2 28 9

where the prime on RN, indicates reference to the street and surrounding area
sources and the number in parentheses is the pass number.



For a V,,, value of 2000 ft?/min and a distance of 6 feet between

hopper and operator, RN. values for the hopper source contributions during

sweeping, as obtained from integration of Eq. 12.22, are

RN7Z (1) = 0.730A3t . t= 3 min
and
RN7 {2} =0.154A;t , t =10 min

The RN, values for the haul to the dump are given by

RNZ (1) = 1.46A,t t=3 mn

and

RN3” (2) = 0.308A4t , t = 10 min

(12.25)

(12.26)

(12.27)

(12.28)

in which the RNS/’ values are independent of the time to haul to the dump.

Data from the Camp Parks Complex II experiments reported by Sartor
and Owen® using the Wayne street sweeper are summarized in Table 12.8 with

the values of A, and A, derived from that data; the values 0.67 and 0.37,

respectively, are used in the subsequent calculations. It may be noted that the
actual sweeping rates obtained in the experiment are about a factor of two less
than the values used in Eq. 12.25 to 12.28. At the full rate in the Complex II
experiments.it should have taken only 6 minutes to sweep Hamilton Avenue and
7 minutes to sweep 10th Street. The extra time shown resulted because the
operator overlapped previously swept areas more than allowed for in the higher
rate and wasted time in turning around on uncontaminated areas. The use of
the higher rate here in the estimates of RN, for the sweeper operator due to
the radiation from the sources in the hopper assumes a well-trained operator.
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Table 12.8

ESTIMATED VALUES OF A,, A,, AND RN, (h),
FROM WAYNE STREETSWEEPER DATA OF COMPLEX II EXPERIMENTS

Hamilton Ave 10th Street
Area (sq ft) 12,050 13,970
Sweeping Time (min) 10 16
Rate (sq ft/min) 1,205 873
Time Hauling to Dump (min) 3 4.5
Time Return to Area (min) 3.5 3
Dose from Hopper During Haul (mr) 9 12
A, 0.68 0.66
Dose from Surroundings During 5.2 7.6
Sweeping (mr)
Total Dose Received (mr) 31.8 52.1
Dose During Sweeping (mr) 17.6 32.5
Exposure Dose During Sweeping (mr) 9.33 14.4
Ratio of Exposure Dose to Infinite 0.81 0.78
Field Dose
Infinite Field Dose (mr) 11.5 18.4
RN,(h) 1.53 1.77
A, 0.367 0.366
Dose Rate from Hopper During Haul 180 160
(mr ‘hr)
A, (from dose rate equations) 0.386 0.316




Substitution of A = 0.67, A, = 0.37, and the appropriate values of t in
Eqgs. 12.23 to 12.28 give the following RN, values:

RN, (1) - 0.416

s

RN, (2) = 0.213
RN, (1) = 0.810
RN, (2) = 0.570
RN; (1) = 1.62

w

RN. (2) - 1.14

The over-all RN, value for the two passes is the sum of the above RN, values
each weighted by the fraction of the total time that the respective sources
contribute to the operator's exposure dose. The fractions, in the order given,
are: 102/175, 73/175, 61/175, 61/175, 20/175, 6/175. The sum, or over-all
RN, value for the planned sweeping decontamination operation, therefore, is
1.05.

The order of the values of the individual primed RN, 's are, as might be
expected, the largest contributions for the sources in the loaded hopper and the
smallest for the most distance sources. The largest contributor to RN, , however,
is RN; (1) even with only 3 minutes of sweeping time. Thus the two most
important parameters that determine the over-all value of RN, are the time allo-
cated to each round trip on the first pass and the time spent hauling the loaded
hopper to the dumping location.

The value of RN, for firehosing the streets, driveways and sidewalks,
as an alternative to the street sweeping procedure, is also calculated with re-
spect to the center of the street in front of the central house. The RN; value
for the firehosing crew members is estimated for the paved surfaces along one
block in the target complex unit; the value for other similar areas is assumed
to be the same.

The surface sources and crew actions during decontamination that
contribute to the exposure dose of the firehosing crew members include: (1) the
exposure dose from all surrounding sources while the crew is setting up the
pump and connecting the hoses (in the illustration, the exposure dose during
travel from shelter to a fire station or other storage area and to the site is
neglected); (2) the exposure dose from the surrounding sources during decon-
tamination of the paved areas including the decrease in ionization rate due to
the removal of sources from the street during the firehosing process; and (3)
the exposure dose from the fallout particles that are piled up in front of the
nozzle teams by the washing process.
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The firehosing procedure is started at one end (the highest) of the block
and the fallout is flushed down the street (if it is sloped); the particles are
flushed into a storm drain at the (lower) end of the block. Since the front nozzle-
man should receive the largest exposure dose during firehosing, the decontamina-
tion crew residual number is computed for that crew member.

The slower firehosing rate, 1250 sq ft/min, with an expected decontam-
ination effectiveness of 0.043, is selected for the calculation. The area of the
paved surfaces along one block is 46,300 sq ft; thus the flushing time is
37 minutes. As given in Table 12.9 (see later discussion), the setup time is
15 minutes, including moves to another hydrant location, and the time to roll
up the hoses prior to moving to another location is assumed to be 20 minutes.
These times are obviously dependent on the state of training of the crews and
the locations involved in the various moves. The total time spent by the crews
to decontaminate the street along one block is 72 minutes.

Assuming no shielding from equipment during setup, the value of RN
for the firehose crew members, relative to the street-center location, is

A/

RN, = 25.12/28.9 = 0.869, t = 15 min (12.30)

For a uniform forward speed down the street, the ionization rate from the
sources on the street should decrease more or less linearly until about 300 feet
of street are cleaned and then it should remain constant (providing other
portions of the street in adjacent blocks are not cleaned simultaneously). From
Table 12.5, the variation with decontamination time of the iomization rate
contributions from the sources on surrounding areas is given by

I = 25151, t = 0 (12.31)
I = 6141, + [(1+0.04)/2] x18.981,
{12.32)
= 16.011,, t = 18.5 min
and
I = 16.011,, t = 18.5to 37 min (12.33)
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Using the values of I at the indicated times gives, for the first 18.5 minutes
of firehosing,

1 = (25.12 - 0.492t)I, (12.34)

Hence, the RN, values for the first and second 18.5 minute periods of firehosing,
for the surrounding and street sources, are

RN, {1)

0.712 , t 18.5 min (12.35)

1]
1}

RN, (2) = 0.554, t = 18.5 min (12.36)

I
1]

In estimating the intensity contribution from the sources in the fallout
particles accumulating in front of the crew as they move down the sireet, each
nozzle team is assumed to move from the center of the street to the sidewalk
and back so that, on the average, the front nozzleman's position is at a location
half the distance between the center of the street and the sidewalk. The
accumulated fallout from the flushing is assumed to form a line source of unit
width across the street and moves down the street with the same speed as that
of the nozzle teams. The intensity of this source increases as the decontamina-
tion proceeds and as the particles piled up. Averaging in the particles removed
from the driveways and walks, the intensity due to tkis line source at the front
nozzleman's location, from the inverse square law, is

R 1-F)1, £, {d,,

where L is the length of the line source of unit width, and fL(ds . X) is the con-
tribution factor for the source geometry. The contribution factor is given by

f. {d ) —_— (12.38)
fo{d,,x) = | .
L™ Jo h? +d2 +x2

where d. is the perpendicular distance from the nozzleman to the line source
and x is the distance along the line source from that perpendicular. For each
nozzle position, d, is taken as 25 feet, which is 5 feet beyond the point where
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the water stream hits the pavement. In one direction x is 14.5 feet and in the
other it is 43.5 feet. For these conditions, Eq. 12.38 is

N _, 43.5 _,14.5
fplde,x) = 553 [ta" 252 TR 55

:] = 0.0622 (12.39)

With this value of fL (d-, x), Eq. 12.37 is
I = 1.291,¢t, t = 37 min (12.40)

and, for the contribution from the line source, the crew residual number is

RN, = 0.824, t = 37 min (12.41)

For roll up in the decontaminated street, the crew residual number is

.14+0.043x18.
RN = & 14*‘;2;"” % . 0.241,t = 20 min (12.42)

The over-all RN, vzlue for the nozzle men is obtained, as before, by weighting
each primed RN, value by the fraction of the total time that each respective
operation contributes to the exposure dose. The respective weighted RN, values
are (15/72)x0.869, (18.5/72)x0.712, (18.5/72)x0.554, (37/72)x0.824, and
(20/72)x0.241; the sum is 0.996. The largest contributing source to RN, for the
firehosing crew is from the fallout particles accumulating in front of the nozzle
teams.

In firehosing the house roofs, the procedure is to clean two adjacent
houses simultaneously. One nozzle crew of three men flushes the two roofs
from front to rear (and to the side). For this procedure, the method for
estimating RN, for the firehosing crews includes consideration of: (1) the
exposure dose during set up of the pump and lay-out of the hoses onto the roofs
prior to the start of flushing, and (2) the exposure dose from the roof sources
and surrounding sources during flushing. In the computation, it is assumed that
the streets have been cleaned by firehosing before the roof decontamination
procedure is started and that the intensity contribution from the particles
flushed off the roof is negligible.
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Data pertinent to the estimation of RN, values for firehosing tar and
gravel (or other) roofs from Complex 1 and 11 experimentsg are summarized in
Table 12.9. If a linear decrease in the roof source contribution to the intensity
during the flushing procedure is assumed, RNf for a single pass, relative to
the open field dose, is

I, + 1/2(14F,
28.91,

RN, (1) = o} (12.43)

for the first pass,

I, +1/2(F; + F,)Ig

"RNY(2) (12.44)
28.91,
for the second pass, and
I+ 1/2(F,+F,)1
RN/(3) = = 2 *F3 )R (12.45)

28.91,

for the third pass; I, is the ionization rate from surrounding sources, Ip is the
ionization rate from the roof at the start of decontamination, and F,, F,, and
F; are the fractions of I remaining after each of the three consecutive passes.
The over-all value of RN% for n passes, all at the same rate, is

I, + (1/2n) ‘1+2(F1+' S MR T L
n-1 n|{“R
28.91,

RNZ(n) = (12.46)

The data of Table 12.9 for RN, are plotted as a function of the fraction-
remaining sums in Figure 12.3. Since each roof had different relative values
of I, and IR, the twoparameters could be evaluated only from the single pass
data even for the experiments in which 2 or 3 passes over the roof were made.
Since the observed I, used to compute RN{;’ was undoubtedly not the open field
value, the values of RN, and RNy, in the figure are not equal to I, /28.91, or
IR/ 29.81 , respectively. However, within the limits of accuracy of the data, the
linear representation appears to be satisfactory for use in estimating RN;’ for
firehosing roofs.

The roof firehosing setup times for the Complex II experiments were
generally less than for Complex I. This was, in part, due to the use of a fire
engine instead of a trailer mounted pump; also, in the Complex II experiments,
more attention was given in preplanning and pretraining of the crews. The roof
firehosing setup times given in Table 12.9 do not, apparently, include the times
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for removing the erews and hoees from the roofs. In the illustrative computa-
1101 here, an average time of 17 minutes for setup and T munutes for removing
erews and hoses from each pair of houses 1s assumed. Since the street is
cleaned, the same velicle previously used 1n firehosing the streets can be used
to pull the large 2-1/2 inch hose down the street.

H the roof firehosing setup procedure utilizes the cleaned driveways and
streets the contribution factor for the setting up time should be about the same
as for the interior of the central house less 96 percent of the street and driveway
source contribution to the intensity. On the basis of cleaning two houses at the
same time, the estimated RN; for the setup time, from Table 12.5, is

RN, 126 436 , t = 20 min (12.47)
28 9
At the working rate of 100 sq ft/min for the two nozzies. cleaming the roofs of
the two houses takes 25 minutes. The intensity contributions from the roofs and
other areas at the center of the roofs of the first two houses thzat are decontam-
inated i e . the roof of the central bouse and one next to it}, at the start and
fimish of cleaming. from Tables 12.2 and 12 .3, are

1=17.69L,. - 096x1.77I, = 15991, ., t=0 {12.48j
and
1=1592I_ - 0 89x4.755], - 0.89x0.472I,

(12.49;

11.27%, - t=25min

Since the mntensity coniributions from the sources on the more distant
roofs are rather small, the decrease in their contribution to the leading nozzie
team as each succeeding pair oi house roofs along the street are cleaned. is
negiected. Thus, during firehosing each pair of houses.

1=10.592 -0 189::1. . t=0 to 25 min {12.50;

and for this general decrease in I during the decontamination of the two
aijacent house roois. the decontamination crew residual number is

y
[y
o
3]}
fuiy

-

RN = 0.469

[3}]
~)
-t



The value of RN, for firehosing the roofs is the (20/45)x0.436 + (25/45)x0.469,
or 0.454. The total time for firehosing all the roofs in the target complex unit
is 14.6 hours.

Before estimating the RN, values for the earth or top soil removing
techniques in decontaminating the back, side, and front yards, the disposition of
the soil must be considered. The unpaved area per house in the hypothetical
target complex unit is 5308 sq ft. Two inches of top soil has a volume of
32.8 cubic yards. If trucks, loaders, and a nearby disposal area are readily
available, the material could be initially dumped in the nearest alleyway and/or
street and then hauled away. However, such equipment may not be readily
available. In this case, the question arises whether it is a practical procedure
to dump the top soil in the backyards or alleyway.

If the dirt is piled in the alleyway along the width of the lot, 50 feet, the
resulting pile would be about 6.4 feet wide and 5.5 feet high, assuming a cross-
section shape of an equilateral triangle. A very rough estimate of radiation
from this pile, assuming uniform mixing of the fallout particles with the soil,
can be made from

a
I, = 5.22x1072f,usE n, fe'”l"dx r/hr (12.52)
[o]

where I: is the ionization rate at the surface of the soil, f_ is the fraction of the
spherical volume about x = 0 containing the fallout; f. is 1/2 at the center of the
side of the pile and 1/6 at the top and bottom corner of the pile; the average
value for use in Eq. 12.52 is therefore taken to be 1/3;

E is taken to be 0.5 Mev/photon as applicable for fission products
from about 3 to 7 days after detonation

up is the Klein-Nishina absorption coefficient for air and is
3.84x10° cm™ for the 0.5 Mev photon,

n, is the number of photons emitted per second per cm 3 of soil,

is the Compton absorption or scattering coefficient for soil and

is taken as 0.135 cm™ for the 0.5 Mev photon (u /» =0.090 cm? /gm,
p=1.50 gm/cm?},

a is the half-distance along one side of the pile and is 3.2 feet or
about 100 cm; for this distance the integral of Eq. 12.52 is 1/ By -

572



Using these parameter values, the average intensity at the surface of the
pile of soil, from integration of Eq. 12.52, is

I3 = 2.47x10"°n, r/hr (12.53)

5

For the surface density of one photon/sec per sq ft of ground surface, the mix-
ing of the fallout particles with a 2 inch layer of soil would result in a photon
emission density of 2.12x10 ? p/sec per em?. For this concentration, IV is
5.23x10%? r/hr.

From about 4 to 10 days after fission the ratio of r/hr per fission per
sq ft to photons/sec per fission for unfractionated fission products is about
2.89x10-? for the true air ionization at 3 feet above a smooth plane surface.
This ratio would be about 2.20x10~? for a calibrated instrument (see Chapter 2,
Volume I). Combining the latter value with a terrain roughness attenuation factor
of 0.75 to correspond to the reference open field ionization rate reduces the
value of the ratio to 1.65x10~° r/hr per photon/sec per sq ft. Thus, assuming
100 percent pickup of the fallout with the soil the ratio of the ionization rate at
the surface of the piley to the initial open field ionization rate is given by

L/I(t) = 0.316 (12.54)

The contribution of the sources in the fallout in the pile (as a line source)
to the intensity at the back of the center house is

= 0.042 1 (12.55)

o~—

where the distance from the pile to the house, L, is 64 feet. At 30 feet from the
pile, I,/ is 0.092 I . Hence from Eq. 12.54,

4

0.0133 I(tj

Ig, 0.381, (12.56)

and

~
it

0.0291 I(t)

0.84I, (12.57)
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According to the estimates given by Eqs. 12.56 and 12.57, the ionization
rate due to the failout sources in the pile at a distance of 64 feet away would be
about 1 percent of the original open field ionization rate and at 30 feet away it
would be about 3 percent of the original open field ionization rate.

Thus, where values of F between 0.05 and 0.10 for the backyards can be
obtained by scraping or other top soil removal methods, the contribution from
sources in the pile at the 30 feet distance is less than the contribution from the
cleaned area. It is concluded therefore, on the basis of reduction in the ioniza-
tion rate, that putting the contaminated top soil in the described pile is a
satisfactory procedure. The pile could either be roped off indefinitely (i.e., for
1 to 2 years) or removed at a later time.

Accordingly, the plan to dispose of the top soil in a barrier along the
alley (or against the back fence in case the alley is fenced off from the back
yard) is accepted as part of the recovery operation.

The center of the back yard of the central house was used as the reference
point for estimating the value of RN, for the bulldozer operator. Estimates of
the contribution factors of various surface sources to the operator's exposure
dose were first made without including the attenuation provided by the dozer
itself. The receiver location was assumed to be at a height of 5 feet. The open
field intensity is still 28.81I, bLut the effective source radius for the 5 feet height
is larger than 300 feet. The procedure used to make the estimates of the con-
tribution factors is as follows:

1. From a line through the centers of the backyards (parallel to the
alleyway), assign the contribution factor 28.9/2 to the sources
across the line away from house(s) towards the alleyway.

2. Subtract from the 28.9/2 contribution factor half of the contribution
factor for the center of the first backyard to be bulldozed.

3. Estimate, by use of the inverse square law, the contribution factors
for the half of each backyard nearest the houses.

4. Subtract the estimates in Step 3 from 28.9/2 and assume that
half of the remainder has an attenuation factor of 1/3 due to the
houses and cleaned streets.

5. The initial contribution factor is the difference between 28.9 and

the attenuated portion of 4 multiplied by the shielding factor of
the dozer.
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6. The contribution factors after bulldozing each yard are calculated
by subtracting 0.95 times the contribution of the cleaned areas.

7. In bulldozing the yards across the alley from the cleaned yards,
the contribution factor corresponding to that obtained from Step 1
and 2 above is 0.84 (see Eq. 12.57) plus the contributions of half
of each backyard nearest the alley as given in Step 3 above.

The decontamination residual numbers and equipment attenuation factors
_for various equipments and methods reported by Sartor and Owen’are given in
Table 12.10.

The calculations used in estimating the contribution factor for the bull-
dozer operator at the start of decontamination of the backyard of the central house
are summarized in Table 12.11. The computational method probably gives a
slight over-estimate of the contribution factor because shielding by fences,
backyard structures, and trees is neglected. In yards with many small obstruc-
tions, hand cleaning with brooms, shovels and wheel barrows may be requi.red,
after bulldozing, to achieve the 95 percent average removal effectiveness; this
additional work can either be lumped in with the shoveling decontamination
effort around the houses themselves or be left as a final clean up measure after
the major part of the operation is completed.

The sum of the contribution factors after bulldozing the first lot is, from
Table 12.11, 0.38 times the sum of Steps 3, 4, 5 and 0.05 times Step 2, the
indicated arithmetic gives a contribution factor of 5.88. The value of RN, for
bulldozing the first yard is therefore

{10.12 + 5,88) . -
RN, (1} = —22—8_;— = 0,277 , t = 3bmin (12.58)
x2.8.

The summary of the RN,, estimates for bull dozing the remainder of the
target complex unit back yards is given in Table 12.12. If 60 minutes is added
to the working time to account for driving the bulldozer to location and for
refueling, the mean value of RN, for the backvard bulldozing operation is 0.236.

The estimates of the contribution factors for the start of decontaminating
of the side and front yards with shovels and wheel barrows at two different
locations are shown in Table 12.13. The calculations were made by use of Eq. 12.12.
The high value of the contribution factor for the side yard is due to the excess
activity, assumed to be equal to 2I,, on the ground resulting from firehosing the
roofs. The areas with the heavier contamination levels are cleaned first to
reduce their source contribution to the intensity as soon as possible and to pro-
vide clean areas through which the wheel barrow men carry the soil to the back
vards and put it on the pile made by the bulldozer.
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Table 12.10

SUMMARY OF RN, AND A, ATTENUATION FACTORS FOR EQUIPMENTS
AND METHODS IN THE RECOVERY OF UNPAVED AREAS, AS DERIVED
FROM DATA FROM COMPLEX I AND II EXPERIMENTS

Method or Equipment Operation RN, A
Plowing (D6 caterpillar) Plowing open areas 0.23 0.38
Ford tractor (scraping) Scraping lawns near buildings 0.42 0.66
Ford tractor (skip loading) | Loading spill in street 0.60 0.51
Motorgrader Collecting spill in streets 0.53 --
Payloader Loading spill in street 0.47 -~
Dump truck Loading in street 0.3 --
Shoveling (with tractor) Scraping lawns near buildings 0.64 -
Shoveling Scraping beds 1.27* --
Shoveling Scraping lawns 0.69* --
Wayne Sweeper -- 0.60, 0.67**

— - - —

* RN, high because of spill on the area from firehosing material off roofs and
onto the areas which were scraped later.

*+ Lower number for open areas, larger number for streets with houses (low
buildings) on each side.

If 5 men are used to firehose the streets, 6 to firehose the roofs, 1 man
to operate the bulldozer, and 3 men allotted to supervision, scheduling and
monitoring, then by using one man from each of the 39 houses, 24 men are avail-
able to form six 4-man shoveling and wheel barrow crews. If two such crews
work on each of 3 adjacent lots separately and each crew cleans at a rate of 20
sq ft/min, the three lots would be decontaminated in 53 minutes. The total
working time for the 39 lots is then 11.5 hours, or about 1.5 8-hour days.

The decontamination crew residusi aumber for the shovel men is calculated
for the two crews working the ''outside" of the three lots. All crews start work-
ing at the back of the side yards. Assuming a linear reduction in the source in-
tensity for the surface worked on and an F value of 0.1, the relative intensities
(a) at the back of the side yard, (b) at the center of the front yard when the area
is decontaminated to that location, and (c) at the center of the front yard when
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Table 12.11

ESTIMATED RELATIVE CONTRIBUTION FACTORS FOR THE START
OF THE BULLDOZING DECONTAMINATION OF BACK YARDS

Area 2, .2 .
Contributing Surfaces (sq ft) e A Li/1 | 2dy/1)
1. Area beyond center line of
back yards -- -- 1.0 14.45
2. Area of back yard, center house| 3200 - 1.0 11.74
3. #1 less one-half of #2 -- -~ - 8.58
4. Adjacent back yards, house to
center line (2) 1600 2,781 1.0 1.150
2d removed backyards (2) 1600 10,281 1.0 0.311
3d removed backyards (2) 1600 22,781 1.0 0.140
4th removed backyards (2) 1600 40,281 1.0 0.079
5th removed backyards (2) 1600 62,781 1.0 0.051
6th removed backyards (2) 1600 90,281 1.0 0.035| 1.766
5. Areas beyond line at the rear
of the houses (towards the street)
(14.45-#3-#4)x2/3 4.54

Z;1,/1(initial) = (28.9-1/3 of #5)xA , (dozer) = 26.63x0.38 = 10.12

the first 3 lots are decontaminated were derived from the summary in Table 12.13.
The respective intensity values, at the indicating working times, are:

1=28.031, ,t=0 (12.59)

1=8.611, | t=39min (12.60)
and

I=3.621, , t =53 min (12.61)

For a linear variation of I with t between the two time intervals, RN, for the
outside crew is 0.522. This value is obtained by taking account of the areas
decontaminated to 0.1 in Table 12.13 and the fraction of the time spent in each
of the two time intervals of working as indicated by Eqs. 12.60 and 12.61.
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Table 12.13

ESTIMATED CONTRIBUTION FACTORS AT TWO LOCATIONS FOR THE
START OF DECONTAMINATION OF SIDE AND FRONT YARDS WITH

SHOVELS AND WHEEL BARROWS

Area b+ rﬁ
Contributing Area (sq 1) (sq £t) A, I, /1
Location: Center Rear of Side Yard
Backyards - - 1.0 0.72
Side Yard to 40' (2I,) 1000 - 1.0 24,94
Side Yard 40' to sidewalk 900 - 1.0 0.31
Adjacent Side Yards to 40'
(21,,2 areas) 1000 2909 0.6 0.82
Adjacent Side Yards 40' to
sidewalks (2) 900 5873 0.6 0.18
Nearest Front Yard 208 4250 0.8 0.04
2nd Nearest Front Yard 208 5200 0.6 0.02
Remaining Areas - - - 1.0
Sum 28.03
Location: Center Front Lawn Between Houses
Lawn (25 x26) 650 - 1.0 9.98
Lawns Front of Houses 208 281 1.0 0.74
Lawns Front of Houses 208 4431 1.0 0.05
Lawns Front of Houses 208 13581 1.0 0.02
Lawns Front of Houses 208 1231 1.0 0.17
Lawns Front of Houses 208 6981 1.0 0.03
Lawns Front of Houses 208 17331 1.0 0.01
Lawns Front of Houses (2) 650 2509 1.0 052
Lawns Front of Houses (2) 650 10009 1.0 0.13
Lawns Front of Houses (2) 650 22509 1.0 0.06
Nearest Side Yard (2I,) 1250 - 1.0 3.08
Adjacent Side Yards (2I,,2 areas) 1250 3953 0.6 0.76
2d Removed Side Yards
(21,,2 areas) 1250 11453 0.4 0.17
Lawns Across the Street - - 1.0 0.70
Remainder (14.45-6.56)x.05 - - 1.0 0.40
) Sum 16.82
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The relative iniensities for the last lot decontaminated, as calculated
from the summary of Table 12.13, are

1= 27071, , t = 0 (12.62)

1=17211, |, t = 0.39 min (12.63)
and

1= 2051, , t = 53 min (12.64)

The value of RN, for the crews working on this lot is 0.478. The RN, value for
the shovel and wheel barrow crews in decontaminating all the side and front
yards is taken to be the average of the RN, values for decontaminating the first
and last lot; the value of RN, for the shovel and wheel barrow crew men is then
0.500.

The RN, values, decontamination working times, and decontamination
starting times for the described decontamination operation in the assumed
residential target complex unit are summarized in Table 12.14. The decontam-
ination starting times for the short exposures were determined by calculating
I,(t) from

3

Dz = RN2 Iﬂ.(t) Atdec (12'65)

then determining the time after detonation and from the decay curve of Figure 11.2
for an I,(1) value of 2660 r/hr at 1 hour. This procedure is more accurate for
short exposure times than the procedure in which the DRM curve of Figure 11.1

is used. The decontamination starting times, based on a D* 30r in 8 hours, for
the longer decontamination working times were taken from Figure 11.3. The
acceptable decontamination starting times for all methods vary from 3.1t0 5.5
days after detonation.

A suitable decontamination operations plan for the residential target
complex unit, for the fallout level assumed in the illustrative calculations is as
follows: (1) at D+5.5 come out of shelter and firehose the streets; (2) after
firehosing the streets, change crews and begin firehosing the roofs; (3) start
bulldozing the backyards immediately after the first two roofs are firehosed
(this is about 4.6 hours after the decontaminating starting time at about D + 5.7);
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Table 12.14

SUMMARY OF RN VALUES, DECONTAMINATION TIMES, DECONTAMINATION
EFFECTIVENESS, AND DECONTAMINATION STARTING TIMES FOR 30r IN 8
HOURS (OR DURING DECONTAMINATION) FOR RECOVERY OF THE RESI-

DENTIAL TYPE TARGET COMPLEX UNIT

' Method RN2 Atdec Fdec ADRM?* tdec
(br) (D + days)

Street Sweeping 1.04 2.9 0.08 0.0109 4.8

Firehosing Pavements 1.0 3.6 0.04 0.0113 5.5

Firehosing Roofs 0.45 14.6 0.11 0.0251 5.1

Bulidozing Backyards 0.24 24 0.05 0.0470 3.1

Shovel and Wheel Barrow 0.50 11.5 0.10 0.0226 5.5

D% 0.0113
a. ADRM = AN = RN, for At of 8 hrs or At,  , whichever is smaller

581




(4) start the shovel and wheel barrow crews when the bulldozer is scraping
the 19th backyard.

If the bulldozer operator worked only 8 hours each day, the recovery
operation would be finished at D + 8.7 providing the shovel crews started work-
ing when the bulldozing operation was about half completed. Actually, starting
at D + 5.7, the bulldozer operator could work 14 hours before receiving an ex-
posure doge of 30r. If the operator worked 14 hours the first day, and 10 hours
the following day, the recovery could be completed in two days, giving an entry
time into the houses of 7.7 days.

The effectiveness of the decontamination and the over-all residual num-
ber including the shielding due to the houses, for the procedure that uses fire-
hosing rather than the street sweeping on the streets, is summarized in Table
12.15. With an RN value of 0.041 for the interior of the central house and a
D* of 30r in 1 day, the entry time is 34 hours, or 1.4 days, after detonation for
the people not on the decontamination crews. Since this entry time is less than
that obtained from the planning dose for the decontamination crews, it is the
planning dose for the crews, in this case, rather than the effectiveness of the
decontamination methods, that actually controls the entry time.

Table 12.15
SUMMARY OF THE RN, AND RN} VALUES FOR THE CENTRAL HOUSE

AND CENTER OF THE STREET AFTER DECONTAMINATION OF THE
TARGET COMPLEX UNIT

Surface Type of Contributing Sources | k (cf); F;
Central House Street Center |
Roofs 0.028 | 0.004
Faved Areas 0.006 0.032
L~wns ‘ 0.024 ‘ 0.010
Yards 0.024* 0.009
RN, 0.082 0.055
RN 0.041 0.048

A, (0.27x0.05 + 0.10x0.10)
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An earlier entry time than 5.5 days could be obtained by allowing the
decontamination crews larger doses, this alternative might be considered in the
recovery schedule for high priority target units. Other ways of obtaining earlier
entry times include obtaining additional bulldozers or other earth moving equip-
ment, using street flushers to decontaminate the streets, or some combination
of these alterations in the plan along with use of additional or spare crews and
equipment operators.

The entry time into the central house without decontamination, based on
30r in 1 day, or 1000r in 1 year, for the assumed level of fallout, would be about
11 days. However, this entry time refers to staying in the house for some
period of time, therefore, after a detonation. If it is assumed that two-thirds
of the time is spent in the house(s)--or other buildings with an attenuation factor
of 0.5--and one-third of the time is spent near buildings where the open field
attenuation factor is 0.8, the average attenuation factor, ZJ, is 0.6. The entry
time, with this attenuation factor at the location where I1(1) is 2000 r/hr at 1
hour, is 17.5 days. The potential exposure dose from 17.5 days to infinity is about
1720r; the exposure dose, over the same time period, is about 1030r. Thus,
without decontamination, an entry time of about 18 days is a more realistic entry
time than 11 days.

In an open area containing no houses or other structures, the entry time
for the 30r in 1 day, or 1000r in 1 year, planning dose is 52 days without decon-
tamination. Thus attenuation factor values of only 0.5 to 0.6 reduce the entry
time by a large amount when good shelters are available during the earlier
cmergency period.

The decontamination effort reduces the shelter stay time of all people
in the target complex unit to less than 8 days at which time the central house
area can be occupied. If adjacent areas are also cleaned by another group of
workers, the whole target complex unit could be occupied at D+8 days.

Although, in the illustrative computation, the decontamination effort only
reduces the shelter stay time by about 3 to 10 days, one obvious major benefit
from the decontamination operation is the reduction in the subsequent exposure
dose. For the exposure ~onditions after entry time where A g 1s 0.6 with the
described decontamination effort, the effective value of RN: is 0 043 The ex-~
posure dose from an entry time of 7.7 days to infinity is then about 100r The
total exposure dose to the decontamination crews, from the time at which they
started working would be between 130r and 150r.

In the unit-average method of target analysis, 2'1 computations of entry

times would be based on the RN . value of 0.1. The method involves no proce-
dure for computing values of RN, for a given schedule of work However,
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assumed values of RN, can be applied to compute the entry times and decontam-
ination starting timee by asc of the doce-rate wuliplier curve in ‘he same
manner it is used in the point-location analysis.

The major items of equipment And supplies for the illustrative decontam-
ination plan are listed in T'alile 12.16. The reguired water for the plan amounts
to slightly more than 160 gallons per residence lot, as determined from ihe
nozzle calibration data o Figure 10.1. In case this quantity is not available from
hydrants at the street corners becanse of damage fo the water supply system and
maust be obtained from near by rivers, lales, wells, or the ocean, this guantity
would require 21 loadings. for a 3000-gallor capzacity tank truck.

Another alterrate method of supplying the water from nearby water sours:es,
is by having additional ho:es, pipes, and booste: pumps availzble for rapid set -
up. However, the times involved in setting up such alternate piping systems ani
the exposure dose to the sztup crews would requie a re-estimate of the entry
times to see whether 1he zlternative procedurs is jeasible and whether the gaja
in eatry time and dose reduction over 4 partial deccntamination (Or some othe r
plan) i» sufficiently large for retaining the plan as 2 realistic allernative.

Additional equipm ent &nd supply i“er.s such as radiu¢ instruments
planning guides, extra wcrk ciothing, ). "somnel decontamination facilitie-, znd
miscellaneous gear have nct been listed in Table 12 15. Operational stu.ies of
radiological recovery processes have 1ot as yvet reporied in sufficient deta’] all
the required item types, and the amounts of each, that are needed to suppo t the
scheduled work.

The results of tw Cemp Parks experiments suggest that the targe. analys!s
procedure described above, when utilized, would eliriinate the need for ditailed
monitoring of areas to b deconteminated the delermamation of I(1) from a decay
curve and an intensity m=asurement at vne or two selected locations will uswally
be sufficient to make a determination of the decontaminztion starting tire and z.
detniled schedule of the ‘xvhole decontemination operation. Ideally, plann 2d
schedules {or a range »f 1{1) -alues und tor & renge of weapon yields ani ¢ zre-
sponding downwind distaices would be prepared ahsad of time to determine Lhe
feasibility of each of the plans and to establish requirements for needed equip-
ment and supplies.

A significant rescarch effort is still needed, however, to investigate the
sensitivity of such plans in a general way on the properties of the fallcut itse if, on
the fallout conditions thsi mav arise from both single and multiple buysts de on
ated at different times, anu - the characteristics of a variety of tzrgat com ple-.
unit types The parames rs that affect the end peint solutions of d-ccntamin.atitn
problems given by the vilves of RN and the entry times Tor these mire of Dplix
conditions will generally be the same s those used in the illustraive cale datirn

584



Table 12.16

MAJOR ITEMS OF EQUIPMENT AND SUPPLIES NEEDED
FOR THE DECONTAMINATION OF THE HYPOTHETICAL
RESIDENTIAL TARGET COMPLEX UNIT

Equipment item Quantity Required

1 Firehosing Streets and Roofs

500 gpm pump 1

2-1/2 in Hose 600 ft

1-1/2 in Hose 200 f1

5/8" fore nozzles 2 (streets)

3/8x5 16 elliptic. 30° fire nozzle 2 {roofsi

Gasoline 90 gal.

Men 11

Water 21.000 gal « streets)

Water 42.000 gal (roofs) 'I

i .

2 Bulldozing Backyvards _J

Bulldozer T 1 E

Diesel Fuel z 156 gal. IE

Men l 1 ;

‘ —

3. Hand Cleaning Front and Side Yards __‘1

Wheel Barrows 1 12 ‘

Shovels 12 i

Men |[ 24 :

Gloves : 24 pairs




Experime. - ‘ests such as th.se «* {'amp Parks described by Saiior a3 .
Owen’ through wh':* the target analy.iz pr:-- dures can be either verifie.: o
adjusted to empiris. i data, within an acep ' Lle range of error, should 70w
application of the ;i chnique to a large variei . ~f target complex units . ,

would provide a l:iis for reasonable cc' fid ¢ *aat the predizted effecriven.
of a realistically .esigned countrrmeasure 5 4'vm could be achieved

BRI E

12,7  Summary

The purpose ¢f he deldi. & discisn a5 woalysis of ihe residontisd

area target complex wit in .he previous e one * i (0 illustrate methods i
developing radiological recovery plans a.d s/nciws s The emphasis iy tle
aralysis on residential type -~eas doe~ not .-z e . ~iaminatinn of sich . oe
should be given first prioriiy in a recovery p'a. ’;mi, LR
technical feasibility of dece taminating res d ntial a.eus (5 427
a fact that residential areac ‘‘ould be amon; he most 4.ife.it i
In i.ctual practice, most re lential area: wovld require more efors, o u
the same degree of effectiv ness, than was ::iimated in the 1itustrative - 2°
tion.

A real radiological ccovery plan must be deveiop«; whose fir st ;0
basic: objective is to sustai- ibe survivors of A nuclear war. Thus, shw 1.
planzing consideration is thi: recovery of pri.rity facilities such as wzier w
food :upply centers and sou “ces, transportatin facilities, pcwer plants . fue
suppl es, government facilf .«s, hospitals, ax any others of th's type.

The second planni ¢ (. nsideration mus: ve given to the 1 ccovery f
buildirgs and special areis .: prcvide staging areas at which ailer near -
survivors could assembl.: .. . bta: . fuod, water, medical care, and temp: ar
lodging. The plan should al : - for .-e contril tir1 of these survivors in  he
recovery effort.

‘The chofce of sta,.... : . . ..~ ccult he made on the basis of .n
shielding afforded by a larg ..:.'.Jinc 2 ¢ on the busis ol the ease of dezento
tion of the selected area. : -:1c thai could be decontarinated rapidly anc «. ¢
tively include: downtown p: =1 areis, shoppinz centers with extensive pave.'
parking space, schools with - rrc iading open areas, parks in which large
motorized earth-moving eqi:; mer.t can be mare v red, and open fields.

2R

After a sufficiently: :¢ “raction or puriions of the RADEP are=a ..
Chapter 7) haud been decont: * ra «d 1+ assure -untinued immediate surv; - .
the people, and separated fa - li¢s .. iogether, the recovery of essent:a}
factories aid places of buct : 55 ccu.. ve undertaken. At about this time 3. |
of the norm1l functions 0 y >rnmen. iother th:n those involving just rec.:
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coull be resumed. Part of the surviving work force in the area could return to
prowar work while others continued the clean-up operations of residential areas
at a less urgent rate.

The experimental and theoretical data, and situation analyses, presented
n this part (Volume II) of the report clearly establish the technical feasibility of
nuplying radiological ccuntermeasures. And furtner, the countermeasures can
ke designed to limit the exposure dose of people to a reasonable amount. The
o; ‘rational feasibility of these methods, however, remains essentially nonexistent
ar’ may remain so until many people become acquainted with more of the facts
of lif{e of this nuclear age.
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MAJOR SYMBOLS

Symuool Definition
——p -
A Mass number of a nuclide
A, Effective gross attenuation factor for decon-

tamination equipment operator

A Defined by FC, (t)I(t); in fissions on foliage
per sq ft f soil area

A, Effective attenuatior factor for streetsweeper
operator from radiation sources in the hopper

A, Attenuation factor for streetsweeper operator
from surrounding radiation sources

A Cloud radioactivity concentration in
fissions per cubic foot

A’ Stemn radioactivity concentration in
fissions per sq ft

a Nuclear explosion cloud radius at
6 to 8 minutes after detonation

a,8y, Decontamination equation constant for absorption
Or ar; interzction (seawater and slurry type fallout)
a, Foliage contamination factor; fissions per gram
of dry foliage divided by fissions per sq ft of soil area
a, Radius of stem or fireball at the altitude, z
a,(t) Radioactivity of the i™® nuclide at the time, t,

after fission: in dis/sec per fission

Xix



Symbol Definition

ag Stem or cloud radius at time of
earliest fallout particle ejection

——-
o Particle size parameter; defined as v, /vq
@, Size parameter for particles from cloud center;
defined as X/h
-—-B--
B (1) Ratio of fission to total yieid

{2) Freundlich adsorption equation constant
for elements in slurry type fallout

b (1) Nuclear explosion cloud half-thickness
at 6 to 8 minutes after detonation

(2} Ratio of mass of solids to
number of moles of radicactive element

-—C--

C(A) Ratio of number of neutron captures to
number of fissions (to form a nuclide of mass number A)

C.(t) Foliage croppage rate: in sq ft of foliage
(dry) consumed per day

Ce Concentration of fission products in fallout:
in moles of fission products per mg of fallout

C Radioeleinent concentrations in liquid phase
of slurry type fallout: in moles per mg of liquid

C. Radioelement concentrations in
seawater fallout drops

(cf); Radiation contribution factor of area j

XX



Symbol

D*

DorD,,

Dor D, (1)

DRM

Definition

Concentration of radioelements entrained
in the mass of solids in slurry-type fallout,
or, concentration of radioelements in the
solid soil) fallout particles; in moles

per mg of solids

—-D--
Planning dose or allowed dose; in roentgens
Potential exposure dose; usually defined for a
location at 3 feet above an extended

plane source of radioactivity

Instrument response factor

Dose-rate, or ionization rate, multiplier;
defined as D/ L (1)

(1) Particle diameter
(2) Density of solids in seawater fallout

Crater depth (soils)

Apparent crater depth (water)
Median diameter of fallout particles
Water depth (harbor detonation)
Crater depth in harbor bottom

Decay-correction factor (to standard time
after detonation, H+1)

——A -
Difference in DRM

Dissociation energy
Change in internal energy

Change in standard free energy
of chemical reactants




Symbol
A H

v

O

F, F
or F

FC, (t)

FD

FD, (t)

FP

FP, (t)

Definition

Heat of vaporization

Ratio of crater depth for surface detonation(s)
to crater depth for detonation(s) at other depths
or heights of burst

—-E--
(1) Energy, of photons, etc.

(2) Decontamination method effort,
or energy expended; in man- or equipment-
hours per unit area

Efficiency coefficient for (some) decontamina-
tion methods; in fraction of fallout mass
removed per cycle

——F--

Decontamination ratio, or fraction of fallout,
or of a radioelement in fallout, remaining
after decontamination

Foliage-contamination factor contour ratio;
in fissions on foliage/sq ft of soil area

per r/hr at time, t. after detonation
Fraction of device per unit area

Fraction of device contour ratio; in (r/hr)!

Fraction of mass of fallout remaining
after decontamination

Fraction of ionization remaining
after decontamination

Amount of ingested nuclides on particles
passing through digestive tract (gut);

in moles of fission products per day or dis/sec per day

Fission product contour ratio;
in moles of fission products/sq ft per r/hr
at time. t. after detonation

xxii



Symbol Definition
£ (@) Total mass of solids and liguids

per unit of yield for harbor-detonation fallout

fo) Ideal (or unfractionated) inverse specific
activity of land-type fallout; in mg/fission

f/(a) Ideal (or unfractionated) inverse specific
activity of seawater fallout; in mg/fission

- d) —_—

¢ or ¢/ Fallout model scaling parameter

for computing standard intensities

-—G--

G° Constant for referenced free energy change
—_— -

y Surface tension of drop of liquid
--H--

h (1) Altitude of center of cloud

at 6 to 8 minutes after detonation
(2) Depth or height of burst
-1--

11) Standard intensity; observed ionization rate
decay-corrected to H+1; in r/hr at 1 hr, at
3 feet above an open, uniformly contaminated, field

Lt Air ionization rate; in r/hr at time, t,
after detonation

Il The initially deposited amount of an element

in the liquid phase of slurry fallout; in moles per sq ft
I Initial mass level of fallout deposit;

in gm/sq ft
I, Source intensity of a contaminated surface

xxiii



Symbol Definition

LI, etc. Ionization rate, radiation intensity, or other
representation of the initial fallout deposit level

i : Number of moles of a given element in
a drop of seawater fallout

--K--
Kor K j Decontamination equation parameter for seawater

type fallout; in C-Level units

Ki, Decontamination parameter for seawater
fallout; in mg/sq ft

K, Decontamination parameter for seawater
fallout; in r/hr at 1 hr

K, .K.. K, Thermodynamic equilibria constants and/or
solubility products
K Various equation constants, for

n= 1,2,3, etc.

K‘(l),Ka (t) Yield distribution contour ratio,
same units as K@1)C(1); in r/hr per fission/
sq ft or in r/hr per K/sq mi

K(E) Efficiency coefficient, wet decontamination methods

K Equilibrium constant for formation of
compound designated AB

K Equilibrium constant for exchange reaction
of an element

K Equilibrium, or dissociation, constant
in terms of partial pressures

K N Mass-correction factor (surface detonation)

k, . Fallout model scaling system parameter

kj Henry's law constant

k g Mixing coefficient for the insoluble elements with

the soil particles in slurry type fallout

XXiv



Symbol

M p)

Definition
Cloud cr firebal] rate-of-rise
equation constant
—L-—

Relative partial molar heat content of
element in gas phase

Relative partial molar heat content of element
in liquid phase

—p
Nuclear-scal.d depth; defined by h/W¥3
where h is in feet and W is in kilotons

M-
(1) Molecular weight
{2) Mass of fallout particles remaining

after decontamination; in gm/sq ft

Mass contour ratio; in mg/sq ft per r/hr at
time, t, after detonation (for the fallout from
a detonation at a nuclear scaled depth of AN)

Mass of particles remaining after decontamination
after expending an excess of energy
(i.e., infinite effort)

_-’,j, ——
Klein-Nishina absorption coefficient for air
Compton absorption or scattering coefficient
—-N--

"Zero time" number of atoms/sq ft of
radionuclide of mass number A

Mole fraction of element j in liquid phase

Mole fraction of gaseous species of element j
in vapor phase



Symbol Definition

Nj(AD Number of atoms of element j of mass
chain A per 10? fissions

ng Number of atoms or moles of fission products
per unit area

ny Number of moles of element j in gas phase

n; Number of moles of element j condensed on or into
liquid soil particle surfaces

n{Z,p) Number of moles of melted carrier
in surface layer of particle

ne(p) Total number of moles of carrier
in particle
n(2) Moles of liquid carrier
n_ Number of particles having size parameter o

per unit volume of cloud

n Total number of moles of gas molecules
T e
in fireball
—P--
P (1) Total pressure, in atmosphere

(2) Kinetic power of a water stream
P, Initial pressure. in atmosphere

P, Ionization rate weighting factor
for radionuclides of element j

PF, System protection factor

P (1) Overpressure. in psi

(2) Pressure. over the surface of
a drop of liquid



Symbol

Q

qx

R, (1)

R ()

r

r,,(1), 1, (1),
or ra(l)

rjA(a)

Definition

Partial pressure of element j
over liquid phase

Sublimation pressure of element j

Vapor pressure of carrier material
--Q--

Water-flow rate through nozzle

Energy in blast wave
Energy in fireball

Terrain attemuation factor
--R--

Molar Boltzman, or gas, constant

Remaining mass of fallout particles after decon-
tamination, for infinite effort and a high initial
level fallout deposit; in mg/sq ft

Remaining mass of fallout particles after
decontamination, for infinite effort and a
low or intermediate initial level fallout
deposit; in mg/sq ft

Residual number: ratio of exposure dose with
a radiological countermeasure to the potential

exposure dose (i.e., without a radiological countermeasure)

Ionization rate remaining after decon-
tamination, for a contact time of r;
inr/hr at1 hr

Ionization rate at time, t, after detonation
(and after decontamination)

Fireball radius

Gross fission-product ionization-rate
fractionation number at H+1

Fraction of a nuclide of element j and mass
number A that is condensed on particles,
or particle groups, designated by «

xxvii



Symbol

T, (A)

rl(A)

r,(A) or
r{(A)

s(@t)

Definition

Maximum fireball radius

Fraction of an element of mass chain A
condensed into liquid particles at the
time that they solidify; a

fractionation number

Fraction of an element of mass chain A
condensed on the surface of solid particles;
a fractionation number

Same as r (A) and r{(A), respectively,
for a radionuclide designated by i

-~p -- (rho)
Density of liquid (or solids)

—<S--
Solid-to-liquid mass ratio

Solubility of an element or nuclide
in 0.1 normal HC{

Solid-to-liquid ratio weighting factor
Fraction of gross amount of radioactivity

that is soluble in 0.1 normal HCf at time, t,
after detonation

——T--

Absolute temperature in degrees Kelvin
Fallout arrival time; time after detonation
Fallout cessation time; time after detonation

Time of entry into a contaminated area;
time after detonation

Decontamination starting time;
time after detonation

xxviii



Symbol

Vi

Wo

Definition
_—T ——

Time, in days, of contact of fallout
with a surface

V-
Fireball (or cloud) gas volume

(1) Original volume of heated air molecules
(in fireball)

{2)  Initial liquid volume of a drop
(seawater fallout)

Fireball volume at second temperature maximum
Volume of harbor-bottom crater

Wind velocity; a vector quantity for a

particle group from its point of origin in the cloud

to its iocation on the ground surface

Terminal fall-velocity vector of a particle
or particle group

Particle fall-rate equation constant
W

Total weapon explosive yield; in kilotons
(of TNT)

Foliage surface density; in grams of dry
foliage per sq ft of land area

Particle fall-rate equation constant



Symbol Definition

-_X--
X Downwind distance from ground zero
x A distance or coordinate variable
Xy Distance between sweeper operator and hopper
-.Y--
Y A Chain fission yield of mass number A;
in atoms or moles per fission
Y, Half-width of stem fallout pattern to the
1 r/hr at 1 hr contour
y Mass surface density of fallout particles
{identical with I for land-type fallout);
in mg per sq ft
vi @) Number of atoms per fission of element j
(all mass numbers) at time, t, after fission
Ya Fractional chain yieid; in atoms per fission
-
z Altitude coordinate; apparent altitude of
fallout particle origins
2o Parameter defining cloud and particle
rate-of-rise function; upper limit is h-b
Zs Characteristic altitude at which first

large particles fall away from
rising fireball or cloud



—A—

Abriam, J.0., 23

Absorption, energy, 5, 52, 114

Accumulated dosage, 357, 371, 547~
549

Actions, defense, see Counter-
measures

INDEX

Active countermeasures, see Methods

Activity, see Radioactivity
thermodynamic, 183, 400-407
Adams, C.E., 28, 31, 38, 41, 151,
488
Adsorption, particle
chemisorption, see Chemical
systems
curves, 396
equation variables, 423
equilibrium, 394, 401
interactions, see Surfaces
isotherm, 394
process, 52, 80, 114, 383; see
also Methods reactions, see
Chemical systems, fallout
AFCIN, 293, 294
Affected area,
perix :ter, 354
Agglomeration, see Particles
Agricultural area,
decontamination, 508
Air
burst, 4, 74, 114, 13C, 360
circulation, 312
concentration, 222
see Ionization
velocity, 215
ventilation, see Shelters
Air jets,
high pressure, 484

xxxi

Alfalfa, 87, 343
Allowed dose, see Planning factors
Alamogordo, N.M., 1
Albite, 135
Alcock, C.B., 159, 163
Alexander, L.T., 28
Alpha particles, 72, 84
Altitude, see Cloud
Ambrose clay, 496, 504
Anderson, A.D., 201, 203, 213, 214,
293, 299
Animals, see Hazard
Anorthoclase, 135
Apple Shot, 78, 84, 91, 340
Applicable countermeasures, see
Planning factors
Applied effort, see Planning factors
Area(s),
affected, 354, 547~549
boundary, 351-354
characteristic, 353
clean, 363
Damaged, 356
decontamination, coverage rate,
353-471, 473, 476
disposal, 475, 504
exposed, 73-74. 327
Free, 352
gross, 565
identification, 354-356
land -, sce Surfaces
lawn-, 509
major, 354
paved, 486, 570
perimeter, 351-356
protective, 507



INDEX

Area(s), (Cont.)

Radep, 353

residential, 554-590

roof, 490

rural, 367

source, 555

staging, 363-367

see Surfaces

target, 548

test, see Field tests

unaffected, 352

unpaved, 587
Asphalt, see Surfaces
Attack, nuclear war, 366-368
Attenuation, exposure

see Shelter, Shielding, Terrain

--B--

Backyard contributions, see Radio-
activity

Badger, F.S., 465

Baker Shot. Bikini, 326, 405

Balloon-mounted devices, 72-77, 91,
297. 324-337

Ballou, N.E., 17, 23, 25, 50, 165, 176,
183, 223, 305, 347, 400

Band, Red, 356

Batten, D.R., 203

Batten, E.S., 293

Bellamy, A.W., 72

Belt, Gray, 356

Berkowitz, J., 163

Beta decay, 13, 50, 73, 81

Bigger, (Molumphy and), 465

Bikini Atoll, 45, 326, 405

Biological effects, see Hazard

Biological elimination period, 372,
375

Biological systems, see Hazard

Biosphere, 354

Birefringence, 71

xxxii

Blackbody conditions, 125
Black Zone, 358, 362, 363
Blade angle, 506
Blast,
damage, 359
protection, 354
wave, 114, 318, 351, 358
Blume, J.M., 28
Boiling point, 164
Bolles, R.C., 17, 25, 50, 165, 176,
183, 223, 303, 347, 400, 405
Bomb
"clean', 27, 101
components, 407
structure, 3, 456
warhead, see Yield, weapon
Bone, effects on, 75
Bottom harbor, 324, 328
Bravo, Shot, see Shot
Breakaway time, 117, 118, 125
Brewer, L., 159, 163
Broom, rotary, 500
Broomed concrete, 489
Brushing, 382
Bucket scraper, 509

Building,

surface, 486, 498, 499
Buildings,

houses, 490
Buildings,

small, 490

Bulldozer, see Method(s)
Bunchgrass, see Foliage, 87
Bunney, L.R., 23
Burns, K.P., 159, 163
Burst
air, 4, 76, 329, 360
hypothetical, 290
land-surface, 328
multiple, 595
near-surface, 328
single, 595
yield, 362



INDEX

Bushmallow, 87
Buster, Operation, 1
Bystrom, B.G., 73, 78, 81

-G~

Callahan, E.D., 203
Camp Parks, 80, 561, 573, 595, 597
Camp Stoneman, 470, 485, 486
Capabilities of Atomic Weapons, 202
Carr, W.J., 465
Carrier, fallout
materials, 3, 15, 62, 98, 106-110
matrix, 393
properties, 380
sea water, 405
surface tension, 112
total, 402-407
Castle, Operation, 1, 78
Chains, mass, 8-17, 63, 106-109, 146
165, 214, 305, 337, 386, 414-418,
496
Chandrasekharaiah, M.S., 159, 163
Charge-distribution curves, 25
Chemical systems, fallout
additives, 382, 407
see Adsorption
assay, radiochemical, 17, 50
chemisorption, 383, 401
contact time, 407
contamination process, 52, 72, 80,
417
interactions, 10, 48, 52, 72, 80-85,
97-133, 159, 305, 349-351,
379-383, 393, 402, 417, 425,
429, 445, 460, 465; see also
Methods, Surfaces
oxide matrix, 393
parameters, 383
polymerization, 159
radiochemical standards, 16
reactions, 375-380, 392, 422-464

xxxiii

Chemical systems, fallout (Cont.)
reference nuclide, 63
slurry, 417-460
solubility interactions, 76-99,
113, 340, 401-403
Chilton, A.B., 551, 599
Chupka, W.A., 159, 163
Civil defense,
information, 373
operations, 358, 363
options, 356
organization, 355, 362
planning, see Planning
Clark, D.C., 511
Clark, D.E., 299
Clay soil, 496, 504
Clean area, 500, 507
Clean-up operations, 367
"Clean' weapon, 27, 101
Cleaning agent, Orvus, 426
C-~Level unit, 400
Clothing, crew, 80, 356, 486
Cloud, fireball
altitude, 154, 205, 215-216, 233-
244, 294
atmosphere effects, 117-121,
379-382
chemistry, 10, 99, 308, 429, 464
expansion, energy, 213
formation, 10, 201-221, 304
internal pressure, 135
model parameters, 115, 130-132,
146-148, 297
radius, 208, 239, 304
rise rate, 213, 312
size, 15, 205, 237, 301
stem altitudes, 223, 235
stem configuration, 205
stem geometry, 218, 232, 237
sublimation pressure, 98, 109, 305
surface, 142, 152




Cloud, fireball (Cont.)
temperature(s), see model
parameters
volume, 15, 98, 109, 134, 141,
208, 304
Clover, see Foliage
Coagulation process, 45
Cole, R., 382, 388, 391, 400, 408,
409, 411, 414, 420, 424, 428, 433
Collection, see Fallout ’
Colloidal particles, see Chemical
system interactions
Complexing agent, EDTA, 407, 426
Compounds
chemical, 10, 99, 308
final, 429
Computations
computer, 202, 211
illustrative, 253, 305, 514
manual, 204, 210, 211, 216
see Planning factors
Concrete surfaces, 414, 486
Condensation equilibrium, 99, 102

Condensation process, see Particles

Contact time, 407

INDEX

Coral, 31-98, 156, 284
Corrosion, 382
Coryell, C.D., 17
Cost-effectiveness, 470
Coughlin, J.P., 159, 163
Countermeasures

Contamination process, see Chemical

systems, fallout
Contamination reduction, see
Planning factors
Contour.
see Fallout
ground zero, 237
idealized, 253
isointensity, 9, 227, 241, 256,
297, 327, 349
mass, see Fallout
ratio, 10, 85, 109, 164, 207, 228,
241, 301, 315, 324, 332, 335,
349
ridge, 230, 243
standard, 235
Conventional flusher, 494, 498, 499

XXX1V

action options, 363, 550

actions, 365, 372, 520

active, 350, 364

applicable, 351

basic concepts, 513

communication, 365

composition, 351

cost-effectiveness, 470

crews, 364, 473, 486-490, 551~599

see Decontamination

defense actions, see Planning
factors

design, 352

dispersal, 351, 362~368

distance effects, see Wind

distribution, 355

see Effectiveness

equipment, see Methods

evacuation, 351, 362, 368

see Fallout

feasibility, 204, 598

see Hazard

major, 353-366

objectives, 351, 371

operational use, 352

organization, 363

passive, see Shelters

see Planning factors

population distribution, 368

preventive, 300, 352, 548

priority, 356, 367-369

problems, 366

protective, 547-549

receptive, 351

recovery, 355-375, 529, 547-599

repair, 369



INDEX

Countermeasures (Cont.)
rescue, 369
see Shelters
see Shielding
specification, 349-370
supplies, 361, 363, 365, 596
system analysis, 550
system development, 350
teams, 363
work times, see Time
Crater(s)
depth
materials, 14, 31, 114, 152, 303, 323
radius, 152
soil, 417
Crew, see Decontamination, see
Methods
Criteria, planning dose, 470
Crooks, R.N., 195
Crossroads, Operation, 1
Crosswind
direction, 358
distance, 360
shear, see Wind shear
Crystals,
hydrated, 391
salt, 394, 396
Curie units, 81
Curtis, H.B., 470, 485, 511
Curve(s)
adsorption, 396
assumed decay, 3, 56, 80, 229,
318, 380, 386, 513
average decay, 514
calibration, 72, 486
charge distribution, 25
correction, 108-110, 167, 221, 324,
352
decay rate, 56, 229, 386, 416, 513,
524
delivery, 259, 355-386, 472, 547

XXXV

Curve(s) (Cont.)
distribution, 324
DRM, 514
efficiency, 541
intensity, 277 ; see Radioactivity
Ionization, see
rate-time, 513
reference, 183
temperature, 117, 121, 129, 148
yield, 16, 63, 142
Cycle, equipment,
area coverage, 503
crew exposure, 579
overlaps, 478
pass-width, 473, 504
ratio, decontamination, 474
speed, 473, 496, 500

--D--

Damage,

biological, 356

physical, 354, 358

property, 353, 365
Damaged area, 353, 356, 363, 370
Decay

correction, 108, 110, 167, 221, 352

curve, see Curves

see Ionization

radioactive, see Radioactivity

rate, see Curves
Debris, non-fallout, 69, 369
Decay, "normal”, see Curves
Decontaminated area

as protection, 507

entry time, minimum, 537
Decontamination

active, 370

agents, 407412

agricultural, 508

analysis, 566

area, 471-489, 498-504



Decontamination (Cont.)

building grounds, 509

building surfaces, 486

constants, 410

costs, 470

see Countermeasures

crew, 364, 473, 486, 532,535,
539, 551-599

critical parameters, 451-476

effectiveness, 382, 393, 416, 451,
471, 489, 508, 550, 572-599

efficiency, see Method

equation constants, 384, 405, 484,
494, 498, 538

see Equipment

equipment cycles, 472, 485, 500,
see Pass

experiments, 481, 485, 486, 496,
577

feasibility, 204, 598

see Field tests

see Harbor

Hazard, see Dose, exposure

ion changes in, 335

land area, see Soil

manual, 494

mass fractions remaining, 430

see Methods

objectives, 10, 84. 371

paved area, see Surfaces

planning, see Planning factors

procedures, 382, 472, 489, 496

rates, see Method, Efficiency

removal, see Fallout

residential area, 554-590

see Residual number

scheduling, 489

see Seawater fallout

serial methods, use, 503

soil, coral, see Fallout

solubility, 401

start time, 535, 553

INDEX

XxXxvi

see Surfaces
times, see Method, Efficiency
vertical surfaces, 486
waste disposal, 375, 504, 508
water washing, see Method
wet method, 382, 472, 485
work times, 535, 553, 592
Decontamination solution, 401
Defense actions, see Countermeasures
Defense Planning, see Planning
Dehydration, 382
DeMaria, G., 159, 163
Density, see Particles
Density, liquid, 112, 303
Deposit level, see Fallout
Deposition, see Fallout
Desert surface, 485
Design, countermeasure system, 368
Designator, particle,
median diameter, 341
Desired dose, see Planning dose
Desorption rate, 391, 396
Detector, see Instruments
Detergents, 382
Detonation effects,
blast, 16, 114, 118, 318, 351-359,
360-368
cumulative, 354
see Crater
see Harbor
land-surface, see Soil
magnitude, 15, 56-72, 114, 227,
304-324, 337
materials, see Yield, weapon
multiple, 352, 360-385
overpressure, 118, 360, 368
point, 351, 417
sea water surface, 45, 63-71,
320-330, 405
thermal, 356
underground, 485
see Yield



INDEX

Dhein, E., 465
Diablo, Shot, see Shot, 85, 91
Diameter,
see Cloud,
Particle
Diesel equipment, 508
Differential coefficient, 473, 484
Differentiation of fallout 3
Diffraction, 31, 45, 71
Diffusion, 36, 113, 395
Diffusion process, 113
Digestive tract, 337
Dilution, 48, 99
Direct intake, see Fallout
Discs, see Particles
Discing, see Soil
Disintegration multipliers, see
Radioactivity
Dispersal, 351, 362, 368
Disposal area, 375, 504
Dissociation, 116, 119, 120, 126, 135,
137, 159
Distance, effect on location,
see Wind, Countermeasure
Distribution,
energy, 201, 380, 402
equilibrium, 120, 400
fractional mass, 203-205
NRDL, 387
population, 369
RAND, 387
relative, mud-sea water, 427
particle size, 384
smearing of, 385
Dolan, P.T., 176
Donovan, L.K., 551, 599
Dose, exposure
accumulated, 357, 372, 547-549,
578
allotted,"allowed", 356, 470, 489,
521, 528

xXxxvii

Dose, exposure (Cont.)
biological, see Hazard, 15, 45,
73, 85-114, 164, 202, 337-354,
364, 425, 469, 503, 532-534, 555,
571, 581
crew, 551, 579-599
criteria, 356
critical, 368, 469, 513-515
decontamination crew, 364, 473,
486, 551-599
"desired"”, 356, 470, 489, 514, 522,
528, 532, 544
early, 356, 548
incremental, 357, 372, 548, 578
infinity, 356, 268, 529
lethal, 368, 469
levels, 355, 548
limit, 470
maximum, 364, 528
motor equipment operator, 585
observed, 357
planning, see Planning factors
potential, 6, 354, 356, 521, 528
property, 354
rate, see Curve, decay
ratio, RN, 514-544
reduction, 521
received, 69, 218, 591
Dose Rate Multiplier (DRM), 513-544
Downwind location, see Wind
Drainage systems, 379-383, 489
available, 539
pit, 489
storm, 539
surface, 475, 489
DRM, dose rate multiplier, 513-544
Drowart, J., 159, 163
Drop (droplet)
fireball, 14, 72, 112
interactions in, 394
see Radioactivity
see Seawater
volume, 395



Dry conditions

desert, 80, 330, 382

see Methods

see Soil
Drying period, see Particles
Dump truck, 508
Dumping area, 504, 508, 539
Dunning, G.M., 78
Dynamics, deposition, 218, 301
Dust, 318

--E--

Earth-cover, see Fallout
Earth-hauling, see Method
Ecological consequences,
nuclear war, 366
EDTA, complexing agent, 426
Edwards, R.R., 17
Effectiveness
cost-, 470
see Countermeasure
decontamination, 382, 393, 416,
451, 471-473, 489, 508, 550,
572-599
desired, 486
measure, 471, 476, 489, 503, 514
method, 489, 508, 520, 547
operational, 471, 592
over-all, 486, 507
parameters, 451-476
see Planning factors
recovery, 367
relative, 370, 407
removal, 10, 375, 380-386, 427,
507, 592
requirements, 470, 596
see Residual number
Shelter, 9, 81, 352, 366-368, 533
shielding, 520
variables, 451
variation, 451, 483
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Efficiency
coefficient, 472, 477
concept, 469
curves, 541
decontamination, 489, 507-508, 544
differential coefficient, 473, 484
effectiveness, method, 382-393,
416, 451-471, 489, 508, 550,
572-599
man-hours per unit area, 473
parameters, 451-476
work-time, 470, 592
Effects of Nuclear Weapons (ENW),
15, 115, 125, 153, 186, 202, 213,
293, 323, 328, 330, 555
Effort, work
applied, 470, 508
expenditure, 485, 507
infinite-, 471
least, 503-508
rate, 471, 508, 535, 553
time parameter, 471, 508, 591-592
Electronic computers, 202-211
Elements,
see Ionization, Particles,
Radioactivity
nonreactive, 425
refactory, 8-14, 48-74, 111-112,
154
scavenging, 253
trapped, 401
Elimination period, biological, 353
Emergency period,
centers 353-362
hospitals, 371~373, 549
see Shelters
Empirical data relationships, 204, 228
Emulsifier, 407
Energy, see Radioactivity
absorbed, 5
balance, 74, 117, 144-148, 152
lost, 116
released, 13, 115-141
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Eniwetok Proving Grounds, 56, 69, 78

Entry time, 522, 537, 593, 594
Environment effects, 36, 62, 349,
379, 481

ENW, see Effects of Nuclear Weapons

Equipment, countermeasure
availability, 539
capability, 361, 474, 486, 508
communication, 365
-crew, 364, 473, 551-599
design, 476
diesel, 508
firehosing, 486, 575
fuel requirements, 508
motorized, 366, 508, 576
requirements, 596
shovels, 489-491, 590
speed, 496
set-up, 508, 578, 582
work-time, 592
Estimates, see Planning factors
Evacuation, 351, 362, 368
Experimental decontamination, see
Field Tests
Exposure, see Dose, Hazard
External
radiation hazard, 351, 364

-——F --

Facilities,
protective, 349
recoverable, 353-368
Fallout,
aging, decay, see Curves, decay

areas, 297-304, 355-358, 361-370,

547
arrival rate, 259, 355-564, 368-
386, 472
arrival time, 355, 364, 513
burying, 375, 504
cessation time, 513
chemistry, see Chemical system
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Fallout (Cont.)

collection, 71, 81-84, 113, 318, see
Field tests

colloidal, 393

composition, 71-97, 301-324, 392-
393, 425-429, 514, 583, see
Chemical systems

contributions, contamination, see
Radioactivity

coral, 31-42, 53-63, 67-78, 98,
156, 284

coverage, area, 471

density, 38, 81, 113, 379, 380, 384,
386, 391, 496, 517

deposition rates, 80, 113, 156, 218,
235, 264, 324-340, 384

desert, 485

disposal, 375, 504

distribution, 7, 32,73, 78, 164, 196
201, 251-272, 315, 324-341,
386, 427, 471, 489-490

earth-fill, cover, 509

formation, 111-114

fraction removed, see Decontam-
ination

in body organs, see Hazard

initial mass, 386, 496

intake, direct, 73, 85, 425

pattern, 202-217, 227-241, 252-259,
300-321, 336, 464

precipitate, 401

properties, 379-380

removal, 275-380, 470-485, 504-
508, 578-583, 592-596

removal effectiveness, 380, 507

residual mass, 471-496

retention, 340

scaling system, 125-139, 202-227,
295-301, 315-326, 513

solids, see Particles

see Surfaces

synthetic, 400, 471-485, 507
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Fallout (Cont.)
types, see Harbor detonation,
Land surface detonation, Sea
water surface detonation
vaporization effects, 3-42, 76-98,
114-133, 169, 251, 306, 393
Fallout levels, see Particles, density
Farlow, N.H., 32, 45, 71, 151, 388
Farmers, 367
Fatalities, see Hazard, Planning
factors, Dose, lethal

Feasihility, countermeasure, 204, 599,

Ferber, G.J., 293, 299

Field tests,
fallout collection, 71, 81-84, 113,

318-324
decontamination, 380, 469, 485~
486, 489, 496, 504

Film, reagent, 45, 71

Filtration, 78

Fire(s)
control, 369
duration, 369
ignition, 352
large-scale, 356-360, 548
secondary, 351, 548
thermal, 547-549

Fireball, see Cloud

Fireball, formation process, 15, 30,
42

Firehose,
crew, 486
standard, 481, 486

Firehosing
automatic washdown, 491
concrete surfaces, 486, 489
crew arrangement, 486, 490
crew RN, 520, 575
distance, effect, 489
land surfaces, 382, 485, 498, 499
lobbing procedure, 490
nozzle team, 489

xl

Firehosing (Cont.)
roof surfaces, 490, 567
runoff, 489
First aid, 362, 369
Fischer, E.M.R., 195
Fissile materials, see Materials
Fission(s)
chains, see Mass chains
concentration in seawater, 401
number of, 217, 245
tracer, 56, 414
Fission products, 8-31, 50-77,
97-102, 151-164, 186, 217, 245
251, 301-319, 379, 391-394, 414,
514
Flash,
thermal, 359
Flame, thermal, 359
Fluid stream energy, 456
Flushing method, 494-500
Foliage contamination
alfalfa, 87, 343
bushmallow, 87
clover, 79-84, 87, 343
rabbit brush, 89
sagebrush, 83, 87
wheat, 79, 84, 343
Food chain, see Hazard
Ford, MR., 7
Fraction condensed, 164, 315
Fraction remaining, see Fallout,
Particles, Radioactivity
Fractional yields, see Yields
Fractionated mixture, 186, 195, 221,
305, 317, 328, 392, 514
Fractionation, 8, 15, 50, 60, 69, 76,
81, 112, 120, 134, 189, 221, 251,
514
Fractionation number, 54, 60, 76, 108,
110, 221, 318, 341



INDEX

"Free' area, 355, 363
Free energy
equation, 402
relationship, 399
Freiling, E.C., 62, 63, 195
Fukuryu Maru, 50
Fuller, R.K., 73, 408, 409, 414
Fuel consumption, 508
Fuel requirements,
equipment, 508
operation total, 508
Function, temperature-time, 129
countermeasure, 352
ENW scaling, 130, 326
scaling, 134, 139, 141, 216, 332,
step, 208
Fused particles, see Particles
Fusion,
process, 13, 108
see Thermonuclear reactions
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Galiano, R.J., 203, 207, 284,292
Gamma rays, see Hazard
Gas
cooling, 146, 149, 319
phase, 49, 97, 106, 111, 120, 304,
311
Gaseous species, 392
Gasoline engines,
fuel requirements, 508
Geometry, source, see Radioactivity
Gilfillan, E.S., 28
Glassy particles, see Particles,
fused
Glendenin, L.E., 17, 25, 67, 165, 176,
183, 306
Gloves,
firehosing, 486
Gradient, 395
Graham, L.J., 408, 409, 414
Grass-cover soil, 504

xli

Gravel, roof,

removal, 490
Gravity, 201, 210, 383

effect on fallout, 475
Greenfield, S.M., 201 °
Greenhouse, Operation, 1
Grey Belt, 358

survivors, 362

width, 362
Grimley, R.T., 159, 163
Ground, distribution on, 73
Grounds,

near buildings, 509
Ground zero, see Wind direction

--H--

Habitability, shelter, 373
Harbor detonation, 327, 417
Haul distance, 509
Hawkins, M.B., 460
Hawthorne, H.A,, 73, 78, 81
Hazard,
beta, 5
biological, 15, 45, 72-85, 114-~164,
202, 328, 337-354, 364, 425,
469, 503, 532~534, 555, 571, 581
contact, 5
countermeasure, 471-489, 513-544,
547-549
critical dose, 368, 469, 513-515
decontamination crew, 364, 473,
486, 551-599
degree, 73, 372, 470, 532
external, 349-351, 364, 366
fallout, see Radioactivity, Dose
gamma, 5, 8-13, 56-70, 78, 189,
366, 373, 389, 469, 547-549
ingestion, 72-78, 85, 301, 328,
343, 373, 549

intensity, 10, 85, 109-115, 164-207,
228-241, 304, 337, 341-349, 354,
425, 485, 494, 534-544, 551-599

S
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Hazard (Cont.) Hydrants, availability, 539
internal, 85, 363-368, 375, 549 Hydrous
lethal, 368, 469, 548 oxides, 418
potential, 5 solids, 401, 428
protection, see Countermeasures, Hygroscopic, see Particles

Planning factors Hypothetical attack, 366

radiation sickness, 354, 469
residual radiation, 349, 351, 453 -=]--

rural area, 368
thermal radiation, 351-360
x-ray, 4, 5, 8, 204
Health service centers, 361
Heffter, J.L., 293, 299

Ideal soil, see Soil
Identification methods, see Particles
Illustrative

analysis, 554~590

computations, 253, 305, 514-544

Heﬁ?:;t 4. 76. 323 Impaction, see Particles
cloud, 211 Impaction process, 48, 100

Impurity, see Particles
Improvised motor flusher, 494, 498,
499
Incandescence, 115, 117, 128
Incident neutrons, 16, 108
Independent yields, 17, 67, 107
Induced activity, see Radioactivity
Industry, national, 361
Inert materials, 15
Infinite effort, 471
Infinity dose,
criterion, 358

optimum, 351
Heiman, W.T., 78, 380, 382, 388,
391, 400, 411, 420, 424, 428, 433
Heiskell, R., 511
Henry's law, 99, 157, 159
Herrington, A.C., 25
Hiroshima, 361
Highway,
surface, 489
Holden, F.R., 511
Hooper, G.W., 159, 163
Hopper, fallout collecting, 500, 504

OPI ' Initial
Horizontal surface, 434 fallout level, 386, 414, 472, 483,
Hose, 496
‘:f;:':ga 490 mass, 386, 414, 496
2¢, radiation, 351, 360, 362, 386, 414,
Hosing,

472, 483, 496
survival, 366, 371, see Planning
factors

see Firehosing
high-pressure, 484

H
ouses, Ingestion hazard, 373

roofs of, 490, 555
Inghram, M.G., 159, 163
H 1 * . b b
owell, 3., 481, 511 ——__ Inglehart D.L., 293, 299

Humans, see People
Humidity, 38, 85, 382, 387, 397
Humidity chamber, 387

hited area, 48‘6
Instrumem\ i
Nal(T,), 56, 70
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Instruments(s) (Cont.)
portable, 9, 70, 189, 195, 196, 229,
322, 355
radiac AN/PDR/-39(TIB), 189,
195, 229
radiation detector, 355
response factor, 156, 171, 195, 229
scintillation counter, 56
Intensity
see Contour
contributions, see Radioactivity
gradient, 229, 339, 361-367
see Hazard
levels, 239-249
magnitude, 349-351
observed, 208, 357
pattern, 227, 241, 252, 259, 290-
300, 321-336
radiation, 368
ridge, 230, 243
standard, 9, 227, 235, 247, 294
Intensity profile,
downwind, 241
standard, 247
upwind, 255
Interactions, see Chemical systems
Interface,
surface-liquid, 395
vapor-liquid, 395
Interference color, 71
Internal energy change, 117
Internal emitters, 375
Internal pressure, see Cloud
Ion chamber, 189, 418
Ion concentration, see Radioactivity
Jon current, 56-60
Yonization
air, 397, 400, 471
contribution, 494, 551-553
fraction remaining, see Particles,
Radioactivily
gross fractionation, 464, 494

&
o}

Ionizaiion (Cont.)
maximum reduction, 391
rate, 5-14, 50-81, 116-196, 291-
297, 304-314, 372, 391, 411,
464, 471, 485, 513-524, 552
ratio, 183, 301-305, 471, 513
reduction, 471
weighting factor, 464
Irregular particles, see Particles
Isointensity
contour, 9
patterns, 349
Isotopes, 24, see Radioactivity
Ivy, Operation, 31
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James, P.R., 508, 511

Jangle, Operation, 1, 28, 78, 156,
8" Shot, 156, 288, 318
U™ Shot, 156, 324

Jeep, 509

Jefferson, ML.E., 28

Jet, water, 114, 476

Jones, J.W., 56
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Kapian, J.D., 203
Katcoff, S., 17, 176
Kehrer, W.S., 511
Kelley, K.K., 120, 136, 159, 163
Kellogg, W.W., 201
Kimura, K., 50, 51, 78, 195
Kinetic energy, 118
Kinetic power,

water stream, 476
King, R.W., 31
Knapp, H.A., 80
Knothole, Operation, 38
Ksarnda, C.F., 202
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P,

Land area, see Surface

Land area methods, see Decontam-
ination, Soil

Land surface detonation, see Soil,
Methods, Planning factors

Lane, W.B., 382, 408, 414, 4i8, 418,
425, 426

Lapp, R.E., 78

Lapple, C.E., 133

LaRiviere, P.D., 174, 223, 279, 511

Larson, K.H., 72, 73, 74, 78

Lateral distance, see Distance, Wind

Laughlin, R.A., 481, 511

Laumetz, E., 222

Laurino, R., 202, 470, 549

Lawn area,
sod cutting, 509

Layer, soil, 504

Ledges, fallout on, 494

Lee, H., 470, 473, 476, 485, 500,
511, 532, 549

Lethality, see Hazard

Level, attack, 366

Level, ionization, see Radioactivity

Levels, fallout, see Particles, density

Lindberg, R.G.. 72, 73, 74, 81

Liquid
—condensation, 417
-phase, 14, 48, 97, 106, 308, 392
-surface interface, 395
-vapor interface, 395

Loading, mass, see Fallout

Loam soil, 496, 504

Lobbing method, 485-491

Location, 84, 373, 514

Loeb, P., 6, 81, 167, 174, 189, 306,
347, 377, 437, 555

Love, D_, 56, 195

xliv
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McDonald, D., 56, 195
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Machta, L., 293, 299
Mackin, J., 56, 60, 62, 189, 195, 382
Magnetic particles, 481
Maloney, J.C., 465
Manpower, trained, 365
Manual decontamination methods, 494
Margrave, J.L., 159, 163
Marshall Islanders, 2
Mass, see Fallout, Particles
Mass fraction remaining, see
Particles
Materials, fallout
balance of, 106, 164
see Carrier
colloidal, 395
dense, 375, 552
environmental, see Soil(s), Water
handling of, 469
inert, 15, 379-381
released, 469
structural, 391, 456
-surface, 470
Mather, J.R., 80
Matrix, carrier, 393
Maxwell, R.D., 28
Medical service centers, 363
Menzel, R.G., 408, 511
Met Shot, 78, 85, 91
Meter response, see Instruments
Method(s), countermeasure
analytical, 549
application procedure, 476, 489,
333
approximations, 208, 218, 547
bulldozer. 485, 489, 506, 508, 588
combination of, 506, 533, 547
crew, 364, 473, 486, 551-599
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Method(s) (Cont.)

decontamination, see Decontam-
ination, Planning factors

distance effects, 489

dry, 382, 472, 484

earth-hauling, 504

effectiveness, 382, 393, 416, 451,
471, 489, 508, 520, 547

efficiency, 489, 507, 508, 544

efficiency coefficient, 472

efficiency differential coefficient,
473, 484

firehosing, 386, 486, 575

fuel requirements, 508

see Hazard

immersion stirrer, 387

land areas, 504

lobbing, 485, 491

manual, 489, 494

motor grader, 485

motorized sweeper, 485, 538, 574

operational effectiveness, 471,
538, 592

pick-up, 472

pile-up, 472, 475, 508

plowing, 509

procedural aspects, 486

recovery, 367

residual levels, 471, 489

residual number, 520

roof-washdown. 490

scraper, tractor, 489

scrubbing, 382

serial use of, 503

set-up time, 508, 578, 582

simple washing, 452, 496

soil removing, 489, 507

spillage effects, 474

stirrer, 412

streets, 489

sweeping. 472, 538

water flushing, 472, 494

xlv

Method(s) (Cont.)
water spray, 387
water washing, 451, 491
wet, 382, 474, 485
work times, 592
Mike Shot, 31
Miller, C.F.. 6, 78, 80, 81, 167, 174,
189, 306, 324, 248, 377, 382, 388,
391, 400, 405, 408, 413, 414, 417,
418, 420, 424, 428, 433, 437, 484,
485, 511, 514, 555
Miller, J.R., 80
Minvielle, L., 202
Missile, see Yield, weapon
Mixing coefficient, slurry, 447
Mixture, particle
fractionated, 8, 112, 186, 195, 221,
305, 317, 328, 392, 514
slurry, 425, 429
soil, 583
Model
air burst, 131, 139
condensation process, 157
mathematical, 202-210
scaling, see Scaling system
surface burst, 131-139, 147-149,
153-175, 167, 227
Moist soil, grass cover, 504
Molumphy and Bigger, 465
Morgan, K.Z., 7, 337
Moskin, A., 202
Motorgrader, 485, 506
Motorized methods, 481-510
Multiple detonations, 352, 360-368
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Nagasaki, 361
Nagler, K.M., 293, 299
Nakamura, J.K., 80
NAVDOCKS, 411, 416, 470, 514
Neel, J.W., 72, 74, 76, 78, 80
Neutron(s)
activation, see Radioactivity
capture, 3, 8, 15, 56
emission, 6, 59, 114, 189
excess, 26
fission product, 3, 8, 13, 27, 56,
73, 97, 156, 164, 186, 251, 301,
319, 379-391, 514
incident, 16, 26, 108
Nevada Test Site, 69, 73, 74, 77, 78,
80, 91, 213, 386, 486
New Mexico, 78
Nishita, H , 72, 73
Nozzle, firehosing
bar. 494
calibration data, 486, 500
pressure, 476, 486, 489
size, 476, 486
team, 489, 490, 577
tip, area of, 476, 486
NRDL, 28, 30, 41, 56, 284, 293
Nuckolls, M., 408, 412, 414, 417
Nuclear devices, see Yield, weapon
Nuclides, see Radioactivity
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OCDM, National Plan Appendix Series,
551
O'Connor, JD . 41
Open area entry time, 594
Open field rate, see Ionization
Operation(s), test
Buster-Jangle, 1
Castle, 1, 78
Crossroads, 1
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Operation(s) (Cont.)
Greenhouse, 1
Ivy, 31
Jangle, 48, 484
Knothole, 38
Plumbbob, 75, 485, 507, 551
Redwing, 41
Streetsweep, 481
Teapot, 72, 73, 74, 78
Upshot, 1, 28, 31, 38, 41, 151, 488
Organization, civil defense
command and control structure,
364, 566
countermeasure options, see
Planning factors
plans, 351, 356, 362, 550
program, 553-566
Orvus, cleaning agent, 426
Outdoor surfaces, 491
Overman, R.T., 56
Overpressure, blast, 16, 118, 360, 368
Owen, W_L., 80, 440, 470, 475, 485,
486, 494, 500, 511, 561, 573, 586,
597
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Pacific Proving Grounds, 440
Packing-fraction curves, 25
Painted surfaces, 491
Pappas, A.C., 25
Parameters, effectiveness, 451-476
Parks, Camp. 80, 561. 573, 595, 597
Particle(s), fallout
adsorption, see Chemical systems
agglomeration, 38, 380, 392
albite, 135
altitudes, source, see Cloud
anorthoclase, 135
collection, see Fallout, Field tests
collisions, 30-49, 113
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Particle(s), fallout (Cont.)

colloidal, 392, 407

condensation, 99-102, 319, 392,
417, 514

coral, 31-98, 156, 284

crystalline, 41-49, 71-98, 159,
382-391

density, 38, 81, 113, 218, 301, 379-
386, 391, 414, 472, 483, 547

depth, surface layer, 113, 391

designator, 238

diameters, 238, 481

discs, 203

disposal, see Fallout removal

distribution, 204, 384, 427

drainage discharge, 489

drying, 445

fail time, 220-230, 337

fall trajectory, 191-201, 218-241,
288

see Fission products

flow lines, 38

fluffy, 36-38

form, 392

formation procéss, 111-114

fraction remaining, 386, 416-420,
474-489, 494

fraction removed, see Fallout

fused, 28-39, 56-60, 72-80, 98-111,
165. 379-383. 417

glassy-bead, grains in, 98, 223-251,
305, 380, 425

groups, 223, 251, 305, 380

hydrated crystal, 401, 428

hydrous oxide, 418

hydrous solid, 401, 428

hygroscopic, 383-397

identification methods, 70

impaction, 30, 48

initial deposit levels, 414, 471-
472, 483, 496

insoluble hydroxide, 402

xlvii

Particle(s), fallout (Cont.)

intéractions in, see Chemical
systems, Slurry

ionic, 393

irregular, 30-38, 41-62, 97, 157,
383

levels, see density

liquid, see Sea water, Slurry

magnetic, 481

median diameter, 238, 481

melted, 97, 114, 303

metal oxides, 112

see Mixture

molar concentration, 400

nonreactive, 425

prewetted, 387, 401, 496

purity, 49

remaining; 351, 471, 485-489, 496

removal, 380, 470-477, 481

removal methods, see Methods

residual, 471, 490

retention, 7, 81-88, 340, 391, 401,
471-491

saturation level, 489

silicates, 28, 38, 45, 69, 112, 133-1o9

sintered, see fused, glassy

size, 28, 38, 45, 48, 63, 76, 111,
195, 203, 283, 304, 339, 384,
471, 481

size distribution, 384

size effects, 483, 485

slurry, 429

smearing, 381-385

solid, 3, 14, 28, 36, 45, 72-78, 97-
108, 156, 301, 320

solid phase, 98, 425

soluble crystal, 392, 401

source, see Radioactivity

spherical, 30-38, 59-60, 98-112,
283, 386

structure, 28, 48, 71

surface density, 384, 464, 472



Particle(s), fallout (Cont.)
tagged, 485
thin section analysis, 71
transport, 452, 475
travel distance, 401, 489
unmelted, 417
vaporization, 3-42, 76-98, 114-
133, 169, 251, 306, 393
velocity, 49, 204, 218, 233, 238,
287, 295, 340
voids, 30, 38
volume, solid phase, 401
Pass, decontamination,
exposure, 579
method-, 472, 579, see Cycle
multiple, 485, 504
speed, 473, 481
Passive countermeasures, see
Shelters, Planning factors
Pattern, isointensity
center, 217, 239
contour, 227-241, 252-259, 290-
300, 321-336, 349
idealized, 247, 253
variation, 471
Paved surface decontamination, 486,
570
Pay-loader, 508
Perkins, J.F., 31
Pestaner, J.F., 409, 414
Petrography, 28, 31, 69, 71
Pettijohn, F.J., 31
Phase, attack, 368
Phenomena, detonation, 350-568
Pick-up method, 472
Pick-up truck, 508
Pile-up method, 472, 475, 583
Pit, drainage, 489, 504
Planning, countermeasure, see
Planning factors
Planning dose, criteria, 470
Planning factors,
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Planning factors, (Cont.)

"acceptable' dose level, 470, 489

action options, 352--354, 363, 367 -
381, 513, 547, 570

affected areas, 353-363, 365

allotted dose, 356, 470, 489, 514,
521, 528, 532, 544

applied effort, 470-471

applicable countermeasures, 327,
354, 417, 532

attenuation, shielding, 81, 189-195
322-364, 372

burst altitude, 216-237

calculations, 26, 67, 117, 186, 202~
211, 216, 253, 305, 356, 470,
489, 514, 522, 528, 532, 544

contamination, see Surfaces,
Methods, Chemical systems

contamination reduction, 327, 354,
417, 470, 532

conversion data, 26, 67, 117, 186,
221

cost-effectiveness, 470

crew assembly, 539

crew, maximum exposure, 532-535,
551-579

criteria, 470

decay rate, fallout, 56, 80, 108, 167,
221, 229, 318, 330, 352, 380-386,
513

decontaminated area, 537, 593

decontamination method analysis,
566 _

"desired'' dose, 470

dose rate, see Hazard

dose restriction, 470, 521, 534

see Effectiveness

see Efficiency

see Entry time

see Environmental effects

see Equipment

explosion phenomensa, 13, 27, 85,
201, 324
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Planning factors, (Cont.)

exposure dose, see Hazard

see Fallout; see also, Particles,
Radioactivity

feasibility, countermeasure, 204,
598, see Chemical systems

harbor detonation, 327-417, see
also Slurry

instrument response, 156, 195,
221, 324; see also Instruments

ionization rate, see Curves

land-area detonation, see Soil,
Surfaces, Methods

location, see Wind

mass correction, 324

minimum shelter stay, 524; see
also Shelters, Flanning

meteorological effects, 79-84,
203, 380-382; see also Wind

operational estimates, 489

operational parameters, 553

organization program, 566

preventive measures, 350

priority, action, 356, 367, 369

protection aspects, 356, 370,
486, 547-549

'"R'" factor. 16, 128, 183

recovery feasibility, 366, 367,
593

recoverable facilities, 353-368

repair operations, 367

requirements, 470-548-549, 596

schedules, 489, 547

shelter exit time, see Shelters

see Shielding

survival actions, 366, 371

target areas, 547

temperature effects, 117-121,
129, 148, 385

terrain, 156, 159, 195, 221, 322~
328

" training program, 566

xlix

Plowing method, 80, 509

Plumbbob, Operation, 75, 485, 507,
551

Point-location analysis, 549

Polymerization, 159

Population distribution, see
Countermeasures

Pooler, F., Jr., 293, 299

Poppoff, I.G., 28, 31, 202

Portable survey meter, see
Instruments

Porter, R.F., 163

Portland cement, 486

Potential dose,
definition, 6, 354

Precipitate, fallout, 401

Present, R.D., 17, 183

Pressure, see Cloud, Ionization,
Radioactivity

Preventive countermeasure, see
Planning factors

Priscilla, Shot, 91

Properties, fallout, see Fallout

Property damage, 353, 365

Protection factor, system, 356, 370

Protection requirements, see
Planning factors

Postattack period, 366; see also
Planning factors

Pugh, G.E., 203, 207, 284, 292

Pump, firehosing, 486

- _Q -
Quantity,
see Fallout

see Particles(s)
see Radioactivity
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Rabbit brush, 89

Rabbits, 74

Radep areas, 355, 358, 361, 364
Radiac, see Instruments
Radiation, see Radioactivity
Radijation sickness, 354, 469
Radioactivity

accumulated, 221, 351, 548
amounts of elements, 15, 45, 72,
114, 164, 304-306, 341-355,

393, 401-405

atoms, 2, 5

back yard, 588

colloid, 393, 400

contributions, 195, 222, 351-367,
485-494, 534, 555-559, 571, 587

decontamination effects, 354-366,
376-399

deposition, 80, 113, 156, 218-235,
264, 324-340, 384

detector, see Instruments

disintegration multipliers, 1 8

exposure, see Hazard

fraction remaining, 393, - 30, 471,
490

fractional distribution, 205, 243,
301-311

gamma ray, 8-13, 24, 56-78, 189
366-389, 469, 547-549

induced, 8, 59, 195, 221, 303, 391

ionic elements, 8, 48, 72, 97, 335,
393, 395, 400, 471, 485, 494

insoluble elements, 425, 460

intensity, 10, 85, 109-207, 228~241,
341-349, 534-544, 551-599

long-lived elements, 371

neutron capture, 3, 8, 15, 56

neutron emission, 6, 59, 114, 189

nuclides, 16-25, 50, 6263, 106-110,
337

point source, 350

Radioactivity (Cont.)

radiation, 15, 45, 72, 114, 131-133,
164-207, 228-241, 304-337, 354,
425, 485, 494, 503, 534, 555, 571,

587

refractory elements, 8, 14, 48, 63,

74, 111, 112, 154
residual radiation, 471, 489-490
scavenging elements, 253
sources, 5, 10, 99, 201-243, 3081~
332, 503-513, 549, 552, 561
source geometry, see Cloud,
fireball
specific, 387, 464, 471

vaporization, 3-42, 76-98, 114-133,

169, 251, 306, 393
Radioelements, see Radioactivity
Radiography, 28, 31, 42, 69, 71
Radiological countermeasures, see

Planning factors
Radionuclides, see Radioactivity
Radiotantalum particles, 481
Radishes, contaminated, 73
""Rad-safe" concept, 469
Rain, effects, 79-84, 380-382
Rainey, C.T., 72, 74
RAND distribution, 284
Raoult's law, 164, 165, 166
Rapp, R.R., 201, 203, 293, 299
Rate count, decay, 387
Rate, drying, 382
Rats, contaminated, 74
Reactions, see Chemical systems,

fallout
Reagent film, 72
Recovery period, 351, 372, 548

actions, 367, 529

see Countermeasures

crew, see Methods

feasibility, see Planning factors

of industries, 363

Radep area. 365
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Recovery period, (Cont.)
" survival and, 363
teams, 364, 367
Red Band, 358-369
Redwing, Operation, 41
Rehabilitation centers, 363
Reitemeier, R.F., 80
Refractory elements, 8, 14, 48, 63,
74, 111. 112, 154
Relative effectiveness, 370, 407
Removal effectiveness, 10, 375-384,
426, 507, 592
Removwal, fallout, see Methods
Remowval, particle, see Decontam-
ination
Repair operations, 367
Requirements, see Planning factors
Rescue operations, 362, 369
Residential area decontamination,
554-590
Residual mass, see Faliout
Residual number, RN
comhination, 514
components, major, 514-521
maximum, 526, 569
minimum, 569
ratio, 416-427
requirements, 529
Residual radiation, see Radioactivity
Resources, nonhuman, 356
Response levels, 351
humans, 353
inanimate objects, 353
instruments, 156
Restriction, dose, see Planning
factors
Rexroead, R., 465
Ridge, intensity, 230, 243
Retention, particle, see Surfaces
RN, residual number, see Planning
factors
Rise rate, clowd, 213, 512

i

Rodents, see Biological system, 74
Roentgen(s), see Dose, Ionization
definition, 5
r/hr, 222
Rongelap Atoll, 2
Romney, E.M., 72, 73, 78, 81, 84
Rosenblum, L., 203
Roof decontamination, 80, 490-491;
see also Surfaces, Methods
Roughness, surface, 489, 504
Runoff, firehosing, 489, 491
Rural area decontamination, 368

—S—-

*"8" Shot, 156

Safety procedures, see Counter-
measures. Planning factors

Sagebrush, 83, 87

Salt crystals, 397

Sam, D., 56, 195, 409, 414

San Francisco Bay muds, 420

Sandbags, 375

Sandblasting, 382

Sartor, J.D., 80, 470, 476, 485, 486,
494, 500, 511, 561, 573, 586, 597

Saturation level, see Particles

Scadden, E.M., 23

Scaling system, medel, 125-146. 202-
252, 295-301, 315-326, 513-514.
953

Scheduling, see Planning factors

Schell, W.R., 151, 321, 388

Schorr, M.G., 28

Schuert. E.A., 201, 207, 213

Scintillation counter, see Instruments

Scraper method, motorized. 472-509
prime mover, 504
spillage, blade, 174, 485, 504
tractor, 489, 509

Scrubbing method, 382
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Sea water fallout, 293, 391-397,
403-410
characteristics, 393
C-Level unit, 405, 455
components, 391-397
concentration, 393
contamination, 405
decontamination, 410, 453
residue, 72, 327
salts, 72, 327, 393
surface density, 402
surface interactions, 397, 403-405
Serial use, see Method(s)
Service centers, survivor, 361-362
Set-up time, equipment, 508, 578, 582
Sewers, particle drainage, 489
Shallow water detonation, 417
Shasta, Shot, 85, 91
Shear effects, see Wind
Shelter
adequate. 367
blast, 352, 548-549
buried, 368
characteristics, 548
communication, 365
design, 368, 548
effectiveness, 9, 81, 352, 366-368,
372, 520, 533
exit time, 522
"fallout"”, 368, 548
fireproof, 370
habitability, 363, 549
inadequate, 367, 548
requirements, 366, 549
see Residual number
sealing, 548
see Shielding
stay times, 522
ventilation, 549
Shielding,
attenuation, 81, 350, 366, 372, 552
countermeasure. see Shelter

ki

Shielding (Cont.)

effectiveness, 52

requirements, 364

terrain, 156, 195, 221, 328, 552
Ships, target, 2, 50,381, 397
Shock phenomena,

effects, 14, 114, 124, 133, 351, 358

wave energy, 115, 124, 349
waves, 114-115
sShovels, see Equipment, counter-
measure
shot(s). test
Apple, 78, 84, 91, 340
Baker, 45, 326, 405
Bravo, 1, 50, 290, 297
Diablo, 85, 340
Met, 78, 340
Mike, 31
Priscilla, 91, 340
Jangle "S", 156, 288, 318
Smoky, 75, 84, 340
Tesla, 91, 340
Trinity. 1, 78
Jangle "U", 156, 324
Shrubs, in decontamination, 509
Sickness, radiation, 354, 469
sidewalks, in decontamination, sec
Surfaces
Silicates, see Particles
Simulated fallout, 471, 485, 507
Single particle analysis, 70
Sinke, G.C., 120, 136, 159, 163
Sintered soil grains, see Particles
Simple washing method, 496
sSkip loader, 489, 506
Slurry
bulk solution, 432
interactions, 417, 425, 460
ionic species in, 419
liquid phase, 122
mixing coefficient, 147
mixtures. 427, 460
mud, 422



Slurry (Cont.)
phase concentrations, 425
solid phase, 420-429, 460
surface interactions, 386
volume-to-area ratio, 423
Smearing coefficient, 472, 496
Smoky, Shot, 75, 84, 91
Soaps, 332
Sod, lawn-cutting, 509
Soil(s)
characteristics, 486, 504-508
clay, 388, 496, 504
clean, 489, 500
cohesion, 474, 507
concentrations on, 146, 148
contaminated, 504
coral, see Surfaces
see Crater
decontamination, see Methods
desert, 485
—detonation, 363-383
dry, 504
excavated, 504
grass covered, 504
ideal, 135-138, 193, 474, 506
in fallout, see Particles
-layer, 504
liquid-, 147-151
loam, 496
loose, 506
-mixture, 496, 585
moist, 504
properties, 396, 473, 504
removal of, 474, 504-507, 585
-scraping, 585
shear strength, 504
shrubs on, 509
sod, 509
spilled, 474
subscil drainage, 489
-surface layer, 473, 504
. tagged, 485, 496, 507

INDEX

liii

Soil(s) (Cont.)
tilled, 504
-type, 504
uniform, 474
wet, 504
Solid particles in slurry, 429
Solid-to-liquid mass ratio, 429
Solution, decontaminating, 157, 401
Soulen, J.R., 159, 163
Source(s), fallout, see Cloud, Radio-
activity
Special clothing, crews, 486
Speed(s), equipment, 496, 500, 506,
576
Spillage, fallout, 474, 485, 504
Spray, water, method
angle, 472, 486
chamber, 412, 496
high pressure, 472, 490
nozzle, 475
operating parameters, 475, 490-
496
pattern, 490
Spreading coefficient. particle
removal, 472, 484
Staging areas, survivor rescue, 361
Steinberg, E.P., 17
Stem, see Cloud
Stetson, R.L., 78
Stewart, K., 30, 99, 195
Sthapitanonda, P., 159, 163
Stirrer method, 412
Stokes' law, 320
Stoneman, Camp, 470, 485, 486, 496,
504, 511
Stream, water, method, 475, 476, 486-
489, 498
Street sweeper, motorized, 481, 500,
508, 574
Stripping films, 71
Strope, W.E., 187, 470, 484, 485, 491,
511, 549, 551



INDEX

Structure(s) Surface(s) (Cont.)
destruction of, 361 ledge, 494
particle-, 28, 48, 71; see Particles -liquid interface, 395
shielding effectiveness of, 520 macadam, 481
surfaces of, 491; see Surfaces -mass density, 384
test device, 36, 48 microporosity of, 407
undamaged, 351 most difficult, 553
Stull, D.R., 120, 136, 159, 163 orientation of, 381
Sublimation pressure, see Cloud, outdoor, 491
fireball painted, 491
Subsoil drainage, 489 paved, 486, 570
Supplies, countermeasure, 361, 365, Portland cement, 486, 494
596 reactions with, 375
Surface contributions, see Radio- removal of, 486, 585
activity road, 481
Surface(s) roof-, washdown, 490
Ambrose clay, 496, 504 roofing, 490
asphaltic concrete, 414, 486 roughness of, 486, 489
broomed, 489 saturation level of, 381, 385, 472
building, 486, 499 sidewalks, 486, 570
-~burst, 115, 133, 153, 330, 370, smoothness of, 489
383 -tension, 112
carrier-, 99, 109 -types, 407
chemical interactions, 375 unpaved, 587
clay, 496, 504 vertical, 491
concrete, 481-494 water angle on, 486
-condition, 489 window frame, 494
contaminated, 85, 336, 418, 475 Surface-method combination, 472, 489,
coral-, 31-98, 156, 284 568
decontaminated, 418 Surface-removal methods, 486
~density, 384, 471 Surprise attack, 366
desert, see Soil(s) Survival
deterioration, 475 initial, 366, 371
drainage, 475 elements, 368
earth-, 349, 509 Gray Belt, 360
exposed, 550 problems, 363-365, 368-371
fractional coverage of, 384-385 population, 366
galvanized iron, 414 rate, 359-362
highway, 489 resources, 547
horizontal, 400, 494 Sweeping method,
impervious, 418 hand, 481
land-type, 80, 485, 504, 585 motorized, 382, 472, 484

liv
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Synthetic fallout, 400, 471-485, 507
System protection factor, 370

T

Tagged soil, 485, 496, 507
Tantalum particles, 481
Tar and gravel roof, 490, 491
Target
analysis, 547, 566, 597
complex, 381, 547, 589
distribution, 355
materials, 456
prime-, 352
-ship, 397
spatial, 355
-unit, 547, 566, 5&9
Team, hose, 490
Team, nozzle, 459, 490
Techniques, removal
manual, 494
motorized, 472-506
Temperature(s), see Ionization,
Fallout
Tennant vacuum sweeper, 500, 503
Terrain shielding, 156, 195, 221, 328
Tesla, Shot, 91
Test series, see Field tests, Oper-
ation(s), Shot(s)
Thermodynamic equilibrium, 397
Thermodynamic model, 97, 100, 116,
124, 137, 210
Thermonuclear reactions, 26-27
Thin section analysis, 71
Thornthwaite, C.W., 80
Thyroid, 74
Tilled soil, 504
Time
arrival, fallout. 74, 81, 183, 214,
311, 366, 370, 513
breakaway, 117
cessation, fallout, 218, 222, 513

v

Time, (Cont.)
condensation, 67, 106, 305
contact, 407
eritical, 514, 547-549
entry, 522, 537, 535, 553
decontamination start, 535, 553
fall, particle, 220, 236, 337, 513
ionization, 9, 13, 49, 62, 513
measurement, 76, 81
operating, 508
reference, 115
relative, 379
rise, 232
scale, 364
set-up, 508, 578, 582
shelter exit, 522
shelter stay, 363, 365, 522, 548
thermal balance, 116
working, 365, 508
Tissue, 7, 75
Tower-mounted devices, 38-49, 72~
84, 91-113, 151-156, 297, 324
Tracer, fission product, 56, 414
Toroid circulation in cloud, 215, 239,
312
Tractor,
scraper, 489
wheel, 509
Traming.
manpower. 365
program, 566
Trajectory, particle-fall, 201, 241,
288, 491
Transattack period, 360, 364, 366
Transport, see Particles
Tripolyphosphate, 407, 412
Trinity Shot, 1, 78
Turbulence, 113
Truck,
pay-loader, 508
pick-up, 508
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Unpaved area recovery, 587
"U" Shot, 156, 324
Underground,
detonation, 77, 155, 485
shelter, 361
Unit-average analysis, 549
Unmelted particles, 303
Unpaved surfaces, 80
Unshielded operations, 354
Updrafts, 154
Upshot, Operation, 72, 74
Uptake, see Hazard, ingestion

—Y-—

Vacuum cleaning method, 382, 472,
484, 500

Van Horn, W.H., 470, 476, 485, 486,
494, 500, 511

Vapor-liquid interface, 395

Vaporization, 3-42, 76-98, 114-133,
169, 251, 308, 393
process, 3-42, 76-98, 114-133,

158-169, 251, 305-393
Ventilation, 373
Vertical surfaces, 491

INDEX

Volatile elements, 8, 49, 69, 76, 112

Volume, fallout drop, 72

—W-e

Wahl, A.C,, 25
Wallace, N.R., 28, 31
War, nuclear, 1, 349
Warhead, bomb

missile, 4, 381, 391, 456
Warning, attack, 368
Washing method, 451, 450-491

Waste disposal, see Fallout removai

vi

Water
bulk, 330, 475

countermeasure use, 392, 539, 595

expenditure, 485
~flow, volume, 451, 475
-flushing, 472-494
hydrants, available, 539
jet, 114, 476
-lobbing, 485-491
pressure, 486
sea water, synthetic, 392, 400
shallow, 327, 417
shelters, in, oo, 367
source, availability, 539
spray angle, 472, 486
spray chamber, 494
runoff, 490
vapor, 392
-washing, simple, 495
Water stream,
kinetic power, 407, 476
surface impingement, 475, 489
volume, 330, 475
Wayne streetsweeper, 506, 539
Weapon, see Yield
Weapons tests, see Field tests,
Operation(s), Shot(s)
Wet methods, 382, 472, 185
Weathering, 78, 381
Well-crystal (WC) counter, 56
Wheat, 79, 84-87, 343
Wheel barrow, 509, 590
Wheel tractor, 509
Width, equipment pass, 473
Width, Grey Belt, 360



INDEX

Wind
crosswind area, 244
direction effects, 202, 237, 300,
382
downwind location, 9, 63-91, 112,
195, 217, 227-245, 276-304,
362-370
shear, 228, 242, 290, 301
upwind location, 360
vector, 81, 218
velocity, 80, 202, 205, 218, 235,
242, 292
Wittman, J.P., 38
Work-effort, see Effort
World War I, 361
WSEG, 293, 294, 297

.,
X-rays, 4, 8, 204

--Y--

Yield, weapon
attack level, 366-367
effects, 8, 27, 45, 56, 62, 67,
87, 101-115, 135-139, 157,
165, 183, 202-204, 230, 305,
327, 397, 355-366, 381, 392
independent, 17, 67, 107

I 2

Zone, Black, 356
Zigman, P., 56, 189, 195, 223
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